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Abstract

:

This paper proposes an innovative operation strategy to extend the acceptance of EVC (Electric Vehicle Charger) and RES (Renewable Energy Resource) in LVDS (Low Voltage Distribution System) by introducing an ESS (Energy Storage System). In conventional LVDS, the load and RES capacity are designed not to exceed the pole transformer capacity. However, when the ESS is connected to the end of LVDS and the bidirectional power flow becomes possible, the linkable capacity of the load and renewable energy can be improved up to twice the capacity of the pole transformer. In addition, even though the power consumption of the load and the power generation of RES exceed the pole transformer capacity, it is possible to maintain the feeder capacity and grid voltage within the allowable limit by the appropriate operation of the ESS. The simulations are performed in the environment of PSCAD/EMTDC, and the ability of the proposed strategy is assessed and discussed.
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1. Introduction


The Korean government actively takes actions of the energy policy, by which the capacity of RES (Renewable Energy Resource) is to increase up to 20% of all energy sources by the year 2030. Along with the Korean government policy, Jeju Special Self-Governing Province of Korea executes a policy (so called “Carbon Free Island Jeju by 2030” [1,2]) of distributing 2 GW of RES and converting all vehicles into EV (Electric Vehicle) by the year 2030. In Korea, the RES capacity is not only increasing but also the fast/slow charger in buildings, homes, and public places are rapidly spreading. As the installation of the slow charger for the EV users in the individual customer becomes dominant in the LVDS (Low Voltage Distribution System), it begins to act as a malicious load in LVDS designed according to transformer capacity. Therefore, a special caution is required to increase the inflow rate of the EV charger in the customer not to cause a low voltage in the secondary feeder as well as not to violate the capacity limit of the pole transformer. In addition, when it comes to the increase of RES capacity in the LVDS, it also needs a caution to prevent the overvoltage in the secondary feeder.



Traditionally, in order to solve aforementioned problems, the first reinforcement action is to replace the pole transformer by a larger capacity, and to expand the secondary feeder. The second reinforcement action is to install pole transformers closer to EVs. However, the traditional approaches require time and high cost. Thus, it is understandable that the traditional approaches are not suitable for future electric networks [3,4]. Therefore, this paper proposes an innovative operation strategy of the ESS (Energy Storage System) that is to contribute to increase the capacity of EVC (Electric Vehicle Charger) and RES in the LVDS without reinforcement of the existing facilities.



An ESS is used in various forms from the transmission system to distribution system and microgrid such as frequency regulation in distribution substations, power stabilization of fluctuating RES, peak-cut for charging at light load and discharging at heavy load, and emergency power generation, etc., [5,6,7,8]. In particular, the introduction of the ESS in a LVDS without voltage regulation can have a number of advantages. In Table 1, the authors of [9,10] proposed the voltage regulation method by connecting the ESS to the PV (Photovoltaic) installation point, and in [11] the authors proposed the methods for sizing and siting of RES, EV station, and ESS. The authors of [12] also addressed the economic effects of an ESS in LVDS. However, as the capacity of EV and renewable energy is continuously increased in LVDS, research is needed to increase the capacity that can be connected using existing facilities as well as voltage issues.



In the proposed strategy, in order to solve the problems of voltage drop/rising and feeder capacity by introducing a large number of EV chargers and RES in the LVDS, an advantage of ESS bidirectional power flow is considered at the end of the secondary feeder in order to maintain the voltage and the power within allowable limit (voltage: 220 ± 6%, feeder capacity: pole transformer rated capacity). The proposed strategy shows its ability to expand the capacity of EV and RES up to twice the capacity of the pole transformer while the voltage and feeder capacity are maintained with allowable limit. Its ability is assessed and discussed by the simulation consisting of an ESS, PV, EVC, and load in the environment of PSCAD/EMTDC software.



The paper is organized as follows: Section 2 presents the necessity of introducing an ESS for power stabilization and the innovative operation algorithm while Section 3 presents the complete model of LVDS in PSCAD/EMTDC; Section 4 derives the validity of the proposed strategy from the simulation and the Performance Index (PI) is discussed in Section 5. Finally, in Section 6 conclusions are drawn.




2. An Innovative Operation Strategy of Power Control ESS for Capacity Expansion


2.1. Necessity of Introducing Power Control ESS for Capacity Expansion of EV and RES


The operation schemes of the existing LVDS are based on the unidirectional power flow. However, when the RES is connected to the LVDS, the reverse power flow is supplied unlike the existing system. This reverse power flow can cause power quality problems such as voltage sag and swell, harmonics, etc., in existing systems [13]. In particular, voltage control is one of the important issues in power distribution system including LVDS.



In general, the voltage of the system is changed by the current having the variation value and the line impedance having the fixed value. When a lot of power flows to the load side, the voltage drop is intensified and when the current flows to the system side by the RES, the voltage rise is intensified. According to the system characteristics, when installing multiple EVCs, problems such as under voltage and exceeding the rated capacity of the pole transformer may occur as shown in Figure 1.



Figure 2 shows the power control ESS by using bidirectional power flow to expand acceptance and to control the voltage. Since the pole transformer and the ESS share the power flowing in the secondary feeder, the voltage drop and rise due to the line impedance can be reduced. In addition, the connection capacity of EVC and RES can be increased without exceeding the feeder capacity. Therefore, this paper proposes a power sharing scheme by ESS operation to solve the voltage and feeder capacity problems when a large number of EVC and RES are connected to the LVDS.




2.2. Power Control ESS for Capacity Expansion


In a LVDS, the voltage may vary depending on the EV charging and the amount of RES. Figure 3 shows the voltage and feeder capacity issues resulting from EV charging and RES. If RES is high during the day, overvoltage may occur in the customer, and under voltage may occur in the customer when the EV charging is utilized in the evening. In such a situation, the proper charging/discharging operation of the ESS can solve the voltage and feeder capacity problems.



Therefore, this paper proposes a power stabilization method to regulate the voltage and to expand the connection capacity by charging/discharging the ESS when the voltage is out of the upper/lower limit due to RES generation and EV charging. The concept of this strategy is shown in Figure 4 [14].



The details of the proposed strategy are as follows. If all the power generated by RES flows to the grid side, the system voltage can exceed the upper limit (V > 233 V) as shown in Figure 4a. In such a situation, the ESS connected to the grid end is operated in the charging mode, and is operated to maintain the voltage within the allowable limit by distributing power flowing only to the grid side by the charging. In addition, when a large number of electric vehicles connected to the customer are charged, the voltage may be out of tolerance due to the voltage drop. In this situation, the ESS connected to the end of the grid is operated in the discharging mode, and the charging power of the EV is supplied by the grid and the ESS. Figure 4b shows the strategy of increasing the voltage drop by the EV charging through the discharge of the ESS. Through the discharge of the ESS, the voltages of the customers before the ESS installation point increase according to the discharging power of ESS, and as a result, the customer voltage outside the lower limit is kept within the allowable limit.




2.3. Operation Algorithm of Power Control ESS


(1) System model for operation of power control ESS



The ESS currently operating in the industrial field mainly focuses on economic operation, peak cut, and load shifting [15,16,17]. However, the ESS proposed in this paper focuses on the operation of complying with the system regulations such as the voltage and the feeder capacity while maximizing the acceptance of EVC and RES that can be connected to the LVDS. The configuration of the LVDS including the ESS, EV, and RES is shown in Figure 5. Here, the secondary feeder is divided into three sections so that voltage drop/rise can occur according to power consumption and power generation. In each section, the load is connected to consume power, and the PV and EV chargers are connected to the same point with the load to generate and consume the power. In the case of the ESS, it is connected to the end of the feeder, and various information such as the voltage and active power measured in each section of the feeder is transmitted to the ESS through communication to enable optimal operation.



(2) Operation algorithm of power control ESS for expanding capacity



The existing ESS operation is proposed to operate according to the current and power state of the installation point. However, the operation strategy of the ESS proposed in this paper is operated to satisfy the voltage and feeder capacity of all sections within the allowable limit using the data collected at each point as shown in Figure 5. In a large scaled grid system having a small R/X ratio, the voltage is usually regulated by reactive power [18]. However, unlike the transmission line, the secondary feeder of the LVDS has a large R/X ratio. That is, in the transmission line, the reactance value is larger than the resistance value, so the voltage compensation effect by the reactive power is large, but in the low voltage distribution line with the small reactance value, the voltage compensation effect by the reactive power is not only small but also worsens the system power factor. Therefore, only the active power of the ESS is used for the acceptability expansion and voltage regulation.



Figure 6 shows the scheme of ESS operation to control voltage considering the margin. The power control scheme of the ESS first checks the system’s maximum current. Next, after analyzing the voltage characteristics at EV + heavy load and the voltage characteristics at the maximum power generation of the RES + light load from the pole transformer to the end section, the ESS is charged or discharged as much as the power out of the system’s acceptable capacity to maintain the voltage within the allowable limit.



Figure 7 shows the operation algorithm of the power stabilization ESS that stabilizes the power by charging and discharging the ESS when the power from EV charging and RES generation exceeds the acceptable capacity of pole transformer.



In the algorithm, the charging and discharging mode, operation time, and operation capacity for the ESS are determined based on the data from the measurement point, and the ESS is operated stably within the SOC (State of Charge) range. Additionally, five alarm signals are used to determine each state in the algorithm. In this way, when the load capacity exceeds the pole transformer capacity, the ESS stabilizes the system in discharge state, and when the power of the RES exceeds the feeder capacity, the ESS stabilizes the system in charge state. The detailed algorithm operation procedure is as follows.



[Step 1] Determining of reference value (PL, PG) for the operation of power control ESS



The load in each section below the pole transformer is assumed to be equal, and then the load is increased until the voltage reaches the lower limit (0.94 PU). At this time, when the voltage of section 3 reaches to the lower limit, the measured active power in section 1 becomes the reference value (PL) for ESS discharging operation. In addition, for the charging operation of the ESS, the capacity of the RES of each section is assumed to be equal and a generated power of RES is increased until the voltage of the section 3 becomes upper limit (1.06 PU). At this time, when the voltage of section 3 reaches the upper limit, the power of section 1 becomes the reference value (PG) for ESS charging operation.



[Step 2] Determining the charging/discharging mode of the ESS



To determine the mode of the ESS, the direction of power at the measurement point must first be determined. The sign of power in the algorithm is determined as follows. It is assumed to be positive when the power flow towards the load side from the grid side and negative when the power flow towards the grid side from the load side. Then the charging/discharging mode of the ESS is determined according to the sign of the sum of the active powers measured at each point as shown in Equation (1). In other words, if the sum is a positive value, the power consumption of the load is greater than the generated power, and since the system voltage may drop below the lower limit, the signal α(t) becomes 1 and the ESS operates in discharging mode. If the sum is negative, it means that the generated power from RES is more than the power consumption of the load. Since the system voltage may be out of the upper limit, the signal α(t) becomes 0 and the ESS operates in charging mode.


  α  ( t )  =  {      1 ,        ∑   i = 1  n    P i   ( t )  ≥ 0       0 ,        ∑   i = 1  n    P i   ( t )  < 0       ,  



(1)




where, Pi(t) is the active power of the i section, α(t) is a signal for the determination of charging/discharging mode of the ESS.



[Step 3] Determination of ESS output for the power control



Once the charging/discharging mode is determined, the operating time and output of the ESS should be determined. First, the operation time of the ESS in the discharging mode is determined according to the reference value PL obtained in [Step 1]. When the sum of the power measured in each section reaches to the reference value PL, the signal β(t) is activated and the ESS starts discharging operation as shown in Equation (4). If the signal β(t) is deactivated, that is, if β(t) = 0, the ESS stops. The discharging power of the ESS is determined by comparing the sum of the power measured in each section and the reference value PL as shown in Equation (3)


  β  ( t )  =  {        1 ,        ∑   i = 1  n    P i   ( t )  ≥  P L              0 ,        ∑   i = 1  n    P i   ( t )  <  P L            ,  



(2)






   P  d i s _ r e f    ( t )  =  {     ∑   i = 0  n    P i   ( t )  −  (   P L   )  × β  ( t )   }  ,  



(3)




where Pdis_ref is the ESS discharging power, and β(t) represents the discharging operation start point of the ESS.



The operation time of the ESS in the charging mode is determined according to the reference value PG. In the charging mode when the power generation capacity of RES reaches the reference value PG, the signal γ(t) is activated as shown in Equation (4). The charging power of the ESS is determined by comparing the sum of the power for each section and the reference value PL in the charging mode as shown in Equation (5).


  γ  ( t )  =  {      1 ,        ∑   i = 1  n    P i   ( t )  ≥  P G                  0 ,        ∑   i = 1  n    P i   ( t )  <  P G                 



(4)






   P  c h g _ r e f    ( t )  =  {     ∑   i = 0  n    P i   ( t )  −  (   P G   )  × γ  ( t )   }  ,  



(5)




where Pchg_ref is the ESS charging power, and γ(t) represents the charging operation start point of the ESS.



[Step 4] Power stabilization of the ESS



Once the mode and output power for charging/discharging of the ESS are determined, the ESS stabilizes the system by sending or absorbing the active power of the ESS to stabilize the voltage.



[Step 5] SOC operation range setting



This step shows the ESS operation decision in either the charging or the discharging according to the SOC. That is, when the SOC of the ESS exceeds the upper limit set value due to the absorption of active power in the charging mode, the signal δ(t) is activated and the ESS stops operating. In addition, when the SOC of the ESS is under the lower limit set value due to the providing the active power to the load and EV charger in the discharging mode, the signal η(t) is activated and the ESS stops.




   δ  ( t )  =  {      1 ,     S O C > 90 %               0 ,     S O C ≤ 90 %               



(6)






   η  ( t )  =  {        1 ,     S O C < 10 %             0 ,     S O C ≥ 10 %           .   



(7)





Table 2 shows how the five signals of the ESS used in the algorithm operate in each state.





3. Modeling of the LVDS with ESS and RES


In order to verify proposed algorithm for the power stabilization of the LVDS with the ESS, the low voltage system with an EV charger, ESS, RES, and the control algorithm are modeled using PSCAD/EMTDC. Here, the RES which is used in LVDS is usually a PV system. Therefore, the model of RES uses a PV system.



Figure 8 shows the complete system consisting of pole transformer, feeder, load, PV, and ESS. The LVDS is a multiple bus radial distribution system composed of the load, EV charger, PV, and ESS connected to end of the secondary feeder. The secondary feeder uses the pi section model to simulate voltage drop and rise over distance. In the model, the power information measured in each bus is transferred to the ESS to determine the charging/discharging mode and the capacity.



3.1. Modeling of ESS


The power stabilization ESS consists of the battery that stores the electricity, the DC-DC converter that delivers power to charging/discharging to the battery, the inverter to convert power from AC to DC or vice versa, and the transformer [19]. In the battery model, the voltage equation varies with the SOC as shown in Equation (8), and the voltage magnitude and capacity can be adjusted by changing the parameters [20].


  E =  E 0  − K ·  1  S O C   + A ·  e  − B · Q  (  1 − S O C  )    ,  



(8)




where E: no-load voltage (V), E0 : battery constant voltage (V), K: polarization voltage (V), Q: battery capacity (Ah), A: exponential zone amplitude (V), B: exponential zone time constant inverse (1/Ah).



Figure 9 shows the overall schematic of the ESS consisting of a battery, DC-DC converter, inverter, and transformer. Depending on the system situation, the charge and discharge command of the ESS is sent to the DC-DC converter and the output of the DC-DC converter is sent to the inverter via the DC-link. The inverter controls the DC-link voltage and reactive power, converts DC power to AC through Park transform, transfers power to the transformer, and the transformer converts the voltage to match the grid voltage.




3.2. Modeling of PV


The model of the PV system consists of PV arrays, an inverter, and a transformer. Here, the PV arrays use a voltage source, and the inverter can independently control the active and reactive power using the Park transform and the PLL. The overall control topology is shown in Figure 10 [21].



Using the Park transform, parameters such as voltage and current that change over time become constants, making it easy to design the controller, and control the active and reactive power independently of each other as shown in Equations (9) and (10).


  P =  3 2   |   V 0   |  ·  I  r e  f q    ,  



(9)






  Q =  3 2   |   V 0   |  ·  I  r e  f d    ,  



(10)




where, P: active power, Q: reactive power, V0: inverter instantaneous voltage, Iref_q: q-axis reference current, Iref_d: d-axis reference current.



The three-phase voltage obtained by the PI controller and the inverse Park transform introduce Equations (11) and (12) to derive the six PWM (Pulse Width Modulation) signals. Figure 11 shows the six PWM signals to drive the IGBT (Insulated Gate Bipolar Transistor).


  ϕ =  (    tan   − 1      V q *     V d *     )  ×   180  π  ,  



(11)






   V t  =    V q   * 2    +  V d   * 2      ×    3     2    ,  



(12)




where,  ϕ : phase angle of the linkage grid, Vt: voltage of the linkage grid,    V q *   : q-axis reference voltage,    V d *   : d-axis reference voltage.



Figure 12 shows the modeling of a grid-connected inverter. IGBT, driven by six PWM signals, converts the DC generated from the PV into a three-phase AC with a 120° phase difference and sends it to the grid.




3.3. Modeling of the Operation Algorithm of the ESS


In the LVDS, when the power consumption by the load and EV charger exceeds the transformer capacity, the ESS supplies the excess power, and when the amount of RES generation exceeds the transformer capacity, the ESS absorbs the excess power. The control algorithm is operated in accordance with Figure 7 to ensure that the feeder capacity and voltage do not exceed the allowable limit.



In the control algorithm, Figure 13 shows the modeling for determining the charging/discharging mode of the ESS. The signal alpha, which determines the ESS mode, depends on the sign of the sum of the power measured at each bus. That is, if the sum of the measured power is positive, the alpha becomes 1 and the ESS operates in discharging mode, and if it is negative, the alpha becomes 0 and the ESS is in charging mode. At this time, the sign of power assumes a positive direction into the load.



Figure 14 shows the model for determining the charge/discharge capacity of the ESS. The ESS does not operate immediately when the mode is determined, and operates only when the sum of the measured powers exceeds the reference values PL and PG considering the margin. That is, in the discharging mode, when the sum of the power consumed by the load and EV chargers exceeds the reference value PL, the discharging operation signal beta becomes 1 and the process proceeds to the next step. Similarly, in the charging mode, when the sum of the power of the PV exceeds the reference value PG, the charging operation signal (γ) becomes 1. In addition, the signal alpha is applied to control the mode not to operate at the same time.



Once the mode and output power of the ESS are determined, the DC-DC converter receives the output power set value from the control algorithm and the ESS performs charging/discharging operation based on the set value in each mode. Figure 15 shows how the DC-DC converter receives the output power set value in each mode. That is, in the discharging mode, when the signal (β) is 1, the Pref-dischg derived from Equation (3) becomes the output command value, however, when the sum of the consumed power is less than the PL considering the margin, the signal (β) becomes 0 and the output command value is 0. Additionally, in the charging mode, when the signal (γ) is 1, the Pref-chg derived from Equation (5) becomes the output command value. When the sum of the generated power is less than the PG considering the margin, the signal (γ) becomes 0 and the output command value becomes 0.



Figure 16 shows the high-level controller of a DC-DC converter. The SOC operating range and charging/discharging mode signal ( α ) of the ESS are used as buck/boost operation signals of the DC-DC converter. That is, when the ESS operates in the charging mode, the DC-DC converter operates as a buck converter, and when operating in the discharging mode, it operates as a boost converter.





4. Case Studies


4.1. Simulation Model


Based on the model of the LVDS in Figure 17, the system parameter and section data of the secondary feeder are assumed as Table 3. Pole transformer having the 100 kVA per phase is considered as 13,200 V/230 V. Additionally, a 95 mm2 CV cable with an impedance value of 0.248 ohm/km is used at the main feeder which is from directly under the pole transformer to the end section. In addition, a 185     mm  2    CV cable with an impedance value of 0.129 ohm/km is used from the end section to the ESS in order to accept power capacity more than the main feeder.



Additionally, other operation conditions for load, EV, the PV system, and ESS are summarized by:




	-

	
The sum of power in all sections have a constraint condition that is assumed from 0 to 600 kW when the maximum demand time of the load and EV charging time proceed at the same time.




	-

	
All PV systems are outputted from 0 to 600 kW per hour.




	-

	
The ESS introduced at the end section is only operated when either the sum of each load or the sum of each PV generation power is exceeded over the reference value (PL, PG).









Figure 18 shows the PV output pattern during 24 hours assuming one second is one hour in the simulation. Additionally, PV output of individual customers are determined as 7 kW, and all PV systems are outputted from 0 to 600 kW per hour.



On the other hand, Figure 19 shows the load pattern of the customer side considering the EV during the 24 hours assuming one second is one hour in the simulation. Additionally, this load pattern varies from 0 to 600 kW over time. The load pattern and PV pattern were used in the simulation analysis to solve the capacity expansion problems of electric vehicle and distributed energy in LVDS.




4.2. Determination of the Reference Values (PL, PG)


The reference values, PL and PG, used for the charging/discharging operation of the ESS, are set in a state where the ESS is not connected, and the values are determined as the feeder power when the section voltage reaches the allowable limit according to [Step 1] in Section 2.3. According to the procedure, for PL, the load is gradually increased so that the voltage in section 3 reaches the lower limit (0.94 PU) as shown in Figure 20a. In Figure 20a–d, the x and the 0 represent the x-axis and y-axis, respectively. At this time, as shown in Figure 20b, the feeder power of section 1, which is the sum of the power consumption, becomes the reference value PL. In the case of PG, the PV generation is gradually increased so that the voltage in section 3 reaches the upper limit (1.06 PU) as shown in Figure 20c. At this time, as shown in Figure 20d, the feeder power of the section 1 in Figure 17, which is the sum of the generated powers, becomes the reference value PG. From the simulation results, the reference values PL and PG, which determine when to perform the charging and discharging operations of the ESS, are set to 280 and −50 kW considering the margin, respectively.




4.3. Power Characteristics of Distribution Systems with EV Chargers and an ESS


(1) Operation characteristics of LVDS with an EV charger



Figure 21a,b shows each sections’ voltage and power of the secondary feeder with an EV charger when an ESS is not operating. Through the simulation results in Figure 21a, it is confirmed that the end section voltage among the all section voltages could not be maintained to reasonable conditions (low voltage phenomena) when the EV are charged at all sections from 06:00–13:00 to 17:00–24:00. Additionally, Figure 21b shows that the maximum power of section 1 summed for all power is 570 kW, which is far beyond the rated capacity of the pole transformer (300 kW). Therefore, it can be emphasized that the section voltage and the feeder capacity cannot exactly be kept within the predefined allowable limit (voltage and capacity) when load and EV power are greater than capacity of the pole transformer.



(2) Operation characteristics of the distribution system with an EV charger and ESS



Figure 22 shows each sections’ voltage and power in the secondary feeder with an EV charger when an ESS is introduced. From the simulation results in Figure 22a, it is confirmed that all section voltages could be maintained to reasonable conditions (low voltage phenomena) by the proposed ESS operation when the EV are charged at all sections from 06:00–13:00 to 17:00–24:00. Additionally, it is found that the power from section 1 to section 3 does not exceed the rated capacity of the feeder (300 kW) as shown in Figure 22b. Here, the negative value in Figure 22b means the reverse power flow. In other words, low voltage phenomena and exceeding capacity problems of the feeder were solved by ESS operation as shown in Figure 22. Therefore, it can be emphasized that the proposed algorithm can contributes to the section voltage and feeder capacity of LVDS.




4.4. Power Characteristic of Distribution Systems with EV Chargers, PV Systems, and ESS


(1) Operation characteristic of the distribution system with an EV charger and PV system



Figure 23 shows each sections’ voltage and power of the secondary feeder interconnected with an EV charger and PV system without considering of the ESS. From the simulation results in Figure 23a, it is confirmed that all section voltages could not be maintained to reasonable conditions (over voltage phenomena) when the PV systems are outputted to maximum power. Additionally, Figure 23b shows that the maximum power of section 1, summed for all power, is 570 kW, which is far beyond the rated capacity of the pole transformer (300 kW). Therefore, it can be emphasized that section voltage and feeder capacity cannot exactly be kept within the allowable limit (voltage and capacity) when PV generation is greater than the capacity of the pole transformer.



(2) Operation characteristic of the distribution system with an EV charger, PV system, and ESS



Figure 24 shows each sections’ voltages and power by the proposed operation strategy of ESS introduced in the secondary feeder with an EV charger and PV system. Based on the simulation results in Figure 24a, it is confirmed that the voltage of each section can be maintained to reasonable voltage range even when PV outputs at maximum. That is, when PV system outputs as a double capacity of pole transformer, it is found that the ESS can control the all voltages within an allowable limit. Additionally, it is clear that power from section 1 to the section 3 do not exceed the rated capacity of the pole transformer (300 kW) as shown in Figure 24b, except for the section 4 using cables with the capacity to accept more power. Therefore, it is confirmed that section voltage and feeder capacity could be kept exactly within the allowable limit (voltage and capacity) by the proposed operation algorithm of ESS when PV generation is greater than capacity of the pole transformer.




4.5. Analysis of ESS Operation Characteristics


Figure 25 shows the SOC, active and reactive power characteristics of the ESS from Section 4.3. It can be seen that in discharging mode, the ESS supplies only active power and no reactive power to control the section voltage and power. Additionally, it is confirmed that SOC of the ESS could be operated within steady-state range in which is from 50% to 36% as shown in the below graph of Figure 25. Therefore, it is clear that the ESS operates efficiently according to the proposed algorithm.



On the other hand, Figure 26 shows the SOC, active and reactive power characteristics of the ESS from Section 4.4. It can be seen that in charging mode, the active power of ESS controls the section voltage and power, and the reactive power is not used to control the ESS. Additionally, it is confirmed that SOC of ESS could be operated within steady-state range that is from 50% to 60% as shown below in Figure 26. Therefore, it is clear that ESS operates efficiently according to the proposed algorithm.





5. Discussion


The power characteristic of the feeder can be evaluated by the degree of how close the power is maintained to the rated capacity in the secondary feeder. In this paper, the RMSE (Root Mean Square Error) was used as PI and was calculated according to Equation (13) using the pole transformer rated power and the feeder data that represent the most severe power characteristics. Therefore, a PI can be defined as a form of the squared differences between the rated capacity and demand power in secondary feeder as follows:


  R M S E  (   P 1  ,  P  r a t e d    )  =       ∑   t = 1  N     (   P  1 , t   −  P  r a t e d , t    )   2   N    ,  



(13)




where, P1 is the data having the most severe power characteristics of in the secondary feeder, Prated is the reference capacity (300 kW) of the pole transformer,  N  is the total data.



(1) ESS charging state



Figure 27 and Table 4 show the performance index by the introduction of the ESS in the secondary feeder with only an EV charger and customer load. From the result of the performance index based on Table 4, it was clear that the feeder capacity keeps better within the rated capacity boundary by the ESS charging operation.



(2) ESS discharging state



Figure 28 and Table 5 show the performance index by the introduction of the ESS in the secondary feeder with an EV charger, customer load, and PV system. From the result of the performance index based on Table 5, it was clear that the feeder capacity keeps better within the rated capacity boundary by the ESS discharging operation.




6. Conclusions


In this paper, an innovative operation algorithm was proposed that can maximize the acceptability of EV and RES and comply with system regulations by using bidirectional power flow of the ESS connected to the end side of LVDS. The main results are summarized as follows.



	(1)

	
The innovative operation algorithm of the ESS was proposed to increase the capacity of EV and RES connected to the LVDS up to twice the capacity of pole transformer and to solve the voltage and feeder capacity problems that may occur at this time.




	(2)

	
Modeling of a low voltage distribution system consisting of an ESS, PV, EV and load using PSCAD/EMTDC was presented. Additionally, through the simulation results, it was confirmed that the voltage and power of each section can be controlled to satisfy the allowable limit by discharging the ESS when the EV + load is twice the capacity of the pole transformer.




	(3)

	
In addition, it was confirmed that the voltage and power of each section can be controlled to satisfy the allowable limit by charging mode of the ESS when the PV generation is twice the capacity of the pole transformer.







In this paper, the PV and the load with EV connected in each section were set to the same size, and the ability of the proposed method was assessed and discussed through simulation results. However, depending on the load distribution and power factor in the LVDS, the voltage profile may be different and the size of the ESS for stabilization may be different. Therefore, research will be conducted to improve the algorithm in consideration of load distribution and power factor and to prove it through hardware tests.
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Figure 1. Voltage of LVDS by the unidirectional power flow. 






Figure 1. Voltage of LVDS by the unidirectional power flow.



[image: Energies 12 04668 g001]







[image: Energies 12 04668 g002 550] 





Figure 2. Voltage of LVDS by the bidirectional power flow. 






Figure 2. Voltage of LVDS by the bidirectional power flow.



[image: Energies 12 04668 g002]







[image: Energies 12 04668 g003 550] 





Figure 3. Voltage drop and rise issues. 
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Figure 4. Feeder current and voltage according to charging/discharging operation of the ESS. 
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Figure 5. Radial LVDS with multiple buses. 
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Figure 6. ESS charging/discharging operation. 
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Figure 7. Operation algorithm for the ESS. 
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Figure 8. Low voltage distribution system with an ESS. 
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Figure 9. Model of the ESS. 
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Figure 10. Control topology of PV. 
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Figure 11. PWM for the IGBT control. 
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Figure 12. Grid connected inverter. 
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Figure 13. Decision of a charging/discharging mode. 
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Figure 14. Decision of a charging/discharging capacity of the ESS. 
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Figure 15. ESS output power set-point to the DC-DC converter. 
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Figure 16. Buck/boost converter operation. 
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Figure 17. LVDS model for the simulation. 






Figure 17. LVDS model for the simulation.



[image: Energies 12 04668 g017]







[image: Energies 12 04668 g018 550] 





Figure 18. PV output pattern. 
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Figure 19. Load + Electric Vehicle (EV) pattern. 
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Figure 20. Determination of PL and PG. 
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Figure 21. Voltage and power of LVDS with EVCs when an ESS is not operating. 
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Figure 22. Voltage and power of LVDS with EVCs when an ESS is operating. 
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Figure 23. Voltage and power of LVDS with a PV system when an ESS is not operating. 
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Figure 24. Voltage and power of LVDS with a PV system when an ESS is operating. 
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Figure 25. Power and SOC characteristic of the ESS in discharging operation mode. 
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Figure 26. Power and SOC characteristic of the ESS in charging operation mode. 
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Figure 27. Comparison of the performance index in charging mode. 






Figure 27. Comparison of the performance index in charging mode.



[image: Energies 12 04668 g027]







[image: Energies 12 04668 g028 550] 





Figure 28. Comparison of the performance index in discharging mode. 
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Table 1. Literature survey on applications of an ESS (Energy Storage System) in LVDS (Low Voltage Distribution System).
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	Ref.
	Contents





	[9,10]
	Voltage control in LVDS with high photovoltaic using ESS



	[11]
	Optimization Model for Sizing and Siting of Distributed Generation Units, EV Charging Stations, and ESS



	[12]
	Economic effect of ESS in LVDS
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Table 2. Classification of operation signal of the ESS.
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	Classification
	α
	β
	γ
	δ
	η





	Charging mode
	1
	-
	-
	-
	-



	Discharging Mode
	0
	1
	-
	-
	-



	ESS SOC Charging Operation
	1
	-
	1
	-
	-



	ESS SOC Discharging Operation
	0
	1
	-
	-
	-



	Charging Mode SOC > 90%
	-
	-
	-
	1
	-



	Discharging Mode SOC < 10%
	-
	-
	-
	-
	1
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Table 3. Model parameters of the distribution system.
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	Category
	Contents





	Pole Transformer
	300 [KVA], 13,200/230 [V]



	Rated Voltage
	220 [V]



	PF
	1



	Line Impedance 1

(R1 + jX1)
	XLPE/PVC-95 [mm2]

Z = 0.248 + j0.0852 [ohm/km]



	Line Impedance 2

(R2 + jX2)
	XLPE/PVC-185 [mm2]

Z = 0.129 + j0.0860 [ohm/km]



	Load (customer, EV)
	50 [kW]–600 [kW]



	PV
	0 [kW]–600 [kW]



	ESS Capacity
	400 [kWh]
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Table 4. Comparison of the performance index of each method.
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	Classification
	Before operating ESS
	After operating ESS





	Performance index value
	16.41
	10.78
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Table 5. Comparison of the performance index of each method.
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	Classification
	Before operating ESS
	After operating ESS





	Performance index value
	32.98
	19.95











© 2019 by the authors. Licensee MDPI, Basel, Switzerland. This article is an open access article distributed under the terms and conditions of the Creative Commons Attribution (CC BY) license (http://creativecommons.org/licenses/by/4.0/).






media/file13.jpg
Discharging
<

Set Py, Po.

Measure Py, Py, .. P,

ESSStop

Ouct ESSStop






media/file4.png
(7] i Limit capacity of line [Vl
. Power without ESS operaaon
— . i : \r-
) -~ J-
Power wzﬂr ESS operaaon Y
229k | x| LAY -
./ |
Lv | Customerl : l Customerl | Customer{ VV i' ESS E
Pole. transfomer \ X Proposed
‘ EV \ ‘ EV \ method
[Section]
l l’ + 1 L[] . . L] . . i + n





media/file52.png
(MVAr)

s OWwWaar

0
Yo AYAALA™ |

Dl

= Battery state of charge (SOC)

»
QS
@)

5.0






media/file39.jpg
o Voageof sction iy o +EV

RIe
o oz

i e

[Opee—ry

cofsecton ity PV

Rk
0. ot

) Rafemance valur o P





media/file18.png
| Battery

DC-DC

i

IBessHY

— T

V_DC
1

=

Inverter






media/file21.jpg
£ ¢ 3 # ® 4f
A - . -
HES s e By

Ll i

Ll i
[Detay

et

10

10

phi

vafer]

VbTer]






media/file44.png
Voltage(PU)

sec

Section voltage -
=Vbusl  |®=Vbus2 |=Vbus3 |= Vvsc 'mVupper |=Viower | '}*
l
1.12
1.10 1 Sectionl Section Section3 Secti@h
1.08 f i }
L8 / at
; [ Ji | / 1
1-04 e —— gp—  » — P e
]\ 7 1 71 | i
1.00 I_L y 4 & / / J l-&_’
ose— N | o
i \r v\ —y
; ¥y
0.94
0.92 =
0.0 5.0 10.0 15.0 20.0
< [»]
(a) Voltage of each section
Section power =]
= o o = b
:: :3 Pbusl | Pbus2 Pbus3 | |= Pysc | J
040 1 Sectionl Section2 Section3 Section4
0.30 s : ? t
0.20 i \
0.10 =\ T 7\
. 4 L
W amUE=
0.10 - -
0.20 i [ [\
: - A
0.30 A —
-0.40 | 7 7 =
00 20 40 6.0 80 10.0 12.0 14.0 16.0 18.0 20.0 22.0 24.0

sec

<

0

(b) Power of each section





media/file26.png
Ploadil

(@]

batterymgde(alpha)

o
i+
I

Pload22

™,

Pload33





media/file57.jpg
200

1500

1000

00

Performance Index

P

e Without ESS ~+~With ESS.

6 8 o on o





media/file55.jpg
m

0

Performance Index

n

e Without ESS ~-With ESS

"

n





media/file7.jpg
=
=

With ESS «
g Without ESS e 2
H H
& H
H I | §
ess | 3
M <
3 s
H H
hr H
(V3 |
P 2 I z
Section EsSsite
(a) Feeder current and voltage characteristics during discharging of ESS
“ w

WIthESS sse
Without ESS =

Jusaans pro1
SBm10a Kiopuoss

Section i ESS site
(b) Feeder current and voltage characteristics during charging of ESS





media/file28.png
Ploadil

Plo§d22

1+sT —I—' ' Gamma

Pload33

]
:
¥

Beta

o] 0O
€
Pt
+
n
-

batterymode





media/file10.png
4 £=0 e PC?WEF

Stabilzation

Metdhod

' |

£ss ||

lL |

s el I O

______ = =

22.8/0 38k V
Delta-wye
transformer

Customer #1 Customer #f Customer #i+1





media/file49.jpg
o)

T T e R T S v eom
Sectiont | Secton Section3 | Sectiond
R . .

(a) Voltage of each section
Secton oower
PR phusz =pbus3 -
030
o
010
000
010
20 —_

00

20 40 60 80 100 120 140 160 180 200 220 240

®) Power of each section






media/file11.jpg
]

| —

imit capacity of lne

Capacityvilation  Direction Power)
| | |

Discharging mode

02

"

16

0 2 m





media/file6.png
Line capacity
Power[kVA] A

a
Voltage [V]

Power Limit ™

Power limit

| RES > Load+EV | S et

X
. X

Upper limit

b
x POWGT(t)T;ﬁ x x

== munnnl Reference

;".‘ . e ;
Illlllll;ﬁél -fllllllllllllllllllllllﬁl Lower limit
=~ ESSdischarging_ /"

|| RES < Load+EV | )

| T T T T T | |

I
o 1 2 3 4 5 6 7 8 9 10 N 12 Time[hour]





media/file36.png
PV pattern

0.70 -

= PV pattern

0.60
0.50

L

0.40

MW

0.30

0.20

0.10

0.00

«

seC 0.0 2.0 4.0 6.0 80 10.0 12.0 14.0 16.0 18.0 20.0 22.0 24.0

«| [»]






media/file15.jpg
w
L

= B
B N
=R

= L >
o .
. "






nav.xhtml


  energies-12-04668


  
    		
      energies-12-04668
    


  




  





media/file54.png
(MVAr)

a
0.10 -

ESS active / reactive power, SOC

Acti

Ve power

-0.10

-0.20

]t

= Battery state of charg

e

_.//

20 4.0

6.0

8.0

10.0

12.0

14.0

160 18.0 20.0 22.0 24.0

0






media/file2.png
[P] | et Capacity violation [V]

% & Limit capacity of line
// : '{/ » g

/ /mffff{n Ty v §

o e o e e e e e e e e o e o e e o e e e e e e S S S S S S S S S S S S S S

Power without ESS operation

Ptr
225KV | N
N/

0.38kV |Cugtomer I | Customer | | Customer | W
Pole. W
transformer EV EV | EV I
[ Section]

i L+1 e e e e e [line length) 1+





media/file53.jpg
Essactve/ reacte power, SOC

o l.:L_ﬁ
000

Acli*/e p&wer
1P

10

Er)

-

=

Bl

Reactive power

ova)

540

500

80

qs

s 0 20

o

o e e

W0 120 140 160 180 20 220 0
Ll






media/file23.jpg
"o

at

A g 2

i YY NG g
2 Y

000237 [T

R I

0000207 (4] o0z 4 i

e
O O





media/file46.jpg
sec

020
010
0.00

010

020

030

0.40

050

= phust

Sectionl Section2

00

20 40

60 80 100 120 140 160 180 200 22.0 24.0

(b) Power of each section





media/file24.png
R=0

VdclLi

m

D

1
fas on——B v PA—B——
0.000207 [H] Via 0.000207 [H] V3 o
; Ay Yo
— AAS #2 #1 — AAS 7~
0.000207 [H] 0.000207 [H] Vp o
Ics C 0.38 [kV] | C Ic g
= A 0.208[kV] — TR
0.000207 [H] 0.000207 [H] V¢





media/file29.jpg
0 8 0
MI [DC-DC Converter
Set Vae
T
e,
4






media/file1.jpg
]

T Capaciy violtion

- Limitcapacity ofine

W

s
-
= | |

[Section]

{/ine length §+m





media/file12.png
1amogd asianay

Direction Power

O —ly

Limit capacity of line

| Load+EV < RES |

ESS Charging mode

‘ ‘. p‘amty wol‘atlon (Re\[ferse Pow!er)

@ ESS operatlon range "****

[Load+EV > RES | [

ESS Discharging mode

(D ESS operation range =
s Limit capacity of line

ESS Discharging mode

16 18 20 22 24[h]





media/file9.jpg
29038y
Delta-wye
transformer

Power
Stabilkation

’ i i1 _ " Metohod






media/file42.png
. Section voltage | _-_J
= \Vbusl II Vbus2 JI Vbus3 = \/ysc ‘- Vupper I-V'OW—JQI bla]
I 1 [
:ig Sectionl Section2 | Section3 Sectiond
1.08 t 4 }4 T
iﬁ ‘ L 1
~ 1024t — _,—/ —
2 100 =
g 098 = =
S 0.9 15 HamY =
0.92 b s Nl Y A0 I T s 1
0.90 A\ — \,‘—,_.v
0.88
0.86
0.84 L

s€C 00 20 40 6.0 80 10.0 12.0 14.0 16.0 18.0 20.0 22.0 24.0

<

[»]

0.90
0.80
0.70
0.60
0.50
0.40
0.30
0.20
0.10
0.00

MW

0.10
seC 00 20 40 6.0 80 10.0 12.0 14.0 16.0 18.0 20.0 22.0 24.0

(a) Voltage of each section

Section power
= Pbusl = Pbus2 = pPbus3 = Pysc
Sectionl ection?2 Section3 Section4
1 f | I
— ) [ p—
~ M Jr ™M
P W il s
/ I iy e S G VA= W
—_| ‘_[ L t\__
| = [ -

Al

0

(b) Power of each section





media/file56.png
800

700

600

500

400

300

200

100

Performance Index

——Without ESS —e—With ESS

20





media/file38.png
load+EV

MW

0.70 -
0.60

= Total load+EV %

0.50

0.40
0.30

0.20

0.10

0.00

[»]*

«

sec

00 20 4.0 6.0 80 10.0 12.0 14.0 16.0 18.0 20.0 22.0 24.0

<« [»]






media/file17.jpg
Battery

b

DcDC

IBessHY.
e
1

Inverter

> 42,

umec

3t





media/file30.png
pdischg

-1

Inwc Converter

Set Value

vV

L~
vy

Prgf‘a





media/file51.jpg
T

soc

Generator power

g

$3533533

0

A
ml

S0
520
500
80
460
Py

g

20
00

0

00

Bl






media/file35.jpg
070
0.60
0.50
040
030
020
010
0.00

PV pattem

a

sec

00 20 40 60 80

100 120 140 160 180 200 220 240
bl






media/file48.png
MW

0.20
0.10
0.00
-0.10
-0.20
-0.30
-0.40
-0.50

Section power =]
= pbusi = phus2 ‘= pbus3 = Pysc | "H
Sectionl Sectihnz Section3 Sectiond
| |

seC 00 20 40 6.0 8.0 10.0 12.0 14.0 16.0 18.0 20.0 22.0 24.0

[

<

(b) Power of each section





media/file27.jpg
Plodi2Z e L s Gartma
¥
[Cz
I b
<7D
L
é%[ -
& -
% Tost Bt
batterymode





media/file3.jpg
W

| e e}
Pole. transorcer posed
EV EV EV ‘method
[Section]

i i1 i+n





media/file22.png
phi phi

i Al
AT Ve VN

Lt

—————

PWM and
IGBT Firing
Control

Varef 10

T

Compar-
ator

Vbref 10

T

Compar-
ator

]

T

|

T4s

Vcref 10

IR

J:)' o > @ > I\

Compar-
ator

wn

I

wn

I






media/file19.jpg
PV

Teansformer

PWM

PI
control

PLL






media/file58.png
Performancelndex vy 00 gss —-with ESS
3000

2000

1500

1000





media/file40.png
LOad vorage

5 = Vioad33
SRt % 6.58407079646
= 0 :0.941412274794
= 0.950
1R /"
'8 /
L
© 0940 Hf —
% 6.58407079646
|u - 0.941412274794 I : Main(0} Vioad33:
B L e — e e e—————
seC 00 20 40 6.0 80 100 12.0 14.0 16.0 18.0 20.0 22.0 24.0
4 »
(a) Voltage of section 3 with only load + EV
e Reference valyepL 1=
B P~
1.00 Pbusl | |
| —]
1w 4.19469026549
10 0.285438581062
= )4
s i
7
iE' - 0.285438581062 | - Main(0):Pbus1:1
i 1 - 1* T 1
seC 0.0 200 40 6.0 80 100 120 140 160 180 200 220 240
4 »
(b) Reference value of Pr
1.10--v [ |
» 10.405904059
1.08 0 :1.05935989477
1.06 + | |
E % 10.405304059
2 0 :1.05935989477 : Main(0):Vbus3:1
S 104
-
1.02 -
_______ LS e S s = ]
seC 00 20 40 6.0 80 10.0 12.0 14.0 16.0 18.0 20.0 22.0 24.0
S ]
(c) Voltage of section 3 with only PV
_______________________________________ Reference vavePG
0.100 5221 : |
| |

v 7 30743960802

0 : -0.0526958830238

=
z
— ] » s
- 7 1 <
I« 7.32743362832 [

_____ o000l —L L L 1[0 OCXHNNZN] _____:MaOFbweld ] |}
seC 00 20 40 6.0 80 10.0 12.0 14.0 16.0 18.0 20.0 22.0 24.0

< ]

(d) Reference value of Pc





media/file33.jpg





media/file32.png
Charger On/Off

@ {- ] " DBk ]
[ Dbk ] D)“j [ Dbk ][

-

2
EnBuck

Dm%ost

80.0 A
s 2
Compar-
[SOC] [He B at%?
DC DC Bi... = 1
Charger On/Off A 2
OFF ON IZEE 3
j 70.0 B.fCompar- |
1 batterl';lmode D






media/file14.png
CST*)

Measure Py, Ps. ... P,

| I
No P:rlf_ﬂ: ZPI_P.I P:rlf_ﬁ.g=zp:l_"'6 No
1 1
——MNC SOC=10% SOC=90% No—
Yes Yes
] |
ESS Stop o oo ESS Stop






media/file41.jpg
Vatogpu)

040
2

00 20 4 60 80 100 120 190 160 180 200 20 240

050
080
070
060
050

030
020
010
000

210

(@) Voltage of each section

Bl

%< 00 20 40 60 80 100 120 140 160 180 200 220 240

(b) Power of each section





media/file37.jpg
070
0.60
050
040
030
020
010

0.00

load+EV.

sec

0.0 20 40 60 80 100 120 14.0 160 180 20.0 22.0 24.0

o






media/file45.jpg
Section vokage
=Vbust  |mVbus2  [mVbuss  |=Vwsc |=Vupper |=Viower

135
130
125
120
115
110
105
1.00
05
090 <
SC 00 20 40 60 80 100 120 140 160 180 200 220 240

Section] Section2 Section3 | Sectiond

Valtage(PU)

N (a) Voltage of each section





media/file16.png
— | COUPLED

@-— "1

Y |T T

- SECTION

y .

TCBW. 8
pV Load

&
EV

),

q =

COUPLED

>,

TpT

SECTION

s

le3t

COUPLED >
/Y\__L I\ —
Tﬂ " o T VSC 9
SECTION ¥ AR
—
o

PV

ESS






media/file20.png
PV

Transformer

Grid

PWM
I Vgrid Igrid
[ Ve @
abc abc
dq dq — 9
kV*q “V*d (x)L'Iq (’)L‘Id
l + Iy I
- I s X
A O<_ PI I ref-d
- + .
O- control |, 4()4—"' Irerq
V PLL 0





media/file50.png
Section voltage

1,10 ~= Vbusl =Vbus2 = Vbus3 _ = Vvsc = Vupper = Viower
Sectionl | Section2 Section3 Section4

» s | # |

+ 1

Valtage(PU)

(a) Voltage of each section

Section power

0.40 = pphusi = Pbhus2 = Phus3 = Pysc
| . , e
030 Sectionl r.S-icti.onz /- Section3 Section4
0.20 A /
-
= 0.10 \ r-J -
: I
0.00 B e R b R ——————— T
-0.10 - ! [ ] :
-0.20

seC 00 20 4.0 6.0 80 10.0 12.0 14.0 16.0 18.0 20.0 22.0 24.0

Kl >

(b) Power of each section






media/file5.jpg
Line capacity
PowerlVAl

VoltagelV)

RES > Load+EV ESS{halging

Power Limit qeasssvsszansanans =] tpper tmic

o] reterence

Power limit e nnnnnnnnnnnnnnnnnnnns Oy | Lover it
 ~~ ESSdischarging /"

0 1 2 3 4 5 6 7 8 9 10 11 12 Tmepew





media/file47.png
Vdtage(PU)

sec

1.35
1.30
1.25
1.20
1.15
1.10
1.05
1.00
0.95
0.90

00 20 40 6.0 80 10.0 12.0 14.0 16.0 180 20.0 22.0 24.0

Section voltage

Bl

=Vbusl  |®Vbus2 |mvVbus3 |=Vvsc = Vupper |=Viower |
Sectionl Secti£n2 SLction3 Sectiond
AN Y o
t—

r_.J

b

g
T

<

[»]

(a) Voltage of each section






media/file31.jpg
Enfuck

A 2
[50¢T]pe S
_ococs. -] :
Charger On/Off 2
= o s o] e
ra 200 {5

batterjmode





media/file25.jpg
Pload11

&
PlosTZ 5% D Battanymode(zphz)

Pload33





media/file0.png





media/file8.png
[A] [U]
WithESS wer | o,
Y Without ESS wemm §
3 3
A )
0
& b
3 <
0
3 S
" N
R
3
(Vp.tr) :
P. t?‘ Z"_z Zn—l Zn
Section ESS site
(a) Feeder current and voltage characteristics during discharging of ESS
[A] [U]
With ESS === ”
é‘ I Without ESS s §
& || 4 AVEss)TE 3
: e I3 s g | S
3 viy {~AUss) ESS.| g
l...
o il T S
s oy, Q
« ......I :‘:
I RRLTT Q
P ) C,g
(Vp.tr) ! (Vn—z)
P.tr Zn—z Zn—l Zn.
Section ESS site

(b) Feeder current and voltage characteristics during charging of ESS





media/file43.jpg
Section vokage =
mVousl  [mVous2  [Vous  |mwsc |=Vupper = Viowsr

Ty e e ————

s 0 50 00 50 %0

(a) Voltage of each section

Secton power
=pbust =pbus2 =pbusa.

= ;

|Sectiond.

Section2 Sectjon3

S 0D 20 40 60 80 100 120 140 160 180 200 220 240

(b) Power of each section





media/file34.png
13200/

, Section 1 | Section 2 } Section 3 I Section 4
Grid  23072p X3 | |

I

I

| I ' |

l I Ri 'I'j'XI I I I R 'I'jXI Ri 'I'jXI I I I RZ'I'jXZ Ii ESS
|

I I

I I

I L

I |

I

I

I





