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Abstract

:

There are few experimental reports combining hybrid energy storage and diesel engine generators as the power source of distributed power generation systems. In this article, a distributed power generation with energy storage system (DG-ES) which contains a diesel engine generator and an energy storage unit is set up and tested in the laboratory to satisfy the dynamic changing load. The hybrid energy storage system is composed of a lead-acid battery and a supercapacitor. The DG-ES supplied power to meet the domestic load demand successfully under different seasons. A simulation model of this system was also set up in MATLAB software used to guide to the experimental operation of this system. The simulation results has 2.69% and 2.35% error. The results of the experimental tests show the DG-ES can provide enough power to meet the dynamic loads of the selected house, especially at peak time in both winter and summer time. Computational simulation results show that the performance of DG-ES is improved by 3.61% in summer and 1.86% in winter when the system’s operations are optimised.
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1. Introduction


Distributed power generation systems have been studied and used for many years [1]. They have the following advantages: they provide flexibility in operation, size and expandability to meet different demand requirements because of their small size, shorter construction lead time compared to large power plants and reduced grid losses (the losses are around 6.8%), they are suitable for CHP, which may result in a primary energy savings of about 10%–30% [2]. Other benefits of using distributed systems include: improved power quality, enhancement in system reliability and security, provision of power supply for rural or isolated areas, and increased overall electric power energy efficiency [3,4]. The application of distributed power generation systems also makes it possible to utilise the waste heat from them for either industrial processes or space heating and increase their overall energy efficiency [5,6,7]. In order to meet the dynamic demand of users, it is common for distributed power generation systems to utilise energy storage units as a back-up measure [8,9]. Numerous studies were carried out on different distributed power generation systems and most of them are simulations using different computational models [10,11,12,13,14,15,16]. Distributed CHP and CCHP systems refer to combined heat and power and combined cooling (also called trigeneration), which supplies not only power, but also heat (and cooling) as available energy products [2,3,4]. Distributed trigeneration systems are seen as high efficiency energy systems because the utilises the waste heat for heating and generating cooling [17]. Against the background of global warming and climate change, high efficiency systems are attaching researchers’ attention in recent years.



Domestic load costs a non-ignorable part of the primary energy in the UK and EU. In developed countries, approximately 40% of the energy is supplied for buildings and the housing sector. In EU about 60% [18] and in the UK over 50% [19] of the energy is consumed on buildings and housing energy demand. Since domestic loads are some of the most significant loads for small energy systems, many previous works have focused on using combined heat and power (CHP) and combined cooling, heat and power (CCHP) systems to satisfy the domestic load. For example, Antonucci studied a CHP domestic application with an integration of a solid oxide fuel cell (SOFC) power generator and a NaNiCI2 battery. The system was designed to fulfil the domestic user energy demand and to reduce the primary energy consumption [20]. A new energy storage system design used in a residential m-CHP systems was presented by Jianwei [21]. A hybrid energy storage system (HESS) is combined with the system. Under the management of its control strategy, the system was verified to be able to satisfy the domestic load. Another study about office building applications was presented by Yagoub [19]. Typical test results from operation of the system were presented. The hybrid solar-gas driven CHP system was developed to supply an office building in the UK [22].



In distributed generation systems, especially the isolated ones, batteries are widely used as electrical energy storage units because of their high efficiency and flexible power capacity. Among these electric energy storage techniques, the lead-acid battery is a well-developed solution for small scale domestic demand with relative low cost. The lead-acid battery’s power supply capability is limited by the chemical reactions of the conduction mechanism at the surface of the electrode. Contrary to the advantages, the power density of the lead-acid batteries makes the energy storage system have a slow response speed to the energy demand fluctuations [23]. The power demand of the domestic load varies with the people’s activities, which require the electrical storage units to have more frequent charge and discharge processes. The high frequency operation and variable energy demand shows the necessarily of combining a fast response power unit with the lead-acid battery in the energy storage system [21]. The requirement of high-power density makes supercapacitors the best option for supporting batteries’ operation. The supercapacitor is a new technology, which has emerged with the potential to bring advantages to energy storage systems. Utilizing higher surface area electrodes with relative thinner dielectrics leads the equipment to have larger capacitances compared to normal capacitors. Forming a hybrid energy storage system has been attempted by other researchers in their studies [24]. Xiong tested a battery and supercapacitor hybrid system with a near-optimal power management strategy and the results shows an enhanced performance compared to traditional energy storage units [25]. Another batter-supercapacitor hybrid energy storage system was modelled and simulated with a PV system for a rural household [26]. The performance of the PV system was simulated under with and without the energy storage system. The results show the battery’s lifespan was extended by the new configuration [27].



The control and operation strategy of the distributed power generation system with energy storage plays an important role in the design and operation of distributed power generation systems. For this research, the control system is mainly responsible for the operations of the engine and the energy storage system. Some research work exists in this area on distributed power generation systems with energy storage but most of them are simply computational simulations. Few experimental works with experimental tests have been done to investigate the performance of a distributed power system to meet the electrical demand of a dynamic domestic load. Also few studies have tried to combine a hybrid storage unit with the supercapacitors.



The aim of this study is to carry out an experimental and simulation investigation of a distributed power generation system with a hybrid battery and supercapacitor energy storage unit to meet dynamic domestic loads 24 h a day and to find its optimal control and operation strategy.




2. System Design and Methodology


2.1. System Configuration


Figure 1 shows the schematic diagram of the experimental test rig of distributed power generation system with energy storage system. The prime mover is connected parallel with the energy storage unit. Current and voltage sensors are connected with the data logging equipment’s for continuous data measuring and recording. During the experimental test of the system, the signal are transmitted to the data logging card which can be monitored and control by the King View software.




2.2. The Dynamic Electrical Loads


The electricity demand profiles used in the tests are from an onsite measurement data of a selected household in the UK. The data is available in previous research work from the Sir Joseph Swan Centre for Energy Research at Newcastle University. The selected data shows high resolution electricity demand data of a household for 24 h on a summer day and a winter day, respectively. The load profile, shown in the following section, is used as the primary input for the tests and simulation. Two 5-kW load banks are connected in parallel to simulate the fluctuations of a real household load. In order to simulate the dynamic electrical loads of the house for 24 h, a simulator for dynamic electric loads is designed, made and used as the controller of the 10-kW loads. The integrated load kit of the controller and the load banks can continuously provide energy consumption as the input from 0–10 kW re-producing the dynamic fluctuations of the actual loads.




2.3. The Distributed Power Generation with Energy Storage System


2.3.1. The Generator


In the experimental tests, the generator selected is a 6.5 kW Yanmar engine generator (Yanmar, Oska), which is located in the laboratory of our energy research centre [1]. The maximum power supply from the generator is 6.5 kW. For saving testing costs, the power supply from the grid was used to replace the Yanmar engine genset with the maximum power supply limited to 6.5 kW.




2.3.2. Battery


The battery used in this study is a lead-acid battery. Lead-acid batteries are recognized as the most cost-efficient electric power storage equipment currently. A various range of capacities have been considered when sizing the battery, such as 7, 17, 24, 38, 65, 100, 120, 200, 250 Ah. After calculation, the most appropriate battery capacity 12 V 38 Ah capacity was chosen to achieve the longest operation life.




2.3.3. Supercapacitor


A 12 V 300 F supercapacitor was selected in the study. The supercapacitor is responsible for supplying additional power for the load. In the energy storage system, it is connected in parallel with the battery. Its voltage drop based on the formula 1/2 C (U12–U22) can be used to calculate the power release.





2.4. Data Acquisition System


The data acquisition card is connected with the voltage sensors and the current sensors. It is managed by a software package named KingView (Kingview, Beijing). Real time data is recorded during the experimental test. Different from the generation, the energy storage system has two working modes which requires the DAS card, as shown in Figure 2a, to have two different status (discharging and charging). Therefore, a specially designed signal amplifier is applied which is used for adjusting the circuit and obtaining the current data.



The construction of the amplifier is shown in Figure 2b. Four operational amplifiers are combined to process one signal conversion. A PCB board combined six channels as well as a LM324 chip is applied in the experimental test. A positive and negative current with a 15 V source is applied for the panel for power supply. The software records real-time data, including all the inputs and outputs in the tests. The designed interface of monitoring configuration allows four channels of current signals and one voltage signal channel. It has a data storage function which is a ‘live’ database to record all the inputs and outputs data every second. The database is also available to check the data for a certain period at any time. The stored data will finally be transformed to Excel format which can be further analysed.




2.5. Computer Simulation and Control Strategy of the System


Implementation of the operation strategies aims at supplying the dynamic load with this system successfully. For achieving this goal, the control strategy allocates the available power to satisfy the load at the first place. The selected load lasts for 24 h. During this period, the electrical energy demand has the most drastic swings influenced by human activities. Therefore, the control strategy of this integrated system makes the generator supplies most of the power at peak time with the help of the energy storage system. In the off-peak time, the diesel engine generator operates to charge the energy storage units. Whenever a fast-changing power demand appears, the supercapacitor operates to assist the power supplying of the system. In both the simulations and the experimental tests, the system obeys the same principle of control strategy to supply power for the load.



In order to optimise the design of the distributed power generation system with energy storage to meet dynamic household electricity demand, a computational simulation programmer is developed to carry out further study for optimisation of the DG-ES system, after the experimental tests. The computational model of the DG-ES system configuration is shown in the Figure 3. The system is the same as the experimental system shown in Figure 1. The power rate of each of the system’s component is labelled in the figure. The system’s operation method and the optimization strategy is shown in the equation below.



The electricity generator is driven by a diesel engine. The engine and the generator’s output are shown in the equations below:


{TdΩ=EIAE=KφΩTd=KφP=TdΩ×η=EIA×η



(1)







The engine transfers the chemical energy to mechanical energy, then the generator produces electricity driven by the engine. Base on the equation listed, the model of generator is established in the MATLAB software. Table 1 shows the simulation results of the engine. Compared to the experimental date, the simulation errors are also recorded.



The batteries have high energy density. They responsible for supplying enough electricity to the load. The formula which express the operation of the lead acid batteries using state of charge as its variable is Equation (2) [1]:


SOC(t+1)=SOC(t)−SOC(t)·σ+IBat(t)∆t·ηBatCBat(t)



(2)







In the equation, IBat is the current of batteries’ charging and discharging. ηBat is the efficiency of the batteries’ operation. The σ is self-discharge rate of the battery whose value is set as 0.2% per day. The CBat is the capacity of the battery, SOC is the state of charge of the batteries.



The supercapacitor is different from the conventional batteries from its high-power density. The formula of supercapacitor is displayed in Equation (3). The formula is displayed as:


{PSU=12C·U2=12ε·SdU2ε=2WVE2



(3)




where, ε is the dielectric constant, E is the electric field intensity, C is volume of the supercapacitor, and U is the operation voltage of the supercapacitor.




2.6. System Optimisation Process


The optimisation process aims at satisfying the same power demand with less fuel consumption. The principle of the optimisation is cutting down the operation time of the engine. Because of the diesel engine generator has the peak efficiency with full load, the optimisation process changes the system’s control conditions.



In this system, the primary energy source is from the engine, which consumes fuel. The primary energy is converted to the system by the engine at certain thermal efficiency. The efficiency is known from the manufacturer(s) or from experimental tests when the engine generator is selected. Two equations describe that the power transferred from the fuel to the electricity is limited by the engine’s and the generator’s efficiency:


{ Pfuel.ηengine = Pengine Pengine.ηgenerator = PGE



(4)






Ps=PSU+PBT



(5)







The system is designed to satisfy a dynamically changing load. For a certain operation period (in the experimental tests and the simulations, the time period is set to 24 h). In this study, there are peak time and off-peak times during the power supply process. The system’s operation is simply divided into two modes: during the peak time, the generator is working; in the off-peak time, the generator stops working and only the energy storage units are working. When generator is operating:


PLOAD=PGE+PS



(6)







The electric energy demand is satisfied by the power of engine and energy storage units.



When the generator is not operating:


PLOAD= PS=PSU+PBT



(7)







When the engine is not working, the electric load is supplied by the energy storage system which consists of the supercapacitor and the batteries. In Equation (7), PSU means the power supplied by the supercapacitor, PBT means the power supplied by the batteries.



Limiting conditions:


40%<SOC(t)<100%



(8)






PGE+Ps≥PLoad



(9)






∫t0te(PGE−PLOAD)dt≥∫t0tePBT(t)dt+CS·[SOC(te)−SOC(t0)]



(10)







For the system’s operation, the energy demand of the electric load must be satisfied. In case of over-discharging and energy wasting, the state of charge of batteries is controlled within a range from 40% to 100%. The system also is configured to provide enough energy for the energy peak demand.



The energy saved:


EnergySaved=∫t1t1ePengine(t)ηenginedt+∫t2t2ePengine(t)ηenginedt−Pengine(max)top



(11)







The system’s prime mover works at full load with the shortest time during the peak time. In the off-peak time, the power demand is supplied by the energy storage unit. The two parameters t1 and t2 mean the engine starting time during two peak time zones. The two parameters t1e and t2e are the engine ending time of the two peak time zones. The top means the optimised engine working time. Theoretically, the optimised time should be less than the engine working time in the original system operations. The energy saved by the optimization process is calculated by the difference between the original energy consumption amount and the optimized energy consumption amount.





3. Results and Discussion


The results include the test results of supplying the dynamic domestic load and simulation results from Matlab software. The results are displayed in two sets in the following section. During the experimental tests, the energy required is adjusted according to the electrical load profiles of the selected house. As a real time, experimental test, the energy consumption in the experimental test does not fit the raw energy demand data exactly, but the amount of energy requirement in this test shows a general law of the domestic energy equipment on either a summer day or on a winter day.



3.1. Summer Day Load


3.1.1. Experimental Result


Figure 4 shows the results from the experimental test. During the test, the generator supplied the domestic load for 24 h with the support from the electric energy storage units. The four curves in the figure are load required (blue line), energy supplied or stored by batteries (red line), energy supplied or stored by supercapacitors (green line) and by the generator (purple line) respectively. In the figure, when the power of batteries and supercapacitor are positive, that means the energy storage units are discharging the power to the load. When the value is negative, it indicates the energy storage units were in charging process. For a summer day load profile, the energy demand fluctuates with the human activities. There are a few energy demand peaks during the 24 h which happen in the morning when people are getting up, in the afternoon when people are back home and in the evening before sleep. The two main peak occurs at round 05:00 am and at 17:00 pm. Most of the peak energy demand lasted for short time. In the figure, the energy supplied by the generator and the energy storage units follow the shape of the energy demand. The generator is designed to be operating only during the peak time. During the two main peak energy demand periods, the generator supplied most of the energy for the load, with a certain amount coming from the storage unit (batteries and supercapacitor); and during the running period of the generator, it also supplies some electricity to the storage units (batteries and supercapacitor) for storage, when the stored electricity was used and reduced. During the rest of the time, the batteries and the supercapacitor supply the energy for the load. As mentioned in the last section, the batteries in the test have larger capacity. In the experimental test, the batteries supplied twice the amount of the electricity compared to the supercapacitors. Batteries supplied the major part of the energy demand and the supercapacitors supplied less energy during the same operation period.




3.1.2. Simulation Result


Figure 5 shows the simulation results of the system’s operation on the same summer day shown in Figure 4. The required energy is identical to the load in the experimental test. In the simulation, the generator was designed to operate in the same period and the generator and the electrical energy storage units supply the energy demand.



From the figure, it can be seen that the total electrical energy required equalled the electrical energy supplied. This means that the energy demand is satisfied by the system in this simulation. The amount of energy supplied has a 2.69% error compared to the experimental results, which is acceptable in this simulation. Figure 5 shows that the results from simulation are the same as the experimental test results. The generator only worked during the peak hours. In the two main peak energy demand periods, the generator supplied the energy to the load together with the energy storage units. In the other off-peak energy demand period, the load was satisfied by the energy storage units only.



From the figure, the batteries supplied a larger amount of energy because of their larger capacity. The energy supplied by the supercapacitor had the same trend of energy supply as batteries but supplied less energy compared to the batteries. In the simulation, a power regulator governs the batteries’ power rate. A pulse-width modulation wave was used to the control the operation of the batteries. Most of the error comes from the ripples of batteries’ power rate. During the 24 h simulation period, most of the time the power supply curves of the generator and the energy storage units were similar except when the generator was operating. When the generator was operating, it supplied the load in two scenarios. It charges the energy storage units when the energy demand was fully satisfied. It supplies the load with the energy storage system as soon as the peak demand is higher than the engine’s rate power.





3.2. Winter Day


3.2.1. Experimental Result


In this experimental test, the energy system supplied a winter day load for 24 h. The configuration of the energy system is the same as the experimental data of the test of a summer day. The energy demand of the winter day is similar to that of the summer day, and the peak energy demand lasted for short time. During most of the time in the 24 h the energy demand is less than 2 kW. In the figure, the two main energy demand peak occurs in the morning and in the evening. The energy demand in the morning has the highest energy consumption rate, which is up to 8 kW. There are another two energy peak demand peaks during the rest of the day that reached 3.7 kW (in the noon) and 4.1 kW (in the evening).



Figure 6 shows the experimental results of the system. In the test results chart, the power requirement, the power rate of the generator and the energy storage units are recorded as the figure. The shape of the power supplied by the system followed the power requirement in the test. As shown in the figure, the generator operated only during the peak energy demand time period. When the generator’s power is higher than the power demand, the extra energy is used to charge the energy storage units.




3.2.2. Simulation Results


Figure 7 shows the simulation results of the domestic load on a winter day. Similar to the summer day load simulation, the target of the simulation is to satisfy the energy demand with the system. In the simulation, the loads varied during the 24 h. The first and the second curves in the figure shows the required energy demand in the simulation and the power supplied during the simulation. From the comparison of the two curves, it can be seen that the load was fully supplied by the energy supply system, i.e., the generator and the energy storage system. The error of the simulation was under 2.35%.



The third and the fourth curves are the power supplied by the batteries and the supercapacitors (labelled Battery and SC). The specifications of the equipment are set the same as the energy storage units in the experimental test. During most of the simulation process, the power was supplied by the batteries and the supercapacitors which followed the load. The batteries supplied roughly two times more energy than the supercapacitors. The fifth curve was the energy supplied by the engine. When the engine was working, a large amount of energy was used to supply the peak electrical load. The extra energy was used to charge the energy storage units to keep the batteries’ state of charge (SOC) and the charge of supercapacitor in the designed range.






4. Optimisation Results and Discussion


The optimization results of the engine’s operation for the summer load and the winter load are shown in Figure 8 and Figure 9, respectively. Table 2 shows a comparison of the original operation and the optimised operation of the distributed power generation system with energy storage. As discussed in the system optimization design in the last section, the primary energy consumption can be saved by reducing the engine’s operation time. In the original operation of the system, the engine worked during the peak energy demand time period. The engine’s operation was adjusted based on the peak power. Because of the engine’s maximum electrical efficiency can only be reached when the engine is working at full load, reduction of the engine’s operation time accounts for a certain part of primary energy savings. The table shows that, for both sets of simulations, the engine supplied most of the energy and the energy storage units supplied the rest of energy demand. After the system optimization process, the operation time of engine shows a significant reduction. The energy saved by the process was 3.61 kWh (for the summer load) and 1.86 kWh (for the winter load) which shows a remarkable enhancement. Comparing the simulation results for the summer load and the winter load, with the previous experimental and simulation results, the operation time of the engine generator was shorter. The engine generator operation time was cut down by 1.47 h on the summer day and 0.86 on the winter day. The energy saved was 3.61% in summer and 1.86% in winter.




5. Economic Analysis of the EG System


In order to obtain a comprehensive understanding of the economic efficiency of the presented energy system, an economic analysis of the DG-ES system estimates the price of the energy generation. A levelized cost of electricity which includes the fuel cost and the capital costs of the equipment is discussed in this section.



The maximum power of the system is designed as 10 kW. The primary energy source- the diesel engine electricity generator is a 6.5 kW Yanmar engine generator. It consumes diesel oil for electricity generation. The selection of the energy storage system includes the product selection of batteries and supercapacitors. Aiming at serving small load, the most appropriate capacity of battery is: 12 V 38 AH. The corresponding capacity of the Supercapacitor is: 12 V 300 F. The equipment initial cost and the energy production cost are shown in Table 3.



Although the EG-ES system could be an alternative method for supplying energy, the initial cost if over 3300 £ in the selected area. The purchase and installation fee of the diesel engine is estimated to be 1350 £. For an extra 690 £, the householder can upgrade the capacity of the house’s distributed power system. For another 1450 £ and 450 £, the supercapacitor module can be added for a more stable power supplying under the optimisation control system. Furthermore, the cost of energy generation is also a bit higher than the centralized power generation plants. Even though the EG-ES system is not the cheapest option for energy generation, the investigation for this structure of system is meaningful for further research in the area of integrated energy system.




6. Conclusions


	
From the experimental tests and the computational simulation on the DG-ES system, it is proved that the designed DG-ES can meet the selected 24-hours’ dynamic load demands with stable operation during either winter or summer.



	
The maximum error of the two sets of simulation are 2.69% and 2.35%, respectively. The simulation of the system has successfully predicted the performance of the system.



	
The performance of the DG-ES system can be improved through optimised operation process. The results showed that the energy saved was 3.61% in summer and 1.86% in winter, compared to the original operation arrangement.
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Nomenclature




	Pfuel
	Power the primary energy can release



	ηengine
	Efficiency of engine



	Pengine
	Power of diesel engine generator



	Ps
	Power of energy storage system



	PSU
	Power of supercapacitor



	PBT
	Power of batteries



	PLOAD
	Energy demand of load



	SOC
	Batteries’ state of charge



	te
	At the end of operation time



	CS
	Batteries’ capacity



	DG-ES
	Distributed power generation with energy storage system



	t1
	Starting time of peak time zone 1



	t2
	Starting time of peak time zone 1



	top
	Optimised time of engine operation



	E
	Generated Electromotive Force (EMF) in volts



	φ
	Air gap flux per pole in webers



	Ω
	Angular velocity in radians per second



	Td
	Developed torque in newton-meters



	Td
	Armature current in amperes



	K
	constant for the given machine



	η
	Electrical efficiency of the engine



	IA
	The armature current of the engine



	ε
	dielectric constant



	E
	the electric field intensity



	C
	Volume of the supercapacitor



	U
	The operation voltage of the supercapacitor



	t1e
	Ending time of peak time zone 1



	t2e
	Ending time of peak time zone 1
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Figure 1. Schematic diagram of the experimental test rig of distributed power generation system with energy storage system. 
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Figure 2. The data acquisition card S3100 and the signal condition circuits; (a) data acquisition card; (a) electronic board for signal collection. 
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Figure 3. The computational model of the DG-ES system configuration. 






Figure 3. The computational model of the DG-ES system configuration.



[image: Energies 12 01091 g003]







[image: Energies 12 01091 g004 550]





Figure 4. A typical summer day load test result. 






Figure 4. A typical summer day load test result.



[image: Energies 12 01091 g004]







[image: Energies 12 01091 g005 550]





Figure 5. Summer day simulation results. 






Figure 5. Summer day simulation results.



[image: Energies 12 01091 g005]







[image: Energies 12 01091 g006 550]





Figure 6. Winter day test results. 






Figure 6. Winter day test results.



[image: Energies 12 01091 g006]







[image: Energies 12 01091 g007 550]





Figure 7. Winter day simulation results. 
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Figure 8. Summer load optimization results. 
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Figure 9. Winter load optimisation results. 
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Table 1. Engine simulation results and errors.
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	Load of the Engine (%)
	Engine Efficiency (%)
	Error (%)





	0
	0
	0



	10
	7.8
	1.13



	25
	16.36
	0.36



	50
	24.3
	0.41



	75
	27.53
	0.82



	100
	28.5
	1.42
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Table 2. Optimisation results summary.
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	Core Parameters about System’s Operation
	Summer Load
	Winter Load





	Energy required (kWh)
	9.76
	7.28



	Energy supplied (kWh)
	9.81
	7.36



	Energy supplied by the engine (kWh)
	7.38
	4.33



	Energy supplied by the storage units (kWh)
	2.23
	3.03



	Maximum battery power (kW)
	2.113
	1.96



	Maximum supercapacitor power (kW)
	1.078
	1.76



	Simulation error (%)
	2.69
	2.35



	Previous engine working time (h)
	4
	3.83



	Improved engine working time (h)
	1.47
	0.86



	Energy saved by the optimization process (kWh)
	3.61
	1.86
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Table 3. Cost analysing of the system.
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Equipment Initial Cost






	
Diesel engine

	
1350 £




	
Lead acid batteries 6 sets

	
115 × 6 = 690 £




	
Supercapacitor 12 V 300 F

	
1450 £




	
Control system for optimisation

	
450 £ (including software and hardware)




	
System construction

	
Fuel consumption

	
Cost of energy production




	
Centralized power generation plant

	
\

	
0.15 £/kWh




	
Diesel engine generator with CHP

	
0.2 L/kWh

	
0.262




	
Diesel engine generator with ORC

	
0.22 L/kWh

	
0.288












© 2019 by the authors. Licensee MDPI, Basel, Switzerland. This article is an open access article distributed under the terms and conditions of the Creative Commons Attribution (CC BY) license (http://creativecommons.org/licenses/by/4.0/).
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