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Abstract

:

The analysis of harmonic currents in distribution networks of industrial facilities and the associated filtering stages is essential to optimize the production of these installations. Dry-type air-core reactors are one of the main elements of harmonic filter banks. A thermal analysis of these reactors in conventional steel plants and an evaluation of the criteria used to adjust the corresponding thermal protections are proposed in this paper. Accordingly, harmonic currents through the different filter branches are assessed. The proposed methodology builds a thermal magnetic model using the finite element method (FEM) whereby electromagnetic fields, currents and losses are emulated, to allow for recreating the actual coil temperature. The study aims at increasing the reliability of filtering systems by lowering the number of unscheduled shutdowns due to conservative adjustments of thermal protections.
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1. Introduction


Energy efficiency is considered a strategic pillar of industry. From the 1980s until the early 1990s, steel production plants—which belong to the industrial sector with the highest energy demand in numerous countries—predominantly employed passive filtering and compensation systems for power quality enhancement [1,2,3]. These solution are sensitive to spurious tripping of their thermal protections [4,5]. Despite the technological advances achieved in the field of power electronics, countless plants of different industrial sectors are still operating under this configuration. Therefore, studies aimed at improving the efficiency and productivity of steel plants by analysing the response of the said protections to harmonic currents are undoubtedly of the greatest interest.



Dry-type air-core reactors are commonly used in the filtering and compensation systems. The study of the temperature reached by these coils is an important concern due to its influence on the behavior of the protection system. International Electrotechnical Commission (IEC)and Institute of Electrical and Electronics Engineers (IEEE) standard tests for determining temperatures and hot spots are conceived to be applied at the surface of these components because the windings of dry-type air-core reactors tend to be fully encapsulated, direct access to the said windings is thus inviable [6,7]. Nevertheless, it is possible to measure the surface temperature of the windings with some degree of accuracy.



The study of the temperature reached by the coil is of great interest. There exist different strategies to predict its value:




	
The average temperature rise method, which cannot reveal the hot spots.



	
The finite difference method (FDM), which cannot compute the local fluid temperature or obtain the hot spots despite describing the heat transfer process.



	
The finite element method (FEM), which is the best option to obtain a detailed distribution of the temperatures in the coil.








The use of the FEM to determine the thermal behavior of the coils provides an insight into the performance of the installation [8]. This new knowledge may eventually lead to a reduction of unscheduled shutdowns, often caused by a conservative adjustment of protections. The reduction in the number of scheduled shutdowns may result, in turn, in a significant increase of production and decline of economic losses.



The passive filtering system ensures reactive power compensation and harmonic attenuation. The undesired tripping of any of the filter branches can lead to an abnormal operation of the rolling mill drives and to a breach of total harmonic distortion (THD) or voltage limits. All the mentioned drawbacks can result in penalty charges.



In this paper, a study aimed at optimizing the tripping thresholds of overload protection devices associated to filter banks is proposed. Although the study is conducted in steel plants, the analysis of the problem, suggested methodology and proposed solution are applicable to any industrial sector using this type of passive systems. A simplified model of the plant is developed to estimate the current distribution in the dry-type air-core coils of the filter banks. An equivalent 60 Hz current, causing the same thermal effects of the distorted real current, is calculated. Reactors are characterized according to their physical and electrical features. Then, the FEM is used to conduct magnetic simulations which allow the calculation of coil losses. In the next step, heat flow simulations are performed by using the previous losses as a heat source to obtain the temperature of the reactor windings. The study of the reactor temperature is undertaken by using FEMM software (FEMM 4.2, 30 April 2020, David Meeker, Waltham, MA, USA) [9]. FEMM is a suite of programs for solving low frequency electromagnetic problems on two-dimensional planar and axisymmetric domains. The program currently addresses linear/nonlinear magnetostatics problems, linear/nonlinear time harmonic magnetic problems, linear electrostatic problems, and steady-state heat flow problems. Finally, the operation of the overload protection devices is discussed under real operating conditions and in the context of the calculated windings temperature.



The harmonics absorbed by the filter are largely responsible for the temperature overloads experienced by the filter coils. Harmonic injection is a function of the operating conditions of the plant and the characteristics of the drives [4,10,11]. Since the main objective of the paper is based on the analysis of the role of the filtering banks during working conditions, evaluating the current and voltage harmonics associated with the normal operation of the drives of the steel plant is crucial. For the selected rolling mill plant, drives are 12-pulse three-phase cycloconverters, the spectrum of the supply currents contains frequency harmonics at multiples of 12k ± 1 times the grid frequency, around which there are two sidebands dependent on the output frequency of the cycloconverter, that, in turn, depends on the motor speed and the number of pole pairs [12,13].



The relays that monitor the temperature of the filter coils assess that temperature indirectly from the measurement of the currents flowing through them. Occasionally, these relays are analog and utilize the measurement of the root mean square (RMS) values of various current harmonic components to determine whether the coil is overloaded or not. Analog relays are robust, the adjustment of their tripping thresholds being based on both the manufacturer recommendations, and the experience of the plant operator. In other cases, relays are intelligent electronic devices capable of obtaining the thermal image of the coil from the measurement of the current harmonics, and the estimation of the electrical resistance at each frequency, the thermal resistance with respect to the circulating air, the thermal capacity and the ambient temperature. These relays are more flexible and assess the response of the coil founded on a remarkably approximate thermal model [14,15,16].



The rest of this paper is structured as follows. Section 2 describes the general characteristics of the industrial plant. Section 3 details the proposed study and the associated calculations. Section 4 summarizes the results. Finally, Section 5 depicts the conclusion reached from the proposed approach.




2. Case Study


A hot rolling mill plant with the typical layout of the 1990s is considered in this work. As shown in Figure 1, the plant comprises one roughing and six finishing mill stands. The roughing mill consists of two stands, one at the top and another one at the bottom. These stands, from the roughing mill and the three first finishing stands, are driven by circulating-current-free, double cascade-connected cycloconverters. On the other hand, the remaining three finishing stands are driven by circulating-current cycloconverters [13], which enable an increase in the reactive power demand at low loads. Therefore, reactive power overcompensation at the point of common coupling (PCC), i.e., upstream from the filtering systems, can be avoided. All the drives are equipped with synchronous motors which are fed by the cycloconverters using field-oriented control (FOC). The rated parameters of these devices can be seen in Table 1.



As it is shown in Figure 2, the plant under study is connected to a 138 kV, 60 Hz, 3250 MVA power distribution network through a 75 MVA, 138/34.5 kV transformer. The global passive filter is designed to improve the harmonic response and enables the compensation of 45 Mvar at 34.5 kV [4].




3. Proposed Study and Calculations


The steps followed in this work to analyze dry-type air-core reactors are shown in Figure 3 and can be summarized as: (a) Building of a simplified electric model of the plant, (b) characterization of the coil and validation using FEM-based simulations and (c) use of multiphysics simulations to obtain the thermal behavior of the coil under real operating conditions. Although the first step has already been described in detail in previous works [4,10], a general review is presented in this paper for the benefit of the reader.



The creation of the models enables the determination of the temperature reached by the coil. An algorithm to assess the distribution of currents and the effects of harmonics on the dry-type air-core coil through a thermal model is developed. This model has dynamic capabilities to analyze the effect of transient events, e.g., those caused by the variability of the load.



3.1. Electric Model of the Plant


The main stands of the mill, the filter banks and the power network are modelled through MATLAB/Simulink (MATLAB 2019b, MathWorks, Natick, MA, USA) [17]. A detailed Simulink model including the eight rolling stands enables the calculation of their respective current demands from the expected rolling conditions. The model reproduces the interaction between the stands, the filtering stage and the network. A simplified single-phase model suitable for analysing filtering stages is designed according to Figure 4a. Figure 4b shows an equivalent circuit to that in Figure 4a which facilitates the analysis of the current through the coil because all the elements are connected in parallel. The current through the coil can be calculated by applying the superposition principle. Moreover, the trigger of overload protections is emulated by disconnecting the corresponding filtering branch when the set limits are exceeded.



3.1.1. Distribution Network Topology and Filtering System


The characteristics of the passive filtering system are presented in Table 2. This system is designed both to achieve reactive power compensation at the fundamental frequency and to limit harmonic distortion at the PCC. The rated voltage of the filters is 34.5 kV.



The current harmonic injection of the installation is a function of the operating conditions, especially those affecting the rolling mill drives. These drives are 12-pulse three-phase cycloconverters, and thus, the current drawn from the network contains harmonics related with frequencies located at multiples of 12 times the grid frequency, fi. Around these frequencies, two sidebands appear, which are dependent on the output frequency of the cycloconverters, f0. The latter frequency, in turn, depends on the motor speed and the number of pole pairs [10].



An analysis of the behavior of the complete system was conducted in [4,10]. The impedance of the different filter branches and the short-circuit impedance at the PCC (Zs = 0.199 + 1.615j Ω) are considered in this study. Several critical cases are detected and analyzed [10,11].



Table 3 shows the characteristics of the main current harmonics caused by the use of the drives. Uncharacteristic 5th- and 7th-order harmonics appear due to non-ideal nature of the drives supply voltage. The presence of the fifth harmonic is one of the main sources of overload. The fifth harmonic at the 6th-order high-pass filter (case study) is 2.25 times higher than that flowing through the load. The first pass of the slab through the roughing mill (at t = 288 s) increases the impact of the said harmonic. In fact, the 5th-order harmonic current is amplified under normal operating conditions (see Figure 5). Figure 6 shows the peak value of the current and the THD of the voltage upstream from the PCC, with and without filter bank.




3.1.2. Harmonic Overcurrent Protection


High harmonic currents can cause thermal overload in the filter components. The overcurrent protection is carried out by 50/51 relays. The 50 relay is an instantaneous overcurrent device that operates with adjustable delay. The 51 relay works inversely with the value of the current: The larger the current, the shorter the operating time. The harmonic overload protection is carried out by a harmonic detection component and a time lag element. The response of these protection devices is similar to that of a high-pass filter. The goal is to emulate a thermal image protection to guarantee the integrity of the coil. The internal insulation of the coil cannot exceed a certain temperature.



The detectable harmonics depend on the selected type of relay. The C-type filter, the tuned filter and the 360 Hz second-order high-pass filter use a relay that detects harmonics above 120 Hz. The 600 Hz second-order high-pass filter utilizes a relay that detects harmonics above seventh order, i.e., 420 Hz. The current transformers that are used for detecting harmonic currents in each phase have a ratio of 400/5 A. Characteristics of the protections are shown in Table 4 [10].



The harmonic overcurrent protection of filter 3 is considered as a case study. Only relay 51 is taken into account because it gives rise to the most problematic scenarios. The trip curves of the relay for the selected parameters are shown in Figure 7. The typical time characteristic and normal inverse curves (CO-8) according to IEC overcurrent relays and American National Standards Institute (ANSI) standards are also represented in Figure 7 [18,19].



Figure 8 shows the implementation of the relay in the plant model.



As can be seen in Figure 7b and Figure 9, the curves selected for the plant correspond to manufacturer’s recommendations. The I2·t curve is used when the pre-established current conditions occur to send the order to the corresponding circuit breaker.



In summary, only the current downstream from the PCC of the filters is required to launch the complete single-phase plant model. The current of the case study corresponds to that in Figure 6.





3.2. FEM Simulation


The study of the reactor temperature is undertaken by using FEMM 4.2 software [9]. Simulations are implemented by means of LUA programming language [20]. Two thermal simulations are carried out: In the first one, only room temperature is considered; conversely, in the second one, the influence of solar irradiance is added to account for the hottest days.



Focusing on the computer aided design (CAD) (AutoCAD 2020, Autodesk, Mill Valley, CA, USA) design of the reactor, the coil is a 3D element with axial symmetry, making it easy to simulate by recreating only an axisymmetric 2D model. In FEMM, one models a slice of the axisymmetric problem. By convention, the r = 0 axis is understood to run vertically, and the problem domain is restricted to the region where r ≥ 0. In this convention, positive-valued currents flow in the into-the-page direction. On the other hand, as seen in Table 5 each conductor consists of 38 aluminium wires. After several complex simulations and given the limited variation in the results, equivalent conductor cross sections are modeled. The geometry selected allows to recreate the skin and the proximity effects.



The steps conducted in order to emulate the coil in the simulation program can be summarized as follows [21]:




	
Geometric model: For the sake of simplicity, an axisymmetric 2D simulation and an equivalent conductor cross section are considered.



	
Materials: Thermal and magnetic properties are provided to define the coil materials.



	
Boundary conditions: The most appropriate condition for solving the magnetic problem is that the vector potential, A, must be equal to zero at an infinite distance (r = ∞) [22]. Regarding the heat flow problem, only one single contour condition per element is set due to software constraints.



	
Mesh [23]: The number of nodes for the magnetic and thermal simulations are 350,723 and 1,090,869, respectively.








3.2.1. Dry-Type Air-Core Reactor Characterization


The reactor of high-pass filter 3 (see Table 2) was selected to serve as a case study. The physical and electrical characteristics of this reactor are shown in Table 5. The total weight of the coil is around 245 kg, of which the insulation accounts for 20–25% [24]. A detail from the CAD design of the coil is shown in Figure 10.



Several assumptions must be made; thus, the self and mutual inductances of the reactor are assumed to be independent of both the coil temperatures and the proximity effect. In fact, this is not a gross approximation as conductors must be larger for the said effect to have a substantial influence on inductance values [25].



A simulation of the magnetic problem was performed to obtain the electrical parameters of the model. Firstly, cylinder 1 is fed with a 1 A current ranging from 60 Hz to 780 Hz, while cylinder 2 is set to 0 A to easily obtain the resistance and self-inductance of the former. The mutual inductance is obtained directly from the resulting flux linkage in cylinder 2. Then, the process is repeated by swapping the role of each cylinder.



The characteristics of the materials which make up the reactor are summarized in Table 6.



Simulation values are compared with mathematical estimations which can be derived from the design parameters and physical dimensions of the coil. Moreover, the mathematical calculation, as well as its contrast to the values of the FEM model, is required to discern the current that flows through each coil layer, which must be considered as a circuit in a detailed model of the problem. In this regard, each circuit is fed by a current source because of software constraints. Figure 11 shows the equivalent electric input circuit for the FEM model of the dry-type air-core reactor.



Two methods based on the Nagaoka equations [7] are used to compute the self and mutual inductances. The difference between these methods lies in the selection of one calculation factor, k. The so-called Grower and Nagaoka parameter, which is obtained through the length/diameter relation, is utilized in the first method [26]. The second or simplified method uses the relation diameter/(2·length). This analysis is crucial to determine the current distribution in the cylinders of the reactor.



The self-inductance can be calculated from the Nagaoka equation:


   L  s e l f   =  μ 0  ·  N 2  · π ·  D 2  · k / H ,  



(1)




where µ is the permeability of vacuum in Vs/Am, N is the number of turns in the winding, D is the diameter of the cylinder in m, and H is the height of the cylinder in m.



For the sake of simplicity, factor k can be evaluated as:


  k =  [     (  1 +    (   D  2 · H    )   2   )    −  (   D  2 · H    )   ]  .  



(2)







Other methods, e.g., the Hank and Dwight strategies, use the winding thickness. In the latter case, the main advantage arises from the avoidance of the interpolation of k, as, in this case, the calculations can be performed via series definitions [7].



The mutual inductances for concentric cylinders can be calculated as:


   M  m n   = 2  π 2  ·  r 2  ·  N m  ·  N n  ·  K     (   R 2  + H  e 2   )      ,  



(3)




where r is the radius of the inner cylinder in m, R is the radius of the outer cylinder in m, He is the height of the outer cylinder in m, K = f(r, R, He, Hep) is a factor calculated using series of elliptic integrals [27], Hep is the height of the inner cylinder and N is the number of turns in the windings of cylinders m and n.



The resistance of the coil depends on the geometry, the number of turns, frequency and temperature. Thus,


       R  t o t a l   =   c ·  R  d c          R  d c   =     4 ·  ρ  a l   · D · N    d 2         



(4)




where c is 1.09 to account for skin and proximity effects at 60 Hz,    ρ  a l     stands for the resistivity of aluminium, i.e., 3.0542 × 10−8 Ω·m at 40 °C, D is the cylinder diameter in m, N is the number of turns in the winding and d is the cable diameter (equivalent to that of a rectangular cable) in m.



Therefore, the impedances of the coil can be calculated as:


         Z  n n    _  =    R  t o t a l   + j ω  L  s e l f            Z  m n    _  =   j ω  M  m n   =    Z  n m    _           Z  c y l i n d e r    _  =      Z  n n    _  +    Z  m n    _           Z  r e a c t o r    _  =  1   1     Z  c y l i n d e r   1    _    +  1     Z  c y l i n d e r   2    _    + … +  1     Z  c y l i n d e r   n    _      .      



(5)







To calculate the distribution of currents in the cylinders, the following equations can be applied:


       [ Z ]  =  [       Z  11        Z  12      ⋯       Z  21        Z  21      ⋯       Z  n 1        Z  n 2      ⋯     ]         [ Z ]  ·    [ J ]   T  =  [ U ]  ·    [ V ]   T       



(6)




where [Z] is the impedance matrix, [J] is the cylinder current matrix, [U] = [1…1], and [V] is the cylinder voltage matrix.



The uniform matrix can be used instead of the voltage vector because the voltage is common to both parallel-connected cylinders and the currents are linearly distributed throughout the impedances [28],


       [ U ]  ·  [ J ]  =  [ I ]  ,       [ J ]  =    [ Z ]    − 1   ·    [ U ]   T     (   [ U ]  ·    [ Z ]    − 1   ·    [ U ]   T   )    − 1    [ I ]  .     



(7)







The methodology described above, together with the actual measured parameters, enables the design of the FEM model to be proved and that the obtained results are consistent and precise.




3.2.2. Multiphysics FEM Simulation


The coil temperature is dependent on thermal losses, which may be different for each cylinder regarding the specific distribution of currents. Moreover, the frequency-dependent eddy currents, caused by the magnetic and electric fields, can affect the thermal losses in the cylinders unevenly. Skin and proximity effects increase the resistance of the conductor. While the increase in temperature leads to higher conduction losses [29].



The thermal conductivity, σ, of aluminium as a function of temperature is determined by


  σ =  (  0.0004 · T e m  p 2  − 0.1498 · T e m p + 38.544  )  ·   10  6     [  Ω m  ]  ,  



(8)




where Temp is the temperature of the conductor in °C [7].



According to the IEEE standard [30], load losses can be classified into two types: Thermal and stray. The latter are due to the electromagnetic stray flux in the windings and the core. Therefore, losses can be divided, in turn, into winding losses, Pwinding, and losses in other components. Winding stray losses include skin and proximity effects considered to be caused by eddy currents, Pec. Therefore, the total load losses, Pt, can be defined as:


   P t  =  P  w i n d i n g   +  P  e c   +  P  o t h e r   s t r a y   .  



(9)







Stray losses caused by other components, Pother stray, are low for this type of reactor, and thus, can be neglected. The winding losses, Pwinding, are caused only by the current flowing through the reactor [7],


       P  w i n d i n g   =  I 2  ·  R  a c   ,       I =    [   ∑     (   I h   )   2   ]     1 2      →    P  w i n d i n g   =  ∑     (   I h   )   2  ·  R  a c   h   ,      



(10)




where I is the value of the current, h is the harmonic order, and Rac h is the AC resistance for harmonic order h.



The resistance of the inductor, which varies with frequency due to the skin effect, is determined by means of the experimental test described above. Moreover, the losses caused by the proximity effect are obtained when the model is fed with the distribution of current in the cylinders.



Because the FEMM software package [9] only enables the resolution of magnetic problems at specific frequencies a harmonic distortion factor (HDF) is used in order to accurately compute the rated cable capacity [31]. Thus, an equivalent current at the grid frequency (60 Hz) exerting the same thermal effect as that of the actual distorted current is considered to be obtained.



The HDF, as seen in Equations (11)–(14) [23].


  L o s s e s =     ∑   n = 1  N   I  f n     2  ·    R  f n   =  I  e q     2    ·  R  e q   ,  



(11)






  H D F =    I f     I  e q     =    1   (  1 +   ∑   n = 2  n   α 2    n  ·  β n   )      ,  



(12)






   α  f n   =    I  f n      I f    ,  



(13)






   β  f n   =    R  f n      R f    ,  



(14)




where    I  e q     and    R  e q     are, respectively, the equivalent RMS current and resistance at 60 Hz,    I f   , the rated RMS current of the conductor at 60 Hz,    I  f n    , the RMS current at the nth-order harmonic frequency,    R f   , the ac resistance of the conductor at 60 Hz (which includes the aforementioned skin and proximity effects),    R  f n    , the resistance of the conductor at the nth-order harmonic frequency,    α  f n    , the harmonic distribution factor,    β  f n    , the normalized harmonic ac conductor resistance factor [32]. Therefore, the 60 Hz equivalent current can be straightforwardly calculated as:


   I  e q   =    I f    H D F   .  



(15)







The power losses in each cylinder are determined by solving a magnetic problem in FEMM 4.2. These power losses are subsequently used as an input to the heat source to be utilized in the heat flow problem, which eventually enables the calculation of the respective temperatures of the cylinders.



The heat flow problem requires the definition of the utilized material properties, as shown in Table 7.



Convection is the only heat transfer mechanism taken into account in this simulation. Since the power losses are calculated separately, each cylinder is considered to be a different heat source. Therefore, heat conduction is neglected. Furthermore, the low emissivity coefficients of aluminium (0.05–0.2), together with the fact that heat radiation only occurs at the top and bottom sides of the reactor, as well as at the outer surface of the outermost cylinder, enables the disregard for radiation effects [33].



Two boundary conditions (BCs), see Figure 12, are defined: Convection (BC1) and external limit temperature (BC2). The former is assigned to the outer borders of the cylinders. Since the air coefficient is typically within the range 6–30 W/m2·°C in natural convection [23], a value of 15 W/m2·°C is used. A steady-state simulation is performed at rated conditions in order to determine the value of the surface temperature, T. The temperature of the air in the interface increases from a starting value of 40 °C to a final steady-state value of 83.43 °C, which is considered, in turn, as the starting temperature of the subsequent simulation. On the other hand, the second boundary condition is a fixed temperature at an infinitely distant point, i.e., the room temperature, which is set at 40 °C.



The sol-air temperature,    T  s o l − a i r      , i.e., the temperature under no direct solar radiation and no air motion that would cause the same heat transfer as that provoked by the interplay of the actual existing atmospheric conditions, is determined in order to take into account the hottest days in a second steady-state simulation,


   T  s o l − a i r   =    T A  +    α s   G i  /  h c   



(16)




where TA stands for the room temperature, αs is the solar absorptivity, (around 0.4 for aluminium-mylar), Gi is the total radiation (estimated at 1000 W/m2), and hc stands for the heat transfer convective coefficient (15 W/m2·°C) [34].



A new value of BC1, 66.67 °C, can be obtained by applying (16). The second steady-state simulation yields a temperature between layers of 109.8 °C under these unfavourable assumptions.



The temperature of a cylinder in an air-core reactor is a function of the power losses and the cooling rate. A multiphysics simulation is proposed to compute this temperature due to the complexity of the process. By using LUA [20], a high-level multiparadigm programming language, magnetic and thermal simulations are performed in steps of 4 s steps. As shown in Figure 13, both dependent and input variables, e.g., aluminium conductivity and temperature of the surrounding air, are updated at each step.



The time constant and the power losses are used to validate the model. The thermal time constant, τ, is the time needed for an object to change 63% of the total difference between its initial and final body temperature when subjected to a temperature step change. In 4τ s, the object temperature overcomes about 98% of the total variation. This constant, which can be calculated by using (17), together with the power losses, which can be estimated by means of (18), are used to verify the model in a steady-state simulation performed under rated operating conditions [35].


      τ =      C  c o i l      P  h   c o i l     ·    θ  c o i l   ,       C =   m · c   ,                       m = γ · n ·    (   π 2   )   2  ·  d 2  · D .      



(17)






   P h  =    i s    2  · ρ · n ·    (   π 2   )   2  ·  d 2  · D .  



(18)







In (17),    C  c o i l     stands for the thermal capacity of the coil in Ws/°C, Ph represents the electrical losses of the coil in W, and θ is the coil temperature variation in °C. Moreover, m stands for the weight of the material in kg, c for the specific heat of the different materials (920 Ws/kg°C for aluminium, 840 Ws/kg°C for fibre glass and around 1170 Ws/kg°C for mylar), γ for the density in kg/mm2, n for the number of turns, d for the diameter of the cable in mm, and D for the mean diameter of the cylinder in mm. In (18), is is the mean current density in A/mm2, and  ρ  stands for the specific electrical resistance (around 30,000 Ω·mm at 70 °C) [7].






4. Results and Discussion


The methodology proposed in the previous section enables the thermal analysis of dry-type air-core coils, which in turn facilitates the setting of their overload protection relays. Thus, installations can be safely pushed to their operational limits while avoiding nuisance tripping and its high associated costs. Unintended stops of a hot rolling mill plant do indeed lead to product and labour-related expenses, as well as ancillary costs such as those concerning damaged equipment, lost opportunity costs or penalties. In this regard, several steel plants have reported losses of about one million USD per year due to unplanned halts caused by electrical faults [36].



The correct performance of overload protections is essential to safeguard the passive elements in the filter banks. The temperature rise caused by an overload can certainly deteriorate the insulation of the coil and lead to its failure.



According to IEEE standards [37,38], several factors condition the useful life of insulation materials, maximum temperatures are thus defined for a safe operation of reactor. In this regard, the dry-type air-core reactors under study are labelled as class B, which implies a rated insulation temperature of 130 °C and an average temperature rise of 80 °C due to the winding resistance. The maximum coil hot-spot temperature can be calculated by adding the room temperature, typically selected at 40 °C, the temperature rises and a tolerance of 10 °C.



4.1. Electric Model of the Plant


The electric model of the plant is used to simulate the electrical power system. The peak value of the current upstream the PCC, shown in Figure 6, is obtained by utilizing the simplified single-phase model. The obtained results are used as inputs to a finite element analysis.



Figure 14 shows the behavior of the relay in filter 3 under real operating conditions. An abnormal event corresponding to the first pass of the roughing mill can be observed at 293.5 s.



Since the relay of filter 3 detects harmonics over 120 Hz, the evolution of the RMS value of the main currents pertaining to this frequency range is plotted in blue in Figure 14. The relay is set at 1.3 A, which is scaled up to 104 A for the installation. The intervals in which the distorted current exceeds this threshold are highlighted in red in the figure. According to the time-current curve of the protective device, shown in Figure 8, the relay trips at 293.5 s, thus causing the latch of the circuit breaker. The digital output signal of the relay is plotted in green in Figure 14.



In the following sections, a finite element analysis of the thermal behavior of the coil in filter 3 when exposed to the currents shown in Figure 15 is performed. These currents are obtained through simulation for the real behavior of the protection system not to interfere.




4.2. Finite Element Analysis


Finite element analysis (FEA) is used to provide an a priori estimation of the magnetic power losses in the coil, which are subsequently included in the heat flow problem as a heat source. However, the model must be validated before applying the FEA.



4.2.1. Dry-Type Air-Core Reactor Characterization


The coil is characterized according to the procedure described in Section 3.2.1. Accordingly, Figure 16 shows the values of the involved parameters at the frequencies of interest to the present work.



An alternative calculation based on the mutual inductance can be done to validate the model. The coupling coefficient, k, for a concentric coil is determined by the ratio between the radiuses of the different cylinders according to the trajectories of the magnetic flux. Thus, the application:


  k =    M     L 1  ·  L 2      ,  



(19)




where L stands for the self-inductance of the coils, and enables the calculation of the mutual inductance, M.



In light of the results shown in Table 8, the model of the coil is considered appropriate.




4.2.2. Multiphysics FEA


Magnetic and heat flow multiphysics simulations are performed using the results of the electric model of the plant as an input to determine the temperature reached by the coil.



Figure 17 shows the time evolution of the peak value of the 60 Hz equivalent current obtained from (15). As stated in Section 3.2.2, the HDF must be used in this calculation.



The current distribution in the coils is calculated according to (7) and is also plotted in Figure 17. These values are used as input to the FEA.



The current distribution resulting from the FEA is shown in Figure 18. Disturbances caused by the magnetic field can be observed.




4.2.3. Model Validation


The thermal time constant is used to validate the model according to (19). Table 9 shows the results obtained from this validation, which consists in calculating the time needed to pass from room temperature, 40 °C, to the actual operating temperature, about 80–85 °C, in accordance with the properties of the materials in question (aluminium and mylar). If the proposed model is correct, a 4τ s simulation would reach 98% of the set temperature increase, which is previously obtained by a steady-state FEA.



As can be seen, the model is mathematically valid. Not only does it provide a good match between the simulated and the measured temperatures, but also fast dynamics, as can be deduced from the accurate estimate of the thermal time constant.




4.2.4. Simulation Results


The power losses in the inductor are obtained through magnetic simulations. As stated in Section 3, such losses are subsequently used as an input to the thermal model. The simulation of the thermal model utilizes a time step of 4 s to track the behavior of the different variables. The results from a steady-state simulation at rated operating conditions are taken as the start of this new study. The flowchart of the simulation process is the same as the one previously shown in Figure 13.



Figure 19 shows the evolution of the inductor temperature over time when performing the multiphysics simulation. The behavior of the temperature when the protection system in filter 3 trips is plotted with a green dotted line. Conversely, the evolution of the temperature when disregarding this protection is represented by solid lines. The slow decrease in the inductor temperature after the operation of the circuit breaker can be clearly observed.



As seen in Figure 19a, the temperatures of windings 1 and 2 are, respectively, 88 °C and 83 °C when the relay trips (293.5 s). These values are far from both the limit set by the manufacturer, 120 °C, and that established by IEEE standards, 130 °C [38]. Therefore, the relay trips even when not necessary. The existing overload is indeed within a safety range, far from the possibility of causing any damage to the insulating material [39]. The highest equivalent current peak values obtained during the simulation, i.e., those obtained from the application of the HDF, are 189 A for cylinder 1 and 227 A for cylinder 2. The maximum time that the windings can be exposed to the extreme conditions succeeding the trip event can be easily estimated by using the thermal time constant: Cylinders 1 and 2 could remain in healthy conditions, i.e., under the maximum temperature provided by the manufacturer (120 °C), for 21 and 35 additional minutes, respectively. Such a safety margin is unreasonably wide regarding the fast roughing mill dynamics.



On the other hand, the temperatures reached by windings 1 and 2 at the instant of interest (293.5 s) are 114.4 °C and 109.3 °C, respectively, when considering the case study in Figure 18, which includes the effect of solar irradiance. Therefore, the first layer is close to the maximum recommended value (120 °C) in this case. An exposure to the worst conditions after the trip event would mean 3.8 min for cylinder 1 and 8.7 min for cylinder 2 to drive those temperatures to the acceptable threshold. Although the safety margin is highly reduced with the previous case, it continues to be excessively wide regarding the roughing mill dynamics.



Figure 20 shows the results of the thermal analysis of the two situations included in this case study. Room temperature rises from 40 °C to 66.67 °C when solar irradiance is taken under consideration. In the same way, a clear difference is found in the final temperature between the layers, which rises from 70 °C to around 110 °C.





4.3. Recommended Practices and Requirements for Harmonic Control


Voltage distortion in power systems between 1 kV and 69 kV is limited by IEEE standards to 3% for individual harmonics and 5% for the THD [40]. More specifically, the daily 99th percentile of the distribution of samples taken in a 3 s time window should be under 1.5 times the aforementioned limits. Additionally, the weekly 95th percentile of the distribution of samples taken in a 10 min time window should remain under those limits [10]. Figure 21 shows the impact of the disconnection of filter 3 on the THD of the voltage at the PCC. Both the very short time samples (3 s) and the short time samples (10 min) comply with the standard requirements.



Additionally, the IEEE standard 1453-1-2015 [41] establishes that the value of rapid voltage changes should be limited to 3% under normal operating conditions. Filter 3 is one of the branches with the highest rated power (12.5 Mvar). In fact, a sudden disconnection of filter 3 causes a voltage variation that exceeds the aforementioned recommendations [10], as shown in Figure 22.



The filter improves the performance of the installation, reduces the harmonic distortion and contributes to voltage stability. For all these reasons, it is extremely important to avoid the nuisance tripping of filter 3 due to a deficient setup of the protective devices. Monitoring the behavior of the filter banks and gathering an extensive knowledge of the facilities is essential to prevent unintended disconnections that may lead to huge economic losses.





5. Conclusions


A correct determination of eddy currents, as well as skin and proximity effects, which are frequency dependent phenomena caused by the interaction of electric and magnetic fields, is necessary to obtain a reliable coil model. Thermal image relays are used to protect dry-type air-core reactors from overloads, which are frequently provoked by current harmonics. Prolonged exposures to such high currents can damage the insulation of the coils when no protective devices are used. According to standards the maximum temperature rise in a winding should be limited to 80 °C. Moreover, relays should be set to latch under 130 °C, although manufacturers recommend that they be set at 120 °C.



In this context, the present work formulates the following proposals:




	
A simple method to determine the temperature of the windings of the cylinders in a reactor is developed. This method is assessed under rated conditions, both by using a theoretical approach and by analysing real measurements obtained with a pyrometer.



	
A methodology to compute the impedance of dry-type air-core reactors regardless of the number of concentric cylinders is proposed. This methodology enables the calculation of the current distribution in the coil, which highly affects the temperature profile.



	
A FEM model is created with the aim of estimating the power losses caused by the stray currents in the reactor. The model calculates the magnetic flux density in the device in order to accurately characterize these power losses.



	
A multiphysics simulation whereby the magnetic and thermal problems are solved concurrently is proposed to obtain the profile of temperatures of the coil.








The conducted investigation is intended to provide the operators of any industrial facility with indispensable information to readjust, if necessary, the trip curves of the overload protection relays. These readjustments can reduce the number of unscheduled stoppages of the installation, leading to a reduction in production costs. This is a crucial contribution of this work, as economic losses caused by unintended shutdowns are reported to reach one million dollars annually in the steel sector [36]. The plant operator can simulate any event by using the developed set of models and decide in which cases it is advisable to prevent the protection system from tripping. This decision can be made without jeopardizing the integrity of the filter bank and assuring that both the THD voltage rates and the rapid voltage variations are under recommended limits to comply with technical restrictions or existing regulations.



The undertaken case studies lead to the conclusion that a typical setup of the protection system performs adequately on the hottest days, with extreme conditions of room temperature and solar irradiance. However, under normal operating conditions, the safety margin of the coil is excessively wide which renders a readjustment of the tripping curves advisable to avoid unnecessary operations of the protective devices.
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Figure 1. Schematic of the hot rolling mill. 
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Figure 2. Diagram of the distribution network and filtering system. 
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Figure 3. Simplified flowchart of the proposed study. 
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Figure 4. Electric model of the plant: (a) Simplified circuit model; (b) equivalent circuit model. 
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Figure 5. Frequency response of the filtering system. 
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Figure 6. Electrical parameters from the point common coupling (PCC) with and without filter bank: (a) RMS value of the current upstream; (b) Total harmonic distortion (THD) of the voltage. 
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Figure 7. Trip curve of the relay used in filter 3: (a) Frequency response; (b) time-current curve. 
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Figure 8. Proposed overcurrent relay 50/51 model. 
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Figure 9. Trip curve used in the model. 
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Figure 10. CAD design of the reactor: (a) 3D design of the dry-type air-core reactor; (b) axisymmetric 2D model of the dry-type air-core reactor. 
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Figure 11. Equivalent electric circuit for the FEM model. 
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Figure 12. Definition of boundary conditions. 
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Figure 13. Simulation of the physical process. 
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Figure 14. Filter 3 relay current: (a) Real operating condition; (b) detailed view of an abnormal event. 
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Figure 15. Peak value of the main harmonic currents tracked by the relay. 
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Figure 16. Resistance and reactance values of the air-core reactor: (a) Cylinder 1; (b) cylinder 2; (c) values considering skin and proximity effects. 
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Figure 17. Peak of the equivalent current at 60 Hz (HDF factor) and internal distribution. 
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Figure 18. Current density of inductor in filter 3 (cylinder 1: 189 A; cylinder 2: 227 A; t = 293.5 s). 
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Figure 19. Temperature in the winding of the dry-type air-core reactor in filter 3. (a) Without including the effect of solar irradiance; (b) including the effect of solar irradiance. 






Figure 19. Temperature in the winding of the dry-type air-core reactor in filter 3. (a) Without including the effect of solar irradiance; (b) including the effect of solar irradiance.



[image: Energies 13 04540 g019]







[image: Energies 13 04540 g020 550] 





Figure 20. Results from the thermal analysis. (a) Without including the effect of solar irradiance; (b) including the effect of solar irradiance; (i) initial state; (ii) state at 293.5 s 
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Figure 21. THD of the voltage at the PCC 34.5 kV. 
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Figure 22. RMS phase voltage value and voltage drop at PCC. 
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Table 1. Main characteristics of the stands.
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	Stands
	Motor Power (MW)
	Poles
	Cycloconverter Topology
	Transformer Power (MVA)





	F1, F2, F3
	8
	6
	Circulating-current-free
	14.4



	F4, F5, F6
	8
	6
	Circulating-current
	15.7



	R1 (top), R1 (bottom)
	7.5
	12
	Circulating-current-free
	14.4
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Table 2. Characteristics of filter branches.
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	Filter 1

C-Type
	Filter 2

Tuned
	Filter 3

High Pass
	Filter 4

High Pass





	Order of tuned frequency
	2.6
	4.08
	6
	10



	Inductance [mH]
	54.9
	18.7
	7.23
	2.6



	Capacitance [µF]
	C11 = 127.6 C12 = 22.32
	27
	27
	22.5



	Resistance [Ω]
	269
	0.36
	81.6
	28.9



	Rated power [Mvar]
	10
	10.8
	12.5
	12.3
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Table 3. Main current harmonics.
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Order

	
Mag (% of Fundamental)




	
Time 100 s

	
Time 288 s






	
3

	
0.38

	
0.97




	
5

	
0.36

	
6.48




	
7

	
0.24

	
3.23




	
11

	
1.45

	
2.72




	
13

	
0.39

	
1.28








Time 100 s, Fundamental (60 Hz) = 962.7 A, 12 cycles window. Time 288 s, Fundamental (60 Hz) = 956.7 A, 12 cycles window.
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Table 4. Characteristics of protection relays.
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Order of tuned frequency

	
2.6

	
4.08

	
6

	
10




	
Time delay setting range

	
1–10 s




	
Current setting range

	
0.2–0.6 A

	
1–3 A

	
1.5–4 A




	
Selected tap

	
0.31 A

	
1.2 A

	
1.3 A

	
3.4 A




	
Selected time delay

	
10 s

	
10 s

	
10 s

	
10 s
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Table 5. Characteristics of dry-type air-core reactor in filter 3.
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General Characteristics

	
Physical Characteristics




	

	
Cylinder




	
System Voltage

	
34.5 kV

	
1

	
Gap

	
2




	
Frequency

	
60 Hz

	
Height

	
1255 mm

	
Cooling air gap 15 mm

	
1245 mm




	
Temperature rise (winding)

	
80 °C

	
Diameter

	
915 mm

	
995 mm




	
Air temperature

	
40 °C

	
Number of winding turns (1 layer)

	
124

	
115




	
Location

	
Outdoor

	
Winding turn details

	
14 × 10 mm (38 parallel wires) Aluminium

	
14 × 11 mm (38 parallel wires) Aluminium




	
Fundamental current

	
230 A




	
Inductance

	
7.23 mH
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Table 6. Magnetic simulation: Material properties.






Table 6. Magnetic simulation: Material properties.





	
Material (Linear B-H in All Cases)

	
Linear Properties 1

	
Electrical Conductivity σ [MS/m] 40 °C

	
Special Attributes: Lamination and Wire Type




	
Relative µr

	
Relative µz






	
Aluminium (windings)

	
1

	
1

	
33.2

	
Not laminated o stranded




	
Air

	
1

	
1

	
0

	
Not laminated o stranded








1 Properties not listed are equal to 0.
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Table 7. Thermal simulation: Material properties.






Table 7. Thermal simulation: Material properties.





	Material
	Thermal Conductivity [W/m·K]
	Volumetric Heat Capacity [MJ/m3·K]
	Volumetric Heat Generation [W/m3]





	Aluminium (windings)
	Depends on temperature
	3
	0



	Mylar (insulation)
	kr = kz = 2
	3
	0



	Air
	Depends on temperature
	3
	0
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Table 8. Characterization of the results obtained through FEA.






Table 8. Characterization of the results obtained through FEA.





	
Real Impedance [Ω]

	
Mathematical Impedance [Ω]

	
FEM Model Impedance [Ω]

	
Mathematical Coupling Impedance [Ω]

	
FEM Coupling Impedance [Ω]




	
Simple

	
Grower and Nagaoka






	
2.73

	
2.63

	
2.725

	
2.7

	
0.9196

	
0.91 *








* The coupling impedance value obtained with FEMM varies between 0.9100 Ω at 60 Hz and 0.9194 Ω at 780 Hz.
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Table 9. Multiphysics model validation.






Table 9. Multiphysics model validation.





	

	
4τ FEM Simulation [°C]

τ = 4380 s

	
Deviation [%]

98% Steady State FEM Simulation—4τ FEM Simulation

	
Real Temperature ** [°C]

	
Steady State FEM Simulation [°C]






	
Cylinder 1

	
78 (84.4%) *

	
1.7

	
80–85

	
85




	
Cylinder 2

	
73.5 (83.75%) *

	
1.6

	
80




	
Reactor

	
75.75 (83.13%) *

	
1.8

	
83








* The values in parentheses are obtained by dividing the temperature variation from the 4τ simulation by the difference between the steady-state simulation and room temperature. ** The real temperature is provided by pyrometers measurement at rated conditions.
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