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Abstract

:

According to the Spanish General Traffic Accident Directorate, in 2017 a total of 351 pedestrians were killed, and 14,322 pedestrians were injured in motor vehicle crashes in Spain. However, very few studies have been conducted in order to analyse the main factors that contribute to pedestrian injury severity. This study analyses the accidents that involve a single vehicle and a single pedestrian on Spanish crosstown roads from 2006 to 2016 (1535 crashes). The factors that explain these accidents include infractions committed by the pedestrian and the driver, crash profiles, and infrastructure characteristics. As a preliminary tool for the segmentation of 1535 pedestrian crashes, a k-means cluster analysis was applied. In addition, multinomial logit (MNL) models were used for analysing crash data, where possible outcomes were fatalities and severe and minor injured pedestrians. According to the results of these models, the risk factors associated with pedestrian injury severity are as follows: visibility restricted by weather conditions or glare, infractions committed by the pedestrian (such as not using crossings, crossing unlawfully, or walking on the road), infractions committed by the driver (such as distracted driving and not respecting a light or a crossing), and finally, speed infractions committed by drivers (such as inadequate speed). This study proposes the specific safety countermeasures that in turn will improve overall road safety in this particular type of road.
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1. Introduction


There has been an increase in the number of road traffic accidents worldwide, making road safety a great concern. According to the World Health Organization, the number of annual road traffic deaths reached 1.35 million in 2018, which is considered to be the eighth leading cause of death globally [1]. Pedestrians, cyclists, and motorcyclists disproportionately suffer most of these accidents, which accounts for more than half of global road traffic fatalities and hence they are considered vulnerable users by most traffic administrations.



Pedestrians are considered the most fragile road users in the transport system. They are at maximum risk compared to any other road users because of their fragility, slow pace, and their absence of protection [2]. In Europe, the safety of a pedestrian has been problematic for a long time. The actions taken to reduce pedestrian crashes have been much less notable compared to those for the total traffic accidents, although the total number of fatalities has decreased significantly during the period 2006–2016. In the European Union, a total of 5320 pedestrians were killed in road accidents in 2016, 21% of all road fatalities [3].



One of the European countries that has been giving great importance to pedestrian safety in the past few years is Spain. Pedestrians contribute to half of all deaths (51%) in Spanish urban areas, which is the second-highest percentage in the whole of the EU following Latvia (58%). Furthermore, in this region, one among every five traffic accident fatalities is a pedestrian. According to the Spanish General Traffic Accident Directorate, in 2017 a total of 351 pedestrians were killed and 14,322 pedestrians were injured in pedestrian-vehicle crashes in Spain [4]. One part of these accidents took place in crosstown roads, a particular type of road with a high case fatality rate. Generally, crosstown roads are defined as sections of the road network that pass through towns without an alternative to bypass the centre, thus causing conflicts between urban mobility requirements and the higher speed demanded by interurban traffic. As a result, the main street is used as an interurban rural route. This impedes the pedestrian routes and, thus, affects inhabitants’ day to day life. In addition, these roads are usually located in small towns where walking is the most common mode of transport because of the absence or limitations in rural public transport services. Furthermore, it is important to note that traffic accidents not only cause fatalities or injuries but also incur considerable economic losses. In the context of traffic accidents, in the year 2010, it was estimated that the economic loss associated with each fatality was as high as 1.3 million euros in Spain, while for a seriously injured person it was 219,000 euros and for a lightly injured person it was 6,100 euros [5]. The general economic burden related to traffic accident fatalities is highly worrying even though these costs differ for each country.



Considering the above facts, it is important to identify and characterise the risk factors that contribute to pedestrian-vehicle crash injury severity. This is important to determine interventions and could support traffic engineers, planners, and decision-makers to consider the contributing factors in engineering countermeasures. Consequently, the primary objective of this paper is to identify different contributing factors that increase the probability of a fatal outcome given that a pedestrian-vehicle crash has occurred on Spanish crosstown roads. In order to achieve this objective, a cluster analysis is carried out as a preliminary tool for segmenting pedestrian crash data. In addition, multinomial logit (MNL) models were used to identify the primary factors in pedestrian crash severity.



In order to describe the research as a whole, this paper is organized as follows. Section 1 presents an introduction with the context and the objective of the study. Section 2 provides a brief literature review of the methodologies commonly used to analyse accidents. The database and the statistical techniques used for this case study are described in Section 3. Section 4 provides the results and a discussion of the analysis. Finally, Section 5 presents the main research conclusions.




2. Literature Review


Pedestrian crash analysis is one of the topics that has received special interest among the traffic safety researchers in recent years. Exploring the attributes of pedestrian-vehicle accidents, the characterization of the factors that contributed to the injury severity levels and the prediction of pedestrian-vehicle collisions were the most studied features. The existing research and literature demonstrate an extensive diversity of factors that contribute to the occurrence and the severity of pedestrians involved in motor vehicle accidents, such as behavioural factors, road design, and environmental conditions.



Applying an ordered probit model, in 2005, Lee and Abdel-Aty (2005) [6] investigated vehicle-pedestrian collisions at intersections in Florida for a period of three years. Moreover, their study reported that pedestrian and driver characteristics (such as older pedestrians and pedestrians under the effects of alcohol), vehicle size (larger than passenger cars), and environment conditions (such as adverse weather and dark lighting) generally worsen the injury of accidents. In order to study crash injury severity, in 2008 Kim et al. [7] investigated single-vehicle single-pedestrian collisions occurred in North Carolina in the period 1997–2000. The results of their study reveal that parameters such as the age of the pedestrians, male drivers, two-way roads, overspeed, dark-lighted condition, and commercial areas, among others, are the main factors increasing the probability of fatal pedestrian injury. In addition, Ulfarsson et al. (2010) [8] used the same database to examine the fault allocation of pedestrian-vehicle accidents. Finally, it was concluded that drivers were responsible for their manoeuvres, and pedestrians were blamed for those cases they were distractedly crossing streets.



In 2010, Abdul-Aziz et al. [9] conducted a similar study. They analysed pedestrian-vehicle accidents in New York in the period 2002–2006 and demonstrated that roadway features (such as the number of lanes, road surface, and light condition), traffic attributes (such as the type of vehicles, signal control), and land-use features (parking facilities, commercial area, and so on) contribute to severe injuries. Similarly, another research was conducted by Pour-Rouholamin and Zhou (2016) [10]. They analysed single pedestrian-single vehicle crashes in Illinois for a period of four years. They reported that pedestrians over 65 years old, pedestrians not wearing contrasting clothing, adult drivers, summer season, time of day, multilane highways, darkness, and collisions with pickup, were factors that contributed to more severe injuries. In order to analyse the contributing causes that affect pedestrian injury severity in rural Connecticut, Ivan et al. [11] developed an ordered probit model in 2000. They also reported that vehicle type, drivers under the influence of alcohol and elderly pedestrians significantly increase pedestrian injury severity. Similarly, another study [12] reported that dark lighting conditions increase the probability of major injuries of pedestrian accidents. This study also demonstrated that crashes on two-lane roads have higher probability of no-injury in urban areas. In addition, other parameters, such as the presence of intersections without traffic lights or the absence of pedestrian crossings, were also analysed, and these factors were associated with fatal crashes [2,13]. Similarly, it was noted that the severity of pedestrian injury is also associated with vehicle type [14]. This study compiled collision data collected by the competent authority, trauma registry, and autopsy during 1995–1999 in Mayland. It was concluded that sport utility vehicles (SUV) and vans contribute significantly to injury severity as compared to other vehicle types. All these studies mentioned above are based on the factors that most contribute to the severity of the pedestrian injury, with most focusing uniquely on urban areas. As far as it is known, very few studies have looked at crosstown roads [15]. This type of road is considered a hybrid because of its urban and rural characteristics and traffic.



There is a large number of statistical techniques, such as binary logistic regression [13], ordered probit models [6,16], mixed logit models [17,18], and multinomial logit models [19,20], which can be applied to explore crash severity. However, traffic accidents often happen under different conditions, which make traffic safety data deeply heterogeneous and thus difficult to model [21]. As a result of this, data mining methods such as clustering and classification techniques have emerged and been combined with classic statistical methods. Moreover, it is not always possible to ensure that each segment consists of a homogeneous group of accidents, hence it is better to reduce heterogeneity by fragmenting the data [22].



Cluster analysis is a multivariate technique that is primarily applied to group objects that form conglomerates [23]. This technique is based on a taxonomy that maximises the similarity within in-cluster components and the dissimilarity between inter-cluster factors [24]. This statistical technique has been applied widely in the field of road safety analysis. Pardillo-Mayora et al. (2010) [25] applied cluster techniques for examining the accident rate on two-lane rural roads in Spain and investigated the effect of roadside features on safety. Their study described the main roadside attributes that affect the outcomes of roadway departures and groups these features into a ranking which exhibits uniform effects on the frequency of run-off-road accidents with injuries. The results create a five-level roadside hazardousness index, which is considered a useful tool for roadside design and the planning of safety improvements. Furthermore, cluster analysis was applied by Karlafties and Tarko (1998) [26] for classifying 92 areas of Indiana into three different types of areas: urban, suburban, and rural. A negative binomial regression model was then applied for analysing the influence that the age of drivers had on traffic crashes. Interestingly, their results revealed considerable statistical differences between the models applied to all the data sets and the models based on clusters. However, some researchers have used other models, such as latent class cluster, which is a probability-model-based cluster analysis method in which the class memberships can be inferred from the observed variables, more accurately. In order to identify seven clusters and analyse the severity of different types of traffic accidents, Depaire et al. (2008) [22] applied this technique in combination with multinomial logit (MNL) models and demonstrated the importance of segmenting the data in the road safety analysis. In addition, in order to analyse the main factors in pedestrian crash severity, Sun et al. (2019) [27] applied a latent class cluster model as a preliminary tool for segmenting 14,236 pedestrian crashes in Louisiana. Their results demonstrated the importance of the application of these clustering techniques, which help in identifying hidden relationships in traffic safety analyses. Finally, for analysing the seriousness of traffic accidents in Spain, De Oña et al., 2013 [28] applied latent class cluster techniques in combination with Bayesian networks. Furthermore, they applied latent class clustering as a preceding tool for fragmenting 3229 accidents on rural roads in the region of Granada in Spain for the period 2005–2008. The results demonstrated that both statistical techniques collectively provide more information as compared to the one that would have been obtained without a previous division of the data [28].



In relation to data, the level of quality and the breakdown of the database determines the statistical methods and the validity of the findings, which can help and guide the authorities in the development of strategic plans and the implementation of measures to improve road safety and thus reduce accidents. It should be noted that any method used is limited by the restrictions of the database. Nevertheless, there is a disparity concerning data uniformity between countries, and even between local jurisdictions in the same country [29]. Even several road fatalities and victim meanings have been debated, looking for a means of standardisation. For example, an international comparison of different definitions of seriously injured has been carried out by Utriainen et al. (2018) [30]. Based on the Montella et al. (2012) study [29], Table 1 has been designed to show an international comparison of the variables gathered in the main guidelines and databases of different countries (US, New Zealand, and Australian databases, together with the requirements of the EU Directive) and to position Spain in the framework of the road safety. For the purposes of this research, it is noted that the Spanish dataset does not contain information about traffic and road layout at the accident location. This can be considered a weakness in the Spanish dataset.



As far as it is known, the segmentation of accidents by using cluster methods and subsequent statistical analysis has never been applied to accidents on crosstown roads, making this study of vehicle-pedestrian crashes on Spanish crosstown roads a pioneering one.




3. Materials and Methods


Therefore, the primary objective of this work is to analyse different factors that contribute to increasing the probability of a fatal outcome in the case of a crash that involves pedestrians on Spanish crosstown roads. In addition, clustering techniques are examined for consolidating the existing results pertaining to the suitability of segmenting accident data. The data used in this research, collected from the Spanish Accident Statistics database, include accidents on Spanish crosstown roads for a period of 11 years (2006–2016), which involved a single vehicle and a single pedestrian. The selected sample consists of more than 90% of the accidents on crosstown roads, which involved pedestrians (the number of accidents with more than one pedestrian injured as well as more than one vehicle involved is very small). However, one of the disadvantages of the available database is that there is no information about the values of the various variables in cases when no accidents take place. The ideal would have been to contemplate those situations in which a pedestrian over 65 years old crosses a crosstown road without being run over. It would require the design of another more complex survey where data must be collected using other types of methodologies (for example, pedestrian tracking using mobile devices and apps). The available database only allows us to estimate the severity of an accident involving pedestrians.



In the final data set for the model estimation, a total of 1535 accidents that involved pedestrian-vehicle crashes were considered after removing the crashes with incomplete data. Each observation of the sample records the severity of the injury of each pedestrian involved in an accident along with a set of parameters that include pedestrian and driver data, vehicle characteristics and road infrastructure features. As a result, the final sample consisted of 189 accidents in which the pedestrian was killed (12.4% of the total sample), 452 crashes in which the pedestrian was seriously injured (29.4% of the total sample), and 894 accidents in which the pedestrian was slightly injured (58.2% of the total sample). Different locations of these accidents are shown in Figure 1. The pedestrian injury severity involving a single-vehicle collision, where the injury could be fatal, severe, or minor, is considered the dependent variable. An overview of the descriptive statistics of pedestrian-vehicle crashes and all variables used for this research is presented in Table 2. Similar to most of the other countries, all of these variables (such as age and gender of victims, lane width, shoulder type, road markings, and so on) are automatically collected by the Spanish Directorate General of Traffic (DGT). It would be very interesting to add other variables, such as territorial or exposure variables, which can enrich the database under the study, but these require extensive resources since they would be collected manually. This study therefore only focuses on analysing the recorded variables.



3.1. Cluster Analysis


Clustering is a data mining technique that manages a collection of unlabelled data. The primary objective of this technique is to group the data objects into different clusters, and each cluster shows common features with the data from which it is extracted. Moreover, there are several types of clustering techniques that follow different approaches. The k-means clustering technique is applied in this study, which divides n observations into k clusters in which each element belongs to the cluster with the nearest mean. The algorithm applies the following steps. First, all points are placed in the space represented by the objects that are grouped. This set of points is termed as the centroids of the initial group. Next, each object is assigned to the group that has the closest centroid. The positions of the K centroids are recalculated once all the objects have been assigned. Finally, this process is repeated until it is confirmed that the centroids no longer move. Moreover, the distance between objects of different groups is developed. The metric that minimises this distance can be calculated.



In order to identify homogeneous groups, the software SPSS Statistics v24 was used in this study. To calculate the distance, the squared error cost function was used, which is expressed as follows [29]:


  E =   ∑   j = 1  k    ∑   i = 1  N     ( ‖   v i  −  c j   ‖ )   2   



(1)




where N is the number of data, k is the number of centres, ||vi − cj|| is a selected distance measure between a data point vi and the cluster centre and cj is an indicator of the distance of the n data points from their respective cluster centres. Based on MacQueen, 1967 [31], the Euclidean distances between the data sample and all the centres are calculated and the nearest centre is modified:


  Δ  C z   ( t )  = η  ( t )   [  v  ( t )  −  c z   (  t − 1  )   ]   



(2)




where z indicates the nearest centre to the data v(t). The centres and the data are expressed in terms of time t, where cz (t − 1) represents the centre location at the previous clustering step.




3.2. Injury Severity Analysis Using MNL


One of the common methods applied to model crash severity data is the multinomial logistic regression [32,33,34]. This method predicts the probability of category membership on a dependent variable based on multiple independent variables. It is an expanded form of binary logistic regression, which permits more than two groups of the dependent variable. The multinomial logistic regression selects one group as the base condition (reference) for the other groups. Then, a contrast of the outcomes of the dependent variable with this reference group is made. The theoretical concept of this statistical method is described below. The linear function Q that defines the injury output i for observation n is expressed as follows:


   Q  i n   =  δ i   X  i n   +  η  i n    



(3)




where  δ i is a vector of computable coefficients, Xin is a vector of discernible features that affect the severity of pedestrian injury sustained by observation n.  η in is an alteration term that takes into consideration unobserved effects. When the alteration terms are distributed independently and are identical to the generalised distribution of extreme values, the multinomial logit models can be expressed as follows [35]:


   P n   ( i )  =   e x p  (   δ i   X  i n    )      ∑  i  e x p  (   δ i   X  i n    )     



(4)









4. Results and Discussion


4.1. Cluster Analysis


As shown in Table 3, pedestrian-vehicle crashes were grouped by variables by using SPSS software. Pedestrian injury severity was considered as a dependent variable with the following three possible classes: slightly injured, severely injured, or fatally injured. Different models of clusters were estimated, from one to ten, for selecting the suitable number of clusters. For further analysis, pedestrian-vehicle crashes data were divided into four clusters. Table 3 shows the clusters profiles. Cluster 1 consists of 19.7% of the sample, cluster 2 consists of 26.6% of the sample, and clusters 3 and 4 consists of 15.5% and 38.2% of the sample, respectively. The characteristics of these four clusters are given below.



Cluster 1. This group includes 60.7% of the accidents wherein the driver is between 31 and 64 years old. A victim aged 31–64 years old or an elderly pedestrian (>65 years old) is involved in most of the accidents in this group. As can be seen in Table 3, the gender of drivers has been mostly male (78.9%). On the other hand, the gender of the injured pedestrian has been divided into the female and the male with the values of 50.5% and 49.5%, respectively. The collisions occurred on working days in 71.2% of the cases. Moreover, it was observed that these accidents occurred under daylight conditions and without any visibility restriction. Furthermore, most of the accidents of this group occurred in crosstown roads with no shoulder (68.3% of the cases) and with no sidewalk (71.6% of the total accidents of this group). In addition, the lane width that characterises this group has been estimated to be between 3.25–3.75 m (65.7%). As can be seen in Table 2, the users of the roads involved in these accidents have not committed any relevant infraction. Therefore, this group can be defined as ‘pedestrian-vehicle collisions on crosstown roads without sidewalk or shoulder under daytime conditions and with no infractions committed’.



Cluster 2. This group includes 61.3% of the accidents wherein the driver is between 31 and 64 years old. Most of the injured pedestrians in this group were elderly pedestrians. Similar to cluster 1, the gender of drivers was mostly male (77.2%), unlike the pedestrians involved, who were divided into the female and the male gender. Moreover, the crashes occurred on weekdays in 43.4% of the cases and on working days in 60.8% of the cases. Furthermore, most of these collisions occurred on crosstown roads with no shoulder or a shoulder of less than 1.5 m. However, 70.1% of these collisions occurred on a sidewalk. With regard to infractions, it is relevant to mention that most of the drivers do not respect a pedestrian crossing (55.1%). In addition, 33.8% of the drivers were distracted and 13.2% of them were driving with an inadequate speed. Therefore, this cluster can be defined as ‘pedestrian-vehicle crashes on crosstown roads with a sidewalk during weekdays and caused by not respecting a crossing and distracted driving’.



Cluster 3. This group includes 63.0% of the accidents wherein the driver was between 31 and 64 years old. However, most of the victims were pedestrians of more than 65 years old. Similar to clusters 1 and 2, the gender of drivers was mostly male (79.0%), whereas the gender of pedestrians was mostly female (58.4). Moreover, the accidents occurred on weekdays in 45.8% of the cases. Lighting in most of these crashes was adequate and there were no restrictions with regard to visibility. Furthermore, most of these crashes occurred on crosstown roads without shoulder or sidewalk. With regard to infractions, pedestrians did not commit any infractions in the accidents, but 60% of the drivers were driving distractedly. In addition, the other 33% of the drivers do not respect a pedestrian crossing. Hence, this cluster can be defined as ‘pedestrian-vehicle accidents on crosstown roads without shoulder or sidewalk, with elderly pedestrians involved and caused by not respecting a crossing and distracted driving’.



Cluster 4. This group includes 59.7% of the accidents wherein the driver is between 31 and 64 years old. However, it is important to note that this group involved the highest percentage of young drivers (26.3%). Most of the pedestrians are aged 31–64 years old and also over 65 years old with 30.9% and 36.5%, respectively. Moreover, the collisions occurred on working days in 64.8% of the cases. These accidents occurred under daylight conditions and without a visibility restriction. Furthermore, most of the accidents in this group occurred in crosstown roads with no shoulder (49.1% of the cases) or less than 1.5 m (27.5%) and with no sidewalk (51.5% of the total accidents in this group). In addition, the lane width that characterises this group is estimated to be between 3.25–3.75 m (58.2%), but there is a large group that uses a very narrow lane (30.5%, <3.25 m). Fifty-five percent of pedestrians involved in these accidents crossed unlawfully and did not use crossings. Therefore, this group can be defined as ‘pedestrian-vehicle collisions with a relevant percentage of young drivers and elderly pedestrians, on crosstown roads with no shoulder or sidewalk wherein pedestrians have crossed unlawfully’.



It is important to mention that it would have been ideal to have a greater sample size in order to improve the representativeness of the clusters (including those cases of pedestrians’ crosses in which there are no accidents).




4.2. Injury Severity Analysis Using MNL


The primary objective of this study is to explore the different contributing factors that are responsible for increasing the probability of a fatal outcome considering the fact that a pedestrian-vehicle crash has occurred in Spanish crosstown roads. In this analysis, a multinomial logit model was applied for each cluster and for the whole database, where the pedestrian injury severity was considered as a dependent variable with the following three possible classes: slightly injured, severely injured, or fatally injured. In this model, a total of 20 variables were considered, which includes the age of the drivers involved, the gender of the driver, the age of the pedestrians involved, the gender of the pedestrian, atmospheric factors, the day of the week when the accident occurred, the type of day, lighting conditions, the visibility restrictions during the accident, time, lane width, shoulder type, the presence of sidewalk, the state of the road markings, the total number of injuries, the number of the vehicle occupants involved, the infractions committed by the pedestrian, the pedestrian action, the infractions committed by the driver and the possible speed infractions committed by the driver. Using the maximisation of the log-likelihood method, a total of five models were developed, one for the whole data set and one for each cluster (from clusters 1–4). Moreover, a minor injury crash was selected as the base outcome in all models.



The effects of a contributing variable on the conditional probability of a fatal outcome in the case of a fatal or severe crash compared to a minor crash are shown by the estimated coefficients. Table 4 shows the estimation results of the different models. Following Kim et al. (2007) [34] and Sasidharan et al. (2015) [36], a significance level of 10% was used in this analysis. In Table 4, only statistically significant variables at a significance level of 10% have been represented.



The predictors with positive coefficients indicate an increase in the probability of occurrence of fatal or severe injury crashes as compared to minor injury crashes. Moreover, variables that significantly increase the probability of fatal and severe crashes considering the whole data set model are as follows: visibility restricted by weather conditions or glare, infractions committed by pedestrians such as not using crossings, crossing unlawfully, or walking on the road, infractions committed by the driver such as distracted driving, not respecting a light or a crossing and finally, speed infractions by drivers such as an inadequate speed. The results revealed that the variable pedestrian’s age is very significant. The odds ratio estimated for a pedestrian’s age between 18 and 30 years old was   0.531   (  e  − 0.633   )  . This analysis suggests that the probability of a fatal or severance outcome decreases when the pedestrian is aged between 18 and 30 years old compared to the elderly (aged 65 and over), as well as it happens with the other age groups.



With regard to visibility restrictions, the odds ratio estimated for visibility restricted by weather conditions was   2.654   (  e  0.976   )   and   2.460   (  e  0.900   )   for visibility restricted by glare. These results suggest that visibility restrictions increase the conditional probability of a fatal or severe outcome in the case of a crash. On the other hand, it has been demonstrated that other factors such as the lane width had also an important effect on crash severity. The odds ratio estimated for a lane width of fewer than 3.25 m was   0.602   (  e  − 0.507   )   and   0.547   (  e  − 0.604   )   for a lane width of between 3.25–3.75 m, compared to a lane width of more than 3.75 m. These results suggest that a narrower lane decreases the conditional probability of a fatal or severe outcome in the case of a crash involving a pedestrian. At first glance, this result could be expected, since according to previous literature, a wide lane may encourage higher speeds and hence may increase the severity. Something similar happens with the shoulder width. The severity is lower for shoulder width of less than 2.5 m, as it can be seen in Table 4.



It has been observed that meaningful relations can be concealed while analyzing traffic accidents in a large set of heterogeneous data. Many studies have demonstrated that segmenting the data into homogeneous groups helps in reducing heterogeneity and provides further information on traffic safety analysis [27,28]. On the other hand, some of the variables that have not been identified as meaningful in the entire database analysis are considered as determinative for a cluster. As shown in Table 4, the significance of the effects of variables is estimated to be very different in the whole data model and the cluster models. For example, the odds ratio of the age of pedestrians between 18 and 30 years old was determined to be 0.531 ( e −0.633) for the whole data analysis, while it was determined to be 0.312 ( e −1.164) for cluster 2. The whole data analysis reports that the odds ratio of a pedestrian (in the age group of 18–30 years old) being involved in a crash of fatal or severe injuries is 46.9% lower than the baseline condition (pedestrians older than 65 years old). Nevertheless, the odds ratio estimated for cluster 2 demonstrated that pedestrians between 18 and 30 years old, who traverse crosstown roads without shoulder, with sidewalk and where drivers have committed driving infractions, are 68.8% less likely to suffer fatal or severe injuries as compared to the baseline condition (minor injuries).



Furthermore, some variables are considered significant only for certain clusters, which provide added information, as can be seen in Table 4. For example, the variable early morning is not considered significant in the whole database, while the odds ratio is estimated to be 0.158 (e−1.848) for cluster 2. This indicates that the odds ratio of a pedestrian being involved in a crash with fatal or severe injuries when the accident occurs on crosstown roads without shoulder, with sidewalk and where drivers commit infractions is 84.2% lower in the early morning when compared to the night. Similarly, separate margins marked correctly (compared to no markings) are not considered significant in the whole data analysis. This factor is measured to be 65.30 (e4.179) for cluster 4, which suggests that pedestrian-vehicle crashes with young drivers and elderly pedestrians are 6000% more likely to suffer fatal or severe injuries when compared to no separate marking. In other words, crosstown roads with no road markings are more likely to cause fatal or serious injuries during pedestrian crashes.



In general, the statistical analysis also shows that pedestrian-vehicle crashes are more likely to cause fatal or severe injuries when pedestrians commit an infraction (such as not using crossings, invading the road or crossing unlawfully, among others). For instance, crossing unlawfully a crosstown road is 215% more likely to result in serious injury or fatal injury when compared to the baseline condition (no infraction committed). Similarly, exceeding speed (compared to no infraction) is considered significant in the whole data analysis. This factor is estimated to be 3.48 (e1.246), which indicates that where drivers exceed speed, pedestrians injured in accidents are 248% more likely to result in serious injury or fatality when compared to the baseline condition (no speed infraction committed by the driver). With regard to infrastructure factors, the odds ratio for a lane width between 3.25 m and 3.75 m was estimated to be 0.547 (e−0.604) and it was 0.602 (e−0.507) for a lane width of less than 3.25 m. These results indicate that a wider lane increases the conditional probability of a fatal outcome in the case of a crash. In addition, conditions of poor visibility caused by bad weather or glare increase the severity of pedestrian injuries on crosstown road accidents.





5. Conclusions


In order to examine the influence of infractions of pedestrians and drivers, crash and infrastructure factors on the severity of the pedestrian injury, this study applied a k-means cluster and a multinomial logit model. From 2006 to 2016, a total of 1535 accidents (involving one vehicle and one pedestrian) were examined on Spanish crosstown roads. Moreover, the severity of injured pedestrians was divided considering the consequences of the accident: fatal (death), serious injury, and minor injury. First, crash data were segmented into a homogeneous group using clustering techniques. The statistical analysis shows that factors such as visibility restricted by weather conditions or glare, infractions committed by the pedestrian (such as not using crossings, crossing unlawfully, or walking on the road), infractions committed by the driver (such as distracted driving, not respecting a light or a crossing) and finally speed infractions by drivers (such as inadequate speed) increase the severity of the pedestrian injured. On the other hand, factors such as the age, the shoulder width (1.5–2.5 m), the existence of pavement and lane width of no more than 3.75 m, the early morning traffic, eve of holiday and the existence of road markings are the variables that are associated with less severe injured victims.



In addition, the results also show that combining clustering techniques such as k-means cluster and multinomial logit models can successfully provide the underlying patterns pertaining to accident data. However, variables that are not significant have also been identified and found to be very meaningful in the case of a specific cluster. It can, therefore, be concluded that clustering techniques are found to be a useful tool for segmenting crash data.



Furthermore, infractions committed by drivers and pedestrians have been proved to be determinant (significant) factors in this specific type of road. Infractions such as not using road crossings or crossing unlawfully have been constantly interpreted throughout the analysis of accidents. Moreover, the pedestrian infractions occur due to a subject with physical limitation (elderly or disable pedestrians), or due to negligence (road safety education). In order to better design practical policy measurements for our cities, the behavior of elderly pedestrians should be analysed in more detail. Firstly, pedestrian crossings must be consistent, intuitive and well-marked. Moreover, special attention should be paid to older pedestrians because in Spain the share of the elderly population, aged over 65, is projected to increase. Secondly, traffic rules and regulations should be refreshed and enforced for young drivers and repeat offenders. It is evident that new strategies are required to integrate crosstown roads into the urban structure once they become obsolete. Part of the solution can be redundant signalling and the implementation of alternative traffic calming devices. In addition, the main pedestrian crossings traversing the crosstown road should be analysed taking into consideration the main purpose of the pedestrian trip. Our results demonstrate that daylight condition contributes to less severe consequences on the severity of a pedestrian injury. Hence, it is recommended to increase the level of lighting in order to prevent pedestrian severity. Finally, it is also important to mention the infractions committed by drivers. The most frequent infractions committed by drivers have been distracted driving, not respecting a crossing or a traffic light and driving in the opposite direction. It has also been observed that most of the drivers drive at an inadequate speed. Hence, the results show that driving at an inappropriate speed increases the probability of a pedestrian being involved in more severe injuries.



Hence, a set of strategic action plans at the urban level can be designed based on the above results of the statistical analysis. In order to achieve the objective of zero pedestrian-vehicle accidents, the statistical techniques used in this study can help policymakers of transportation departments to determine crucial crash factors and to implement safety countermeasures.



In conclusion, this paper aimed to provide a first in-depth analysis of pedestrian behaviour in the specific road environment, with the objective of designing safer pedestrian routes and fostering more pedestrian mobility as a sustainable mode of transport. In terms of the methodology, further research is needed into the cluster attributes and patterns identified to determine more fully how these factors can be mitigated to reduce the risk of severe injury. Other variables, such as urban services accessibility index or other territorial variables have to be introduced to the model in order to analyse the impact of social severance on crosstown road accidents. Layout variables or exposure variables could be very relevant and have to be considered in further research. Similarly, other statistical methods such as latent class analysis or interactive tools such as Geographic Information System could also provide help to segment accident data or characterize the density of urban environment, respectively. This study can also be transferred to other types of roads or road scenarios. The conclusions from this research could help policymakers to identify critical crash factors and develop safety countermeasures to reduce pedestrian injuries.
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