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Abstract

:

The cargo handling capacity of a port is the most basic and important indicator of port size. Based on the Defense Meteorological Satellite Program-Operational Linescan System (DMSP-OLS) nighttime light data and panel model, this study attempts to estimate the cargo handling capacity of 28 coastal ports in China using satellite remote sensing. The study confirmed that there is a very close correlation between DMSP-OLS nighttime light data and the cargo handling capacity of the ports. Based on this correlation, the panel data model was established for remote sensing-based estimation of cargo handling capacity at the port and port group scales. The test results confirm that the nighttime light data can be used to accurately estimate the cargo handling capacity of Chinese ports, especially for the Yangtze River Delta Port Group, Pearl River Delta Port Group, Southeast Coastal Port Group, and Southwest Coastal Port Group that possess huge cargo handling capacities. The high accuracy of the model reveals that the remote sensing analysis method can make up for the lack of statistical data to a certain extent, which helps to scientifically analyze the spatiotemporal dynamic changes of coastal ports, provides a strong basis for decision-making regarding port development, and more importantly provides a convenient estimation method for areas that have long lacked statistical data on cargo handling capacity.
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1. Introduction


In recent years, the process of globalization has continued to deepen and the volume of international trade in goods has increased constantly. Due to the advantages of large transportation volume and low freight rate, maritime transportation accounts for more than 90% of international freight transportation. Coastal ports have become important nodes for trade between countries, and the cargo handling capacity (also known as Cargo throughout) is the most basic and important indicator for measuring the development status of coastal ports. As defined by China Ports & Harbors Association, the cargo handling capacity is “the weight of loaded and unloaded goods that enter and exit the port area by waterway during the reporting period,” usually in tons. The index has been widely used to evaluate the scale and comprehensive capacity of sea ports [1,2,3]. The calculation methods of cargo handling capacity include calculating the inbound throughput of the cargo that enters the port by waterway and is then unloaded, calculating the outbound throughput of the cargo that is loaded and shipped out of the port, and calculating the inbound and outbound throughputs of the transit cargo that enters the port by waterway and is shipped out of the port by waterway after unloading and loading processes. The cargo handling capacity is calculated after the completion of cargo loading and unloading and the handling of transfer formalities by the ship at the port. The weight of the cargoes, such as livestock, poultry, and light cargo, of which the actual weight cannot be obtained, is converted by the use of coefficients. Accurate estimation of the cargo handling capacity can provide a scientific basis for the future planning and construction of customized and elaborate and efficient coastal ports, which plays an important role in further understanding port development status, exploring the spatiotemporal dynamics of ports, discerning the new rules of port development, and improving port competitiveness.



Previously, statistical data was the predominant basis for research on cargo handling capacity. For example, when analyzing cargo distribution of Brazilian ports based on fuzzy logic and social networks, Sun and Tan collected the national statistical data on cargo handling capacity [4]; Eddie et al. used the cargo handling capacity data released by the Statistics Department of Hong Kong Special Administrative Region to analyze the response of Hong Kong Port’s cargo handling capacity to factor cost differentials [5]. In studying the impacts of exchange rate changes, global economic activities, and Baltic dry index (BDI) fluctuations on the cargo handling capacity of South Korean ports, Chang also utilized cargo handling capacity data from national statistical data [6]. Dependence on statistical data not only requires a high amount of effort in collecting and sorting data, but also often suffers from the different statistical caliber of various sets of data, as well as the lack of statistical data in certain cases (e.g., war zones). Therefore, there is a need for stable and faster data sources for better port studies.



Field research indicates that in order to facilitate day- and nighttime operation, the ships berthing at coastal ports at night for loading and unloading cargo, as well as those in the cargo handling area, usually keep their lights on. The more ships there are that are loading and unloading cargoes, the larger the cargo volume and the higher the light intensity. Based on this feature of coastal ports, we envisaged the possibility of estimating the port throughput by observing the light intensity of ports at night. In terms of collecting nighttime light data, the Defense Meteorological Satellite Program-Operational Linescan System (DMSP-OLS) nighttime light data is a good data source that is widely used to establish models and estimate socio-economic factors [7,8,9,10,11,12,13,14,15]. Nighttime lights could be used as a proxy for some economic variables, especially in areas or times where other data are insufficient or unavailable [16,17]. The DMSP is made up of military meteorological remote-sensing satellites launched by the United States and carries the OLS sensor that usually operates at night. The OLS sensor is four times more sensitive than conventional sensors, especially to visible light and near-infrared light [18]. The OLS sensor is designed to collect low-light imaging data to detect moonlight reflected by the clouds. However, it was quickly discovered that light radiation associated with human activities can also be observed when clouds are not present [16,19,20,21]. For instance, data on light sources such as city lights, gas flares, firelight, and vessel lights can be collected by DMSP-OLS sensors [22,23,24,25]. As a result, many scholars have applied nighttime light data to the study of fishing boats, cargo volumes, ports, etc. For example, Elvidge et al. used nighttime lights to detect and trace ships giving off strong light signals [24,26,27]. Shi et al. used NPP-VIIRS data to estimate freight volume [28]. Li et al. used the DMSP-OLS nighttime light imagery to provide comprehensive scores for port economics of major cities in the Yangtze River Basin [29]. Although these studies are carried out around seaports and offshore areas, quantitative remote sensing studies on cargo handling capacity have not been reported. This paper attempted to fill this void by using DMSP-OLS nighttime light data to estimate the cargo handling capacity of seaports.



Panel data analysis is a regression analysis method based on spatio-temporal data, which is commonly used in trade and logistics research. For example, Chu used panel data to study logistics and economic growth [30]. Lakew et al. used panel data to analyze air cargo costs in the United States, airport traffic and airport delays in the aviation industry [31]. Guo et al. studied the relationship among carbon emissions, GDP, and logistics by using a panel data model and a combination of statistics and econometrics theory [32]. Considering data as a panel, not just a cross-sectional or time series data, has multiple advantages. Panel data have more information, more variability, more degrees of freedom, and other properties. The panel data can be adjusted dynamically, and the appropriate model can be generated [33,34,35]. In recent years, panel data have also been gradually applied in the remote sensing field. For instance, Shi et al. performed the panel data analysis of spatiotemporal emission dynamics of Chinese CO2 based on DMSP-OLS stable night light data and proved that panel data analysis could provide a series of regression models to model CO2 emissions efficiently across spatial and temporal dimensions without any ancillary data [36]. Therefore, based on the predecessors’ studies, the cargo throughputs of the coastal ports in China are estimated using the panel model and DMSP-OLS night light data.




2. Materials and Methods


2.1. Study Area


Based on the rankings of Chinese ports in multiple years and data from the China Ports Yearbook, this study selected 28 top ranking coastal ports with active transportation activities among the five major port groups, i.e., the Round Bohai Sea Area Port Group (RBAPG): Dalian Port, Yingkou Port, Jinzhou-Huludao Port, Tianjin Port, Qinhuangdao Port, Tangshan Port, Qingdao Port, Yantai Port, Rizhao Port, and Weihai Port; the Yangtze River Delta Port Group (YRDPG): Shanghai Port, Ningbo-Zhoushan Port, Lianyun Port, Wenzhou Port, Nantong Port, Taizhou Port, and Jiaxing Port; the Southeast Coastal Port Group (SECPG): Xiamen Port and Fuzhou Port; the Pearl River Delta Port Group (PRDPG): Guangzhou Port, Shenzhen Port, Zhuhai Port, Shantou Port, Shanwei Port, and Maoming Port; and the Southwest Coastal Port Group (SWCPG): Zhanjiang Port, Haikou Port, and Sanya Port. Due to the small number of ports selected from the SECPG and SWCP, this paper combined these two port groups with the YRDPG and PRDPG, respectively, so as to ensure sufficient sample sizes and make the panel analysis more accurate. The selected 28 Chinese coastal ports are all among the top 50 global ports. The geographical distribution and spatial temporal change of Cargo Handling Capacity of the 28 coastal ports are shown in Figure 1 and Figure 2.




2.2. Data Source


This study sorted out the annual cargo handling capacity (in multiples of 10,000 tons) of 28 Chinese coastal ports from the China Ports Yearbook 2001–2013. The 10-year cargo handling capacity data from 2001 to 2010 were used as sample data for modeling, and the 3-year data of 2011, 2012, and 2013 were used to validate the final panel model.



The DMSP-OLS nighttime average lights (NAL) X Pct data from 2001 to 2013 used in this study was derived from the website of the National Geophysical Data Center (NGDC) of the National Oceanic and Atmospheric Administration (NOAA) (https://ngdc.noaa.gov/eog/dmsp/downloadV4composites.html). The DMSP-OLS data downloaded from the NOAA official website was in three formats, i.e., cf_cvg, avg_vis, and stable_light.avg_vis, corresponding to cloud-free observation light frequency image, average DN value image, and stable light DN value image. This study mainly utilized DMSP-OLS NAL x Pct data. The avg_lights_x_pct is derived from the average visible band digital number (DN) of cloud-free light detections multiplied by the percent frequency of light detection. The inclusion of the percent frequency of detection term normalizes the resulting digital values for variations in the persistence of lighting. For instance, the value for a light only detected half the time is discounted by 50%. Note that this product contains detections from fires and a variable amount of background noise. This is the product used to infer gas flaring volumes from the nighttime lights (https://ngdc.noaa.gov/eog/dmsp/downloadV4composites.html). A series of pre-processing was then performed on the light image.




2.3. Data Pre-Processing


First, the latitude and longitude of each port location were collected, and ArcGIS 10.2 software was used to locate the corresponding spatial positions to ensure the accuracy of each port location. However, due to improper planar projection during the research process, it is possible that there is large-scale deformation of the coastal port area on the map, resulting in inconsistency between the real and actual influence range of each port. This also affects the corresponding nighttime light intensity and total cargo handling capacity in the port area and may lead to large errors in research results. In order to avoid this problem, projection transformation was conducted on each port using the ArcGIS software. Since the distances between the ports are relatively small, the projection transformation set the central meridian of Albers projection as the longitude of each port location, respectively. These two operations can effectively reduce the error in nighttime light intensity and increase the accuracy and precision of the data in this research.



Due to such reasons as the angular deviation of each flight of the DMSP satellites and the continuous aging of the OLS sensors, mechanical errors in images have increased every year. Therefore, it is necessary to compensate for these errors through inter-calibration of images. Elvidge et al. suggested using the areas having very little change in light over time (also known as Pseudo Invariant Features, PIFs [37]) and second order regression model to address this issue [38]. The key to the method is to find the appropriate reference image and PIFs. In terms of the reference image, they pointed out that the satellite data image F12 1999 has the highest saturation value of light intensity, and the urban bright center in this remote-sensing image has the highest saturation value (DN = 63) [38]. In terms of PIFs, of all the areas examined, Sicily had the most favorable characteristics—an even spread of data across the full dynamic range and a more sharply defined diagonal clusters of points. Thus, taking all the pixels within Sicily as PIFs and F12 1999 as a reference image, the nighttime light grid data for 13 years from 2001 to 2013 were intercalibrated by using the second order regression model according to Elvidge et al. [38]. Figure 3 shows the scatter plots for each of the satellite years versus F12 1999 for the nighttime lights of Sicily.




2.4. Generation of the Port Buffer Zone and Statistics of Light Values


The spatial range needs to be determined before the statistical analysis of light values. First, it is necessary to obtain the spatial position of each port and then establish a buffer zone centered on this position. The buffer zone is regarded as the main transportation activity area of the port, i.e., the statistical range of the light values. Too small a buffer zone may cause incomplete coverage, while too large a buffer zone may overlap with the activity area of an adjacent port, which will make it impossible to clearly distinguish the light intensity contributions of each port in the overlapping area. In order to ensure that there is no overlap between the buffer areas of the two closest ports, Shenzhen port and Guangzhou port, and ensure all the buffer areas can cover all the lights near each port, we selected 22.2 km as the buffer radius. It seems more reasonable that the appropriate buffer zones should be determined according to the port size, but doing this requires more prior knowledge. In this sense, a fixed radius is more appropriate and makes the method more generally applicable. The 28 ports selected in this paper are all coastal ports. The Port of Hong Kong is not included in the study area since it is too close to the surrounding ports. Despite some cargo transportation, and the loading and unloading activities on land, most of their activities such as cargo transportation and shipping are completed at sea. Because some irrelevant urban activities on land such as the living, working and entertainment of city residents have a greater impact on light intensity, the land lights should be excluded from the buffer zones when estimating cargo handling capacity. To address this issue, the pixels located over land were identified by using the latest administrative map provided by the Ministry of Civil Affairs of the People’s Republic of China (http://xzqh.mca.gov.cn/map) and excluded from the analysis. The specific range of each port buffer zone is shown in Figure 4. After determining the effective range of the port buffer zone, statistics were prepared for the total light values in each buffer zone.




2.5. Establishment of Panel Model


Both time-series data and cross-section data are one-dimensional. Time-series data are data of a variable derived over time, and cross-section data are a data set of a variable at a fixed time point. The panel data are two-dimensional data composed of both time-series and cross-section data. They are the repeated observation data of the individual entity on the cross section at different time points. From the cross-sectional view, the panel data are composed of cross-sectional observation values of several individual entities at a certain time point. From the longitudinal-sectional perspective, each individual entity is a time series.



Previously, scholars tended to use time series to study the cargo handling capacity of ports. For instance, Adhikari proposes a linear combination method for the prediction of port cargo handling capacity based on time series [39]. Recently, many scholars have taken advantage of panel data in research, such as a using panel data model to simulate the efficiency of ports operating (cargo) in Europe [40] and using panel data model to estimate the transportation demand of perishable cargo [41]. This study used the panel model to establish a regression relationship between the cargo handling capacity (CHC) and the nighttime average lights (NAL) of coastal ports.



2.5.1. Unit Root Test of Panel Data


Some non-stationary time series often show a common variation trend. However, these time series are not necessarily directly correlated. Although the regression of such data may produce a high R-squared value, the result may have no practical significance. In order to avoid spurious regression and ensure the validity of estimation results, it is necessary to test the stationarity of each panel data [42]. In general, the stationarity of times series can be roughly judged by some attribute graphs of the series. However, the result of this visual inspection may be inaccurate. Hence, the most common method, i.e., the unit root test, was used to test the stationarity of the data. The null hypothesis of the unit root test assumes that the data are non-stationary; if the test results reject the null hypothesis, the data are stationary. The unit root test method has become an important basis for the complex analysis of panel analysis. Two specific methods, namely Levin–Lin–Chu (LLC) test [43] and the Augmented Dickey Fuller–Fisher test [44], are commonly used for the unit root test and for authenticating each other.




2.5.2. Co-Integration Test of Panel Data


If the unit root test finds that the variables in the same order are integrated, then the co-integration test can be continued to further avoid spurious regression and prove that there is a long-term equilibrium relationship among these series at the statistical level. The null hypothesis of the co-integration test assumes that there is no co-integration relationship between the variables. If the test results do not reject the null hypothesis, there may be no long-term relationship between the variables, and the resulting panel model cannot be used to estimate the predicted values. Pedroni proposed seven commonly used methods of panel co-integration tests based on residuals under null hypothesis, namely, panel v-statistic, panel rho-statistic, panel PP-statistic, panel ADF-statistic, group rho-statistic, group PP-statistic, and group ADF-statistic [45]. Such methods allow for the existence of a heterogeneous panel. Thus, we used these methods to preform co-integration tests. Detailed descriptions of these tests and related thresholds can be discovered in Pedroni’s papers [46].




2.5.3. Panel Model Estimation


The sample data used in panel estimation contained information in three aspects, i.e., individual entity, indicator, and time. If the model form is incorrectly set, the estimation result will deviate far from the desired simulation. Generally, there are three panel data models, i.e., the constant coefficient model, the variable intercept model, and the variable parameter model.


yit=α+xit·β+εit,    (i=1,2,…,N;  t=1,2,…,T).



(1)





	Case 1:

	
αi=αj,  βi=βj (constant coefficient model);




	Case 2:

	
αi≠αj,  βi=βj (variable intercept model);




	Case 3:

	
αi≠αj,  βi≠βj (variable parameter model).









As a consequence, the first step in building a panel model is to determine which model form the sample data conforms to, so as to avoid deviations in model settings and improve the validity of parameter estimation. The following two hypotheses are mainly tested:


H1:β1=β2=…=βN



(2)








H2:α1=α2=…=αN,   β1=β2=…=βN.



(3)





If the hypothesis H2 is accepted, the constant coefficient model is considered as the model that matches the sample data. If the hypothesis H2 is rejected, and hypothesis H1 is accepted, the variable intercept model is considered as the model that matches the sample data. If both, hypothesis H1 and hypothesis H2 are rejected, the variable parameter model is considered as the model that matches the sample data. This study mainly used the F-test to determine the rational panel model.



The technical procedure of the entire research is as follows (Figure 5). First, we selected and downloaded the required data, then performed inter-calibration of the DMSP-OLS data and projection adjustment of the vector data. Secondly, the total light intensity of the sea area in the buffer zone of each coastal port in the calibrated image was obtained. Thirdly, the panel data for unit root test and co-integration test were prepared to obtain the optimal panel model. Finally, the panel model was verified.






3. Results


The study was conducted at two spatial scales, i.e., three port groups and 28 ports, and the corresponding panel model parameters were obtained to estimate the cargo handling capacity and carry out spatiotemporal dynamic analysis.



3.1. Results of Unit Root Test of Panel Data


In this study, the Levin–Lin–Chu (LLC) test and the ADF-Fisher test were used for the unit root test of CHC and the DMSP-OLS NAL of the following port groups: the RBAPG, the YRDPG & SECPG, and the PRDPG & SWCPG. Table 1 shows the test results. On the whole, the levels of CHC and NAL in the RBAPG, the YRDPG & SECPG, and the PRDPG & SWCPG showed unstable test results in the LLC test and ADF test, rejecting the null hypothesis at the 1, 5, and 10% significance levels, or even not rejecting the null hypothesis. In the next first-difference transformation, almost all CHC and NAL passed the LLC test and ADF test at the 1% significance level, rejecting the non-stationary null hypothesis. It is thus proved that both CHC and NAL are stationary variables, ruling out spurious regression to some extent.




3.2. Results of the Co-Integration Test of Panel Data


At the spatial scale of port groups, the co-integration test was conducted on two indicators of the three port groups. Table 2 shows that the results of the five test methods for the RBAPG and the PRDPG & SWCPG rejected the null hypothesis, and the results of the three test methods for the YRDPG & SECPG rejected the null hypothesis. In the panel PP-statistic method, all three port groups rejected the null hypothesis of non-cointegration at the 1% significance level. It can be seen that there is a long-term equilibrium relationship between CHC and NAL in the three port groups, which can completely rule out the case that the regression is spurious. The functional relationship between CHC and NAL is meaningful [47].




3.3. Parameter Estimation of the Panel Model


After multiple attempts, the variable parameter panel model passed the F test and was the most suitable for capturing the regression relationship between CHC and NAL. The R-squared, adjusted R-squared, F-statistic, and Prob (F-statistic) parameters of the model are shown in Table 3. The variable parameter model can adapt to complex actual changes, reduce deviations, and improve accuracy. Therefore, the variable parameter model is widely used and plays an important role in the fields of biology, medicine, environment, finance, etc. [48]. The variable parameter panel model was used for modeling CHC and NAL in this study. The derived model at the port group level is as follows:



RBAPG:


CHCit=−100017.9661066+αi+βiNALit    (i=1,2,…,10; t=1,2,…,10).



(4)







YRDPG & SECPG:


CHCit=−10522.7043291+αi+βiNALit    (i=1,2,…,9; t=1,2,…,10)



(5)







PRDPG & SWCPG:


CHCit=−10190.8948633+αi+βiNALit    (i=1,2,…,9; t=1,2,…,10).



(6)







Table 4 are models derived at the port level. It can be seen from Table 4 that the CHC and NAL of 27 ports are obviously positively correlated. Only in Maoming Port is the coefficient βi negative, showing a negative correlation with NAL, but its intercept αi is very large. The case of Maoming Port is worth further exploration.




3.4. Verification of the Panel Model


3.4.1. Accuracy Test for All Ports


Based on the obtained variable parameter panel model, the CHC values of each port from 2011 to 2013 were predicted using the NAL data in these three years, and the predicted values were then compared with the real values. Figure 6 compares the real and predicted CHC in these three years. It can be seen from the figure that the two are very close and almost match perfectly at some ports. Hence, the variable parameter panel model is rational.



In order to further prove the rationality of the variable parameter panel model, a linear regression model was established using the predicted and real values. As shown in Figure 7, the R-square values between real and predicted CHC in these three years were all above 0.9, passing the F-test at the 0.01 significance level. It is again proved that the DMSP-OLS NAL can simulate CHC via the variable parameter panel model.




3.4.2. Accuracy Test for Three Port Groups


Figure 8 is a comparison chart of the predicted and real CHC of the three port groups in 2013.



From Figure 8, it appears that the fitting accuracy of the model has certain geographical differences. The R-square of regression model for the RBAPG was 0.753, which was significantly lower than 0.985 for the YRDPG & SECPG and 0.918 for the PRDPG & SWCPG. We speculated that this may be related to air quality. The heavy haze pollution around the Bohai sea might weaken the light emitted from the ports. To confirm this suspicion, we collected air quality index (AQI) data of 53 coastal cities in 2014 from the China National Environmental Monitoring Center. According to the National Ambient Air Quality Standard of China, AQI is a dimensionless index that quantitatively describes air quality. The bigger the value, the more serious the air pollution situation is. The kriging interpolation method was used to generate an AQI map as shown in Figure 9. As we guessed, the Bohai-Rim area had the most serious air pollution problem, which reduced the intensity of the light. Therefore, the fitting degree of the RBAPG is relatively lower than other port groups in 2013. However, in recent years, China’s air quality has improved significantly, so this external factor can be ignored in prediction processes in the future.





3.5. Spatial Pattern and Evolution of CHC for Coastal Ports in China from 2001 to 2015


The above results can be used to analyze the spatial pattern and evolution of CHC for coastal ports in China and help understand and plan the cargo transportation routes and mechanisms of coastal ports in China. Choosing a right time interval helps to better observe the spatial-temporal change [49,50], thus we investigated the spatial pattern and evolution of CHC for Coastal Ports at five-year intervals. Figure 10 shows the spatial distribution of CHC for 28 large coastal ports in China in 2001, 2005, 2010, and 2015. It can be seen from Figure 10 that, in the 15 years from 2001 to 2015, the total CHC of China’s coastal ports continued to increase and maintained a generally stable distribution. The coastal ports that always possess a high CHC include Dalian Port, Qinhuangdao Port, Tianjin Port, Qingdao Port, Shanghai Port, Ningbo-Zhoushan Port, Guangzhou Port, and Shenzhen Port. The CHC of Shanghai Port always ranked first in China, and Ningbo-Zhoushan Port ranked second. The gap between the two has rapidly narrowed since 2010. From 2005 to 2010, the overall CHC of 28 ports increased rapidly, and the growth rate slowed down from 2010 to 2015. Yingkou Port, Tangshan Port, Yantai Port, and Rizhao Port began to grow after 2005, with CHC increasing year by year. The CHC of Xiamen Port and Wenzhou Port also increased rapidly after 2010. In 2001, the CHC of Maoming Port and Zhanjiang Port were evenly matched, but in 2015, the CHC of Zhanjiang Port far exceeded that of Maoming Port. It is worth noting that, due to the tightening of resource export policy and the implementation of energy security strategy in 2005, the growth rate in this year was not particularly significant compared with that in 2001.





4. Discussion


The cargo transportation activities were carried out in the sea area near the port, without any respite, all day and night. In order to ensure normal nighttime operation similar to daytime operation, the sea area at the port is lit up at night. Using this feature, we attempted to estimate the CHC of coastal ports by observing the nighttime light data of the ports. We collected DMSP-OLS NAL data of 28 coastal ports in China from 2001 to 2010 as sample data to establish the panel model and verified it with data from 2011 to 2013. Finally, it was found that there is a long-term stable regression relationship between CHC and NAL. The fitting coefficients (R2) of regression equations were all higher than 0.9, i.e., the NAL data can be used to accurately estimate the CHC of coastal ports. The results have certain application values for the study of coastal port development at the regional scale, and compensate for the lack of data on CHC for some ports. Especially in areas where data are not available or data collection is inconvenient, the method is obviously an effective way to estimate the CHC data. The application of panel data model also makes the conclusions obtained in this paper have a broad significance, not limited to the research area.



In existing studies, DMSP-OLS stable nighttime light data is widely used in the socio-economic field, as it filters out a large number of temporary and unstable lights, including the lights of ships, which are very important for nighttime operation of ports. Hence, this paper used DMSP-OLS NAL data that retains such information as the data source. This data is seldom used in existing studies. Hence, to a certain degree, this study also extended the usage and values of NAL data.



Only DMSP-OLS nighttime lights data prior to 2013 has been released. Hence, the research period of this paper ends at 2013, which affects the relevance of the research. However, with innovations in technology, the update speed of future data can be improved, and the available sources of nighttime lights data are also increasing. In October 2011, the first Visible Infrared Imaging Radiometer Suite (VIIRS) sensor on board the Suomi National Polar Orbiting Partnership (S-NPP) satellite was launched. NPP/VIIRS has a higher spatial resolution and a wider radiation range than traditional DMSP/OLS data, so it may have advantages in simulating economic parameters. However, NPP/VIIRS presently only has six years of data, which is too few to build a panel model and verify accuracy. When we obtain enough samples, the data will be used to estimate the cargo handling capacity of coastal ports in future.



The predicted values of the RBAPG are generally lower than the real values. Combined with the actual situation, we speculated that the brightness of the image detected by the sensor would be influenced by air quality. Thus, AQI data of coastal cities were collected and processed, and the guesswork was confirmed. Air quality also has an impact on the authenticity of light values in night-time images, especially in areas where air quality is not perfect. AQIs can be added to later studies to perfect the panel formula, to correct images, to make the light values closer to the ground real situation, and reduce interferenceWe assume that if the AOI data were integrated into the model in future, better fitting effect might be obtained. At present, few studies have tried to estimate port cargo throughputs using night image values. This research has both methodological and practical significance.
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Figure 1. Research cases: the 28 coastal ports in China. 
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Figure 2. The Cargo handling capacity of coastal ports in each port group from 2001 to 2010: (a) cargo handling capacity of coastal ports in the RBAPG from 2001 to 2010; (b) cargo handling capacity of coastal ports in the YRDPG & SECPG from 2001 to 2010; (c) cargo handling capacity of coastal ports in the PRDPG & SWCPG from 2001 to 2010. 
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Figure 3. Scatter plot for image calibration for each year. 
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Figure 4. Light collection range of coastal ports. 
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Figure 5. Research process flow chart. 
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Figure 6. Comparison between the real and predicted CHC of coastal ports: for the year of 2011, 2012, and 2013: (a) Comparison between real and predicted CHC of coastal ports in 2011; (b) Comparison between real and predicted CHC of coastal ports in 2012; (c) Comparison between real and predicted CHC of coastal ports in 2013. 
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Figure 7. Fitting degree between real and predicted CHC of coastal ports for the year of 2011, 2012, and 2013: (a) Fitting degree between real and predicted CHC of coastal ports in 2011; (b) Fitting degree between real and predicted CHC of coastal ports in 2012; (c) Fitting degree between real and predicted CHC of coastal ports in 2013. 
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Figure 8. Fitting degrees at the port group level: (a) fitting degrees of the RBAPG; (b) fitting degrees of the YRDPG & SECPG; (c) fitting degrees of the PRDPG & SWCPG. 
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Figure 9. The heat map of the air quality index (AQI) in the coastal area of China in 2014. 
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Figure 10. Spatiotemporal analysis of CHC for coastal ports in China: (a) spatiotemporal analysis of 2001 CHC for coastal ports in China; (b) spatiotemporal analysis of 2005 CHC for coastal ports in China; (c) spatiotemporal analysis of 2010 CHC for coastal ports in China; (d) spatiotemporal analysis of 2015 CHC for coastal ports in China. 
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Table 1. Pool unit root test.
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Port Group

	
Variable

	
ADF

	
ADF

	
LLC

	
LLC




	

	

	
Level

	
First Difference

	
Level

	
First Difference






	
RBAPG

	
CHC

	
11.8788

	
42.5880 ***

	
1.11674

	
−8.35618 ***




	
NAL

	
34.9262 **

	
71.2847 ***

	
−11.8514 ***

	
−12.2575 ***




	
YRDPG & SECPG

	
CHC

	
9.33534

	
24.1933

	
−1.64247 **

	
−4.75277 ***




	
NAL

	
17.3270 *

	
23.2828 ***

	
−4.28212 ***

	
−6.69991 ***




	
PRDPG & SWCPG

	
CHC

	
3.61232

	
33.1364 ***

	
4.31733

	
−4.81040 ***




	
NAL

	
23.6416

	
40.1869 ***

	
−3.13365 ***

	
−7.74467 ***








* Significant at the 10% level; ** significant at the 5% level; *** significant at the 1% level.
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