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Abstract

:

This study is a preliminary assessment of the latest version of the Global Satellite Measurement of Precipitation (GSMaP version 08) data, which were released in December 2021, for the Indonesian Maritime Continent (IMC), using rain gauge (RG) observations from December 2021 to June 2022. Assessments were carried out with 586 rain gauge (RG) stations using a point-to-pixel approach through continuous statistical and contingency table metrics. It was found that the coefficient correlation (CC) of GSMaP version 08 products against RG observations varied between low (CC = 0.14–0.29), moderate (CC = 0.33–0.45), and good correlation (CC = 0.72–0.75), for the hourly, daily, and monthly scales with a tendency to overestimate, indicated by a positive relative bias (RB). Even though the correlation of hourly data is still low, GSMaP can still capture diurnal patterns in the IMC, as indicated by the compatibility of the estimated peak times for the precipitation amount and frequency. GSMaP data also manage to observe heavy rainfall, as indicated by the good of detection (POD) values for daily data ranging from probability 0.71 to 0.81. Such a good POD value of daily data is followed by a relatively low false alarm ratio (FAR) (FAR < 0.5). However, the GSMaP overestimates light rainfall (R < 1 mm/day); as a consequence, it overestimates the consecutive wet days (CWD) and number of days with rainfall ≥ 1 mm (R1mm) indices, and underestimates the consecutive dry days (CDD) extreme rain index. GSMaP daily data accuracy depends on IMC’s topographic conditions, especially for GSMaP real-time data. Of all GSMaP version 08 products evaluated, outperformed post-real-time non-gauge-calibrated (GSMaP_MVK), and followed by post-real-time gauge-calibrated (GSMaP_Gauge), near-real-time gauge-calibrated (GSMaP_NRT_G), near-real-time non-gauge-calibrated (GSMaP_NRT), real-time gauge-calibrated (GSMaP_Now_G), and real-time non-gauge-calibrated (GSMaP_Now). Thus, GSMaP near-real-time data have the potential for observing rainfall in IMC with faster latency.
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1. Introduction


For the last two decades, satellite precipitation products (SPPs) have played a significant role in meteorology, climatology, and hydrology analysis [1]. The development of remote sensing techniques on satellites, the accuracy of SPPs is increasingly reliable [2,3]. In addition to their improved accuracy, currently, SPPs data are available in high spatial and temporal resolution and cover almost the entire world (quasi-global) [4]. This condition allows SPPs to be complementary to the lack of surface rainfall data from rain gauges and weather radar on a regional and global scales.



Various SPPs data are available with different resolutions and coverage areas depending on the data sources and techniques used. For example, Precipitation Estimation from Remotely Sensed Information Using Artificial Neural Networks (PERSIANN) data using artificial intelligence techniques produces precipitation data with a resolution of 0.25°-hourly and covers 60°S–60°N [5]. With the same coverage area, the Data Climate Prediction Center Morphing Algorithm (CMORPH) produces precipitation data with a 0.25°-daily resolution based on morphing techniques [6]. Furthermore, there are data with a resolution of 0.05°-daily with a smart interpolation technique known as Climate Hazards Group Infrared Precipitation with Stations (CHIRPS) [7]. In addition to the SPPs data already mentioned, there are also various other SPPs data with different resolutions and techniques. Although the technique used from SPPs has advanced, the rainfall value obtained is still an estimate with errors and uncertainties [8,9,10]. Thus, SPPs data must be calibrated and validated before use.



In early 2014, a rainfall observation satellite called Global Satellite Measurement (GPM) was launched under collaboration between NASA and JAXA. GPM replaces the role of the Tropical Rainfall Measurement Mission (TRMM). The rainfall satellite (GPM or TRMM) is essential in merging IR and PMW data into rainfall data [11,12]. GPM-based SPPs data include Integrated Multi-satellite Retrievals for GPM (IMERG) and Global Satellite Measurement of Precipitation (GSMaP) data. NASA operates IMERG data, while JAXA operates GSMaP data [13,14]. IMERG and GSMaP provide rainfall data with a spatial resolution of 0.1 degrees with a temporal resolution of 0.5 h and 1 h, respectively. The validation of these data against surface observations has been carried out in several locations, and the accuracy varies by location [15,16,17,18,19,20,21,22,23]. In the mountainous region of Nepal, at high latitude, and the central plateau of Brazil, IMERG performance is better [16,19,21], while in China, Iran, and Yellow River regions, the GSMaP is better [15,17,22,23]. Therefore, the performance of the two data still needs to be evaluated for other regions to determine the error and uncertainty values of the GPM-based SPPs data specifically.



Based on the latency, the GPM-based SPPs data are classified into three data: real-time, near-real-time, and post-real-time. The selection of data will depend on the latency of the application from the user. Real-time SPPs GPM-based data is only available on GSMaP data known as GSMaP_Now. Furthermore, near-real-time data on IMERG are called IMERG Early (IMERG-E) and IMERG Late (IMERG-L), while on GSMaP, it is called GSMaP Near-Real Time (GSMaP-NRT). IMERG-E and GSMaP-NRT have a latency of 4 h, while IMERG-L has a latency of 12 h [13,14]. Real-time and near-real-time data from GPM-based SPPs can be used for monitoring extreme rainfall so to be used in the early warning of hydrometeorological disasters [24,25] such as floods, landslides, drought, and typhoons. Thus, the near-real-time SPPs GPM-based data can be used as a complement in areas with high potential for extreme rainfall, while surface measurement data is still minimal [26]. Although real-time and near-real-time SPPs data have many usages, they are still associated with higher error and uncertainty than post-real-time SPPs data [15,16,20]. The post real time data has a better accuracy because it has been corrected using surface measurement data and more complete multi-satellite data. The disadvantage of real-time post data is the very long latency. Post-real-time data from IMERG called IMERG Final (IMERG-F) has a latency of ~3.5 months. In GSMaP, the post-real-time data are called Microwave-IR Combined Product (GSMaP_MVK) and Gauge-calibrated Rainfall Product (GSMaP_Gauge) with a latency of 3 days [13,14]. Post-real-time GPM-based SPPs data with better accuracy have the potential to be used as input for weather and climate models [27,28,29].



Although most post-real-time data have better accuracy than real-time and near-real-time, previous research has shown that post-real-time data from GPM-based SPPs still has error and uncertainty values. Assessment of IMERG-F data in several locations show that there are still errors related to timescales, precipitation type, season, structure, intensity, and topography [30]. The assessment has been carried out in various ways around the world, with most studies conducted in Asia, especially in China. In addition, the version of IMERG-F data that has been evaluated includes all versions, starting from the oldest version (version 03) to the latest version (version 06). On the other hand, although evaluation of GSMaP data is not as extensive as the evaluation conducted on IMERG, the GSMaP-MVK and GSMaP-Gauge data have also been evaluated for various regions worldwide including Asia [15,21,23,31,32], Australia [33,34,35], and globally [16,36]. Like IMERG, GSMaP data validation is also widely carried out for the Asian region. Generally, the most dominant factors affecting the error value of GPM-based SPPs post-real-time data are the location, timescales, intensity, and topography. Thus, GPM-based SPPs data, near- and post-real-time, need to be validated before the data are applied to various needs.



One area that has the potential to utilize GPM-based SPPs data is the Indonesian Maritime Continent (IMC). IMC is the area with the most active convection in the world because of its location between the two warmest oceans, the Indian Ocean and the Pacific Ocean [37,38]. Very high rainfall throughout the year is observed in the IMC. High rainfall in IMC is often characterized by high intensity, long duration, and recurring frequency [37,39]. Such rain often triggers hydrometeorological disasters in the IMC [40,41]. About 1921 hydrometeorological disasters occurred in Indonesia throughout 2021 [42]. Thus, continuous rainfall data is needed with high resolution and good accuracy. Lack of surface rainfall gauge observation at IMC causes the GPM-based SPPs data to be very potential as complementary data. Near-real-time data from GPM-based SPPs has the potential to be used in the early warning system of hydrometeorological disasters at IMC. In addition, post-real-time data from GPM-based SPPs can also be used in the long-term analysis of weather and climate.



Several researchers have evaluated the performance of near-real-time and post-real-time data from GPM-based SPPs in the IMC. The latest version data from IMERG (Version 06) was validated using rain gauge data for near-real-time (IMERG-E and IMERG-L) and post-real-time (IMERG-F) data for the entire IMC [43]. This study shows that IMERG-F is better than IMERG-E and IMERG-L. The accuracy of the IMERG data varies greatly depending on the timescales, season, and elevation. In addition, the three IMERG datum types can also observe extreme precipitation well in the IMC [44]. On the other hand, GSMaP data validation in Indonesia has been carried out in the IMC for GSMaP_MVK version 07 [45,46], GSMaP_MVK version 05 [47], GSMaP_NRT version 06 [45], and the GSMaP reanalysis product [48]. Furthermore, GSMaP’s ability to observe extreme events related to flooding in Indonesia has been evaluated in several areas of the IMC [49,50,51]. GSMaP data validation in the IMC is still limited to the old version of GSMaP, while the latest version of GSMaP data released in December 2021 (version 08) has not been validated [52]. In addition, previous validation activities have not validated all GSMaP products, including now, near-real-time, and post-real-time. Thus, previous studies have not fully described the accuracy of GSMaP data for the IMC region. If we summarize, there are some limitations in existing studies, which include: (i) the number of rain gauge stations used being very limited; (ii) the GSMaP data type used still being very minimal; (iii) does not identify GSMaP capabilities in extreme rain observations. For this reason, we thoroughly tested the accuracy of GSMaP data in different timescales more comprehensively and for the latest version. Validation of SPPs data for each timescale is very important because of its utility for different applications. Heretofore, the validation of estimated rainfall from SPPs data for the hourly scale is still a challenge that related to the availability of high resolution of gauge observations. This case also found in IMC that has minimum study to validate GSMaP products on an hourly scale. Evaluation GSMaP data in IMC on an hourly scale carried on the Jakarta City area for several extreme events [51]. Thus, comprehensive information on the accuracy of the latest GSMaP hourly data for the entire IMC is still needed.



This study aims to evaluate the performance of the latest version of GSMaP data (version 08) over the IMC, including near-real-time and post-real-time data. The accuracy of the latest version of GSMaP data is compared to GSMaP’s real-time data (GSMaP_Now). The results of this study are expected to provide information on the accuracy level of GSMaP version 08 data in IMC before being widely used in several applications. The accuracy of GSMaP version 08 is evaluated in terms of timescales, variations in intensity and extreme events, and the effect of elevation. In addition, this research also examines the ability of GSMaP data to capture diurnal patterns over IMC. The IMC region, which is an archipelago, causes land–sea interactions due to daily variations in solar intensity to become very dominant. This land–sea interaction affects the diurnal distribution of amount, frequency, and intensity of rainfall on the IMC mainland [53,54]. Thus, the ability of GSMaP data to analyze the peak time of these parameters over IMC is very important to evaluate.




2. Data and Methodology


2.1. Study Area and Rain Gauge Data


IMC is a term for an archipelago that includes more than 17,000 islands. Administratively, the IMC covers Indonesia, New Guinea, East Timor, and Malaysia. This study focuses on Indonesia only, where most of the IMC area is Indonesian territory. Indonesia represents the IMC region with more than 17,000 islands, the largest being Kalimantan, New Guinea, Sumatra, Sulawesi, and Java.



Rainfall in IMC is influenced by inter-annual, intra-seasonal, seasonal, diurnal, and topography variations. Inter-annual variations in IMC are modulated by El Niño-Southern Oscillation (ENSO) and Indian Ocean Dipole (IOD) [25,55,56], while intra-seasonal variation is influenced by Madden-Julian Oscillation (MJO) which carries Mesoscale Convective Clouds (MCC) [57,58,59]. Furthermore, monsoonal activity influences IMC seasonal variations [60,61]. Although, in general, there are only two seasons at IMC, namely dry and rainy seasons, the monthly peak of rain varies for each region. Previous research has divided IMC into three rainy zones, namely zone A (monsoon), zone B (semi-monsoon), and zone C (anti-monsoon) [62]. In addition, regional variations of rainfall in the IMC are caused by interactions between land and ocean and complex topography. The dominant interaction between land and sea in the IMC can be observed from a rain migration from the ocean to the land, which induces the emergence of a diurnal pattern of rainfall [31,37,53].



The density of rain gauge observations in Indonesia is still not uniform (Figure 1). Many of the islands in the IMC are unpopulated, and most of the population resides on large islands. This affects the distribution of the rain gauge in the IMC, which is dominant on large islands. In this study, we used a rain gauge operated by the BMKG station. The rain gauge used is a rain gauge (RG) with automatic recording integrated into the Automatic Weather Station (AWS). AWSs that record measurement results automatically minimize human error due to recording errors. AWS records rainfall in 10 min resolution. However, because AWS relies heavily on a power source for its operations, it is prone to data unavailability when there is no power source available. In addition, even though a human error has been minimized, the chance for AWS data errors to occur is still possible due to various factors. For this reason, in this study, quality control of rain gauge data was carried out following several previous studies [43,44]. The quality control includes marking missing observations, excluding outlier values, and checking the homogeneity of the observation station data. After the quality control process, 586 stations were selected to validate GSMaP data. On an hourly timescale, validation was carried out using data with complete observation for one hour (60 min). We also observed the ability of GSMaP data to see the peak time of precipitation amount (PA), precipitation frequency (PF), and precipitation intensity (PI). PA is the mean hourly precipitation amount which is calculated from the cumulative rainfall divided by hours of observation, PF is the ratio of the number of rain events (>0.1 mm/h) to the overall data length, and PI is derived from the cumulative rainfall divided by the number of rainy hours during the study period [53,54]. Units for PA and PI are mm/h, and the PF is in percentage. These three parameters were computed at each hour (0000–2300 h in Local Standard Time/LST unit). A rain event is considered as a single event if there was no interruption during the rain, or at most, only a 1 h interruption occurred. For daily data validation, we used data where the availability of observations was more than 90% in one day (≥22 h). In the monthly data validation, we also use a threshold of 90% of observation data in one month, calculated from the day the observations are complete (24 h).




2.2. GSMaP Precipitation Products


GSMaP is a surface precipitation data with coverage 60°S–60°N that obtained through multi-satellite data. The multi-satellite data used is a combination of satellite constellation data, including GPM satellites and geostationary satellite data equipped with passive microwave (PMW) and infrared radiometers (IR). A total of 20 satellites have been used for GSMaP data since it was initiated in November 2002 by JAXA. Details of satellite names, satellite specifications, and periods of use can be found in the GSMaP user guide [63].



GSMaP estimates rainfall based on brightness temperature (Tb) data of the microwave imager (MWI), otherwise known as the PMW algorithm [64]. The radiative transfer model convert Tb data of MWI to rainfall values. The rainfall estimates are then integrated with infrared radiometer (IR) data using the Kalman filter method known as the PMW–IR algorithm [65]. This method estimates the direction of precipitation propagation based on atmospheric movement vectors to produce gridded rainfall estimation data with high resolution (0.1°—hourly). The GSMaP algorithm produces several products with different latency, namely: GSMaP_Now (real-time—0 h latency), GSMaP_NRT (near-real-time—4 h Latency), and GSMaP_MVK (post-real-time—3-day latency). In addition to the difference in latency, the difference between the three data is the completeness of the PMW–IR algorithm in determining atmospheric movement. The PMW–IR algorithm in GSMaP_MVK uses forward and backward cloud motions, while GSMaP_Now and GSMaP_NRT only temporarily use forward motions. Furthermore, the difference between GSMaP_MVK with GSMaP_Now and GSMaP_NRT is in the additional data used as initial conditions in the atmosphere. GSMaP_MVK uses JMA global analysis (GANAL) data, while GSMaP_Now and GSMaP_NRT use JMA forecast (FCST) data.



The GSMaP_MVK, GSMaP_Now, and GSMaP_NRT data have data gauge adjustment versions with the same latency. The data used in adjusting the GSMaP data are daily precipitation data belonging to the NOAA Climate Prediction Center (CPC). The data are available in the form of a grid box measuring 0.5 degrees for land areas [66] so that the GSMaP data over sea are the same between gauge adjustment and non-gauge-adjustment. Since NOAA CPC data resolution is in daily resolution, the data is only used for gauge adjustment of GSMaP_MVK data. Gauge adjustment data from GSMaP_MVK (hereinafter abbreviated as GSMaP_Gauge) uses an optical estimation scheme where the 24 h GSMaP_Gauge data must be the same as NOAA CPC data. Furthermore, the GSMaP_Now and GSMaP_NRT data are corrected based on the statistical parameters of the model, whose parameters are calculated based on the previous 30 days’ data resulting in gauge adjustment data called GSMaP_Now_G and GSMaP_NRT_G. For convenience, a summary of the names, abbreviations, latency, and resolution of the GSMaP data used in this study can be seen in Table 1.



Since the release of GSMaP data, there have been many improvements to the rainfall estimation algorithm. In January 2017, the GSMaP version 07 algorithm was released with many improvements based on the latest precipitation information of the DPR’s GPM. In addition, in higher latitude regions, GSMaP version 07 can estimate snowfall, while GSMaP version 06 cannot. Furthermore, on the data in the mainland area, there is an algorithm update on the GSMaP version 07 data to detect rain on the surface, including orographic rainfall. The GSMaP version 07 algorithm also considers the amount of CPC gauge data in one grid during the gauge adjustment algorithm process. In the ocean area, the GSMaP version 07 algorithm has also been improved to detect weak precipitation. Along with the increase in the GPM core observation database used for GSMaP data, the GSMaP data version has been updated to the latest version (version 8), which was released in December 2021. Several improvements made to GSMaP version 08 include (i) the use of the frozen precipitation depths method, (ii) algorithm improvement in the estimation of heavy orographic rainfall, (iii) homogenization of rainfall estimates from PMW with the normalization module, (iv) the use of histogram matching method in the IR retrievals algorithm, and (v) minimizing the appearance of artificial patterns for gauge adjustment data [52]. As a primary assessment, GSMaP version 08 data have been confirmed to have better accuracy than GSMaP version 07 data using gauge adjustment ground radar data in Japan [52]. Thus, this research will be necessary for developers to find information on the performance of GSMaP version 08 for the IMC area.




2.3. Validation Methods


GSMaP version 08 data were validated with rain gauge data using a point-to-pixel approach. This approach compares the point gauge data with the GSMaP grid directly. If there is more than one gauge observation within GSMaP grids, the gauge data will be averaged. The point-to-pixel approach has been used by several investigators to validate GPM-based SPPs data [18,43,67]. The number and distribution of pixel and RG can be seen in Table 2.



The GSMaP performance was evaluated using continuous statistical metrics and contingency table metrics. We use three types of continuous statistical metrics that have been widely used in the validation of SPPs data, namely correlation coefficient (CC), root mean square error (RMSE), and relative bias (RB). The following equation calculates these three values of continuous statistical matrices:
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where N is number of data, Si and Gi are rainfall from GSMaP and rain gauge, σS and σG are the standard deviations of the GSMaP and rain gauge data, respectively. The CC value ranges from 0 to 1, with a perfect value equal to 1; the greater the CC value, the higher the GSMaP data uniformity with the gauge. The perfect value of RMSE is 0, so the larger the RMSE value, the greater the average absolute error of GSMaP data. Furthermore, the perfect value of RB is 0, with a negative value indicating an underestimation while a positive value of RB indicates an overestimation of GSMaP data.



The contingency metrics evaluates the suitability of GSMaP data rain event detection compared to gauge observations. We use three contingency metrics tests, namely probability of detection (POD), false alarm ratio (FAR), and critical succession index (CSI). The following equation calculates the three values of these contingency metrics:


  POD =  H  H + M    



(4)
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where hit (H), misses (M), and false (F) values are calculated based on the contingency table metrics shown in Table 3. In validating the hourly data, we used a threshold of 0.1 mm/h as the event identified as rain according to the rain classification from the World Meteorological Organization (WMO). In addition, in daily data, we use a threshold of 1 mm/day as a wet day event, which refers to the wet day index issued by the Expert Team on Climate Change Detection and Indices (ETCCDI) [68]. The contingency metrics test value ranges from 0 to 1, with the perfect value of POD and CSI being 1 and the perfect value of FAR being 0. The POD value close to 1 indicates that the best ability of GSMaP to detect rain events. Furthermore, the FAR value close to 0 indicates the probability of non-rain detection error from GSMaP data. Similar to POD, a CSI value close to 1 indicates GSMaP’s best capability in observing actual rain events.



The Student t-test was applied to verify a significant difference between the mean values of statistical matrices, adopting 5% statistical significance. We also used the Student t-test to verify a significant difference in mean statistical matrices due to differences in the number of rain gauge stations in the GSMaP grid.



The GSMaP version 08 data is only available for a few months, so the evaluation of GSMaP data related to extreme indexes has not been carried out. We evaluated the ability of GSMaP’s daily rainfall estimation in its dependence on rainfall intensity using the cumulative distribution function (CDF) and probability density function (PDF). For PDF, we divided the rainfall intensity based on several categories, following several previous studies [1,15,69,70]. The categories of rainfall include trace precipitation (0–0.1 mm/day), tiny precipitation (0.1–1 mm/day), light precipitation (1–2 mm/day), low-moderate precipitation (2–5 mm/day), high-moderate precipitation (5–10 mm/day), low-heavy precipitation (10–20 mm/day), high-heavy precipitation (20–50 mm/day), and violent precipitation (>50 mm/day).



Estimation of rainfall from satellite products on a shorter timescale is still challenging. The accuracy of rainfall data on an hourly scale is crucial in observing dominant diurnal patterns such as in IMC [37]. Furthermore, accurate daily rainfall data is needed for extreme rain monitoring because it is closely related to hydrometeorological disasters [71]. SPPs data, which has a wide range of observations and high resolution, makes it potential for characterization, monitoring, and forecasting of extreme rain. Therefore, there have been many study to evaluate the daily SPPs data, including GSMaP data. Generally, testing the validity of GSMaP version 08 data on multi-timescales constantly tests GSMaP data daily. In addition, the ability of GSMaP data to observe the extreme rain index at IMC because the index was evaluated base on several extreme precipitation indices proposed by the Expert Team on Climate Change Detection and Indices (ETCCDI) (Table 4). Such indices are frequency-based indices (R1mm, R10mm, R20mm, and R50mm), duration-based indices (CWD and CDD), and intensity-based indices (RX1day). Identification of extreme precipitation indices was evaluated only for BMKG’s stations with the data availability more than 90% of the total observation time.



Monthly rainfall data is crucial in water balance analysis [72]. Accurate monthly rainfall data are useful in agricultural planning to minimize crop failure [73,74]. Thus, it is crucial to have accurate monthly rainfall data, where the data will be useful in forecasting rainfall in the future [75,76]. GSMaP data, which have a reasonably high resolution (0.1° × 0.1°), have the potential to be used as input for the forecasting model in IMC. Therefore, in this study, we also evaluated the performance of GSMaP on a monthly timescale.



Previous studies have shown a significant effect of topography and elevation on the accuracy of SPP data [43,46]. To evaluate the effect of topography and elevation, we use daily data of GSMaP because daily data are close to real-time data and perform better than hourly data. We separated the evaluation based on several islands: Sumatra, Java, Bali and Nusa Tenggara, Borneo, Sulawesi, Molucca, and New Guinea. The statistical test is calculated based on the island’s available rain gauge observation.





3. Results


3.1. Hourly Assessment


The assessment matrix of the hourly data of real-time, near-real-time, and post-real-time GSMaP data compared to RG observations is provided in Figure 2. The continuous statistical metrics vary for all GSMaP types and RG’s station (Figure 2a–c). The mean CC of GSMaP hourly data (excluding outliers) were in range 0.14 to 0.29 (Table 5). Although the average correlation of all GSMaP data is still low (CC < 0.3), some stations show a moderate correlation (0.3 < CC ≤ 0.5) (Figure 2a). According to the Student t-test, the averages of CC of GSMaP_Now and GSMaP_Now_G are statistically different (p < 0.05), while for the other types are not. The best correlation is shown by post-real-time data, with a moderate correlation being observed for 44.9% (GSMaP_MVK) and 32.3% (GSMaP_Gauge) of grids. In near-real-time data, the number of grids showing a moderate correlation is 15.54% (GSMaP_NRT) and 18.83% (GSMaP_NRT_G). Meanwhile, for real-time data, the number of grids with CC > 0.3 is less than 5% of the number of grids. The hourly data correlation obtained from GSMaP version 08 in this study is better than that obtained in Jakarta [51], which evaluated GSMaP_NRT and GSMaP_Gauge version 07 data. In addition, the near-real-time and post-real-time GSMaP version 08 data for the hourly scale also shows a better CC value from IMERG-F version 06 data in the IMC [43]. The number of the rain gauge may influence this accuracy in which the sample size data used in this study are much higher than the IMERG data validation. However, the CC value of GSMaP for hourly data is quite good, indicating the capability of GSMaP data to characterize the diurnal pattern of rain in IMC with a shorter latency than IMERG.



Although the CC value of hourly data obtained is quite good, the RMSE and RB values are still large (Figure 2b,c). The average RMSE values (excluding outliers) were in range 0.08 mm/h to 0.14 mm/h (Table 5). The RMSE value shows a larger error of GSMaP calibrated gauge data for the same latency than the non-gauge-calibrated data. This is due to the tendency of a higher overestimation of the GSMaP calibrated gauge data. This can also be seen from the example of time series for hourly data of GSMaP rainfall product and rain gauge data at the station with the ID of 150283 (101.55373°E, 3.09592°S) (Figure 3a). About 66.1% (GSMaP_Now_G), 87.4% (GSMaP_NRT_G), and 84.5% (GSMaP_Gauge) of grids show the overestimated value (RB > 0). On the other hand, only 59.3% (GSMaP_Now), 78.6% (GSMaP_NRT), and 67.8% (GSMaP_MVK) of grids have an RB value > 0 for non-gauge-calibrated data. In addition to the large number of GSMaP grids showing overestimated values, the magnitude of RMSE obtained is still quite high. The average hourly GSMaP gauge-calibrated RB data are greater than GSMaP non-gauge-calibrated data (Table 5). The RB value obtained in the GSMaP version 08 near-real-time and post-real-time data at IMC is much greater than that found for the IMERG data [43].



The POD value increased with increasing GSMaP data latency (Figure 2d). The average POD values are in the range 0.44 to 0.78 (Table 5). The POD values of near-real-time and post-real-time data are very good and comparable to that found for IMERG data in the IMC region [43]. This shows that GSMaP data has a good opportunity to observe rain events at IMC. However, GSMaP still often miss-detects rain events on an hourly scale, as seen from the FAR value, which is still quite high (Figure 2e). A high FAR value is observed in the GSMaP_Now, GSMaP_Now_G, and GSMaP_Gauge data (Table 5). Fairly low FAR values were observed in GSMaP_NRT, GSMaP_NRT_G, and GSMaP_MVK data (Table 5). The FAR value, which is greater than the POD value, indicates that the hourly data of GSMaP still needs to be improved. This is also observed from the CSI value of the overall GSMaP data, which is still low with an average of in range 0.18 to 0.30 (Table 5).



The average contingency matrix data for GSMaP version 08, both near-real-time and post-real-time, show a significant difference with a p-value < 0.05. The best CSI value of GSMaP data, namely for GSMaP_NRT, GSMaP_NRT_G, and GSMaP_MVK data, is comparable to the CSI value of IMERG data obtained for the IMC area [43]. Overall, GSMaP_MVK’s accuracy is better than GSMaP_Gauge’s. The percentage of grid or rain gauge stations with better statistical parameter values of GSMaP_MVK than GSMaP_Gauge are CC (61.6%), RMSE (63.5%), RB (62.5%), POD (2.1%), FAR (99.6%), and CSI (96.9%). Percentages are calculated for the condition when the CC of GSMaP_MVK is larger, RMSE is smaller, RB is smaller, POD is larger, FAR is smaller, and CSI is greater than that of GSMaP_Gauge.



GSMaP V08 data accuracy shows a slightly better value than IMERG in the IMC region. However, hourly GSMaP V08 data tend to overestimate with a relatively large bias. This significant bias of GSMaP data was also found for previous versions of the GSMaP data [77,78]. This significant bias of GSMaP data needs to be identified and adjusted first to obtain more satisfactory hourly data results in the IMC region [79,80]. On the other hand, the average absolute error magnitude is relatively low, which is ~1.0 mm/h. This fairly good RMSE value is followed by the ability to detect rainfall accurately, which is quite good, as seen from the CSI value of ~0.24.



Furthermore, we found that post-real-time GSMaP data has much better accuracy than real-time and near-real-time GSMaP data. This is not surprising and is consistent with several previous versions of GSMaP hourly data validation studies [51,78,80,81]. These studies show that GSMaP version 07 post-real-time data has better quality in some areas. However, we found that post-real-time non-gauge calibrating (GSMaP_MVK) data showed a better accuracy than GSMaP_Gauge data. This may be due to errors in predicting rainfall events that can be observed from POD and FAR, which are high compared to other data. Higher RB is associated with the high values of FAR and POD in GSMaP_Gauge data compared to GSMaP_MVK data. Furthermore, GSMaP real-time hourly data still need significant improvement, while GSMaP near-real-time show satisfactory accuracy and are not much different from post-real-time data. Hourly data from GSMaP near-real-time products are quite satisfactory. Thus, they have the potential for monitoring and forecasting hydrometeorological disasters at the IMC.



One application of SPP data on an hourly scale is observing the diurnal rainfall pattern [82]. Hourly data from SPPs can be used to observe PA, PF, and PI values in the IMC, representing the diurnal cycle of rainfall [54]. The distribution of the peak time values for PA, PF, and PI values for all GSMaP and RG grids can be seen in Figure 4. GSMaP and RG data show a more consistent value in observing PA and PF’s peak time than PI’s. GSMaP and RG show that the peak time of PA and PF tends to occur in the afternoon until the evening. The peak time of rainfall that occurs in the afternoon is a characteristic of diurnal patterns commonly found in mainland Indonesia [37,83]. Although GSMaP can observe the peak time of PA and PF quite well, some grids show significant difference in the peak time. These differences occur in cases with more than one peak of rain. Rainfall in several areas in the IMC region shows more than one peak time of diurnal cycle [53,84]. Figure 5 shows an example of a diurnal cycle with two rainfall peaks for two observation stations. If GSMaP and rain gauge show the same dominant peak, no significant peak difference exists. However, suppose the dominant peaks from the two data are different. In that case, two different peaks are observed from the two observations because in Figure 4 only the dominant peak is taken.



Overestimation of rainfall on GSMaP data causes higher PA and PI values than rain gauge. On the other hand, the FAR value of GSMaP hourly data, which is quite high, contributes to the difference in peak PF time between GSMaP and rain gauge. Thus, if the FAR is lowered, the PF peak time match between GSMaP and RG will be better. As the FAR value decreases and the POD increases with increasing timescale, using data with a longer time window (e.g., sub-daily) can also increase the compatibility of the peak time of the PF between the two instruments [67,80,85].



To more quantitatively illustrate the differences in peak times between PA, PF, and PI, we plotted the percentage of station numbers for differences of 0 h, 1 h, 2–3 h, and >3 h (Figure 6). Overall, the number of grids showing the suitability of the diurnal peak time observations is quite satisfactory, especially for PA and PF. The percentages of the number of grids showing the corresponding peak time values (difference 1–3 h) for PA, PF, and PI were 60–80%, 60–80%, and 38–50%. This trend of diurnal peak delay from SPP data was also found in previous studies [53,54,86].




3.2. Daily Assessment


Figure 7 shows the scatterplot of GSMaP version 08 against RG daily data for all IMC areas. Generally, the correlation between GSMaP version 08 and RG data is moderate (0.3 < CC ≤ 0.5). The correlation increased significantly from real-time data to near-real-time and post-real-time GSMaP data outperforming GSMaP_MVK data compared to all other GSMaP datum types. On the other hand, GSMaP_Now shows the worst performance among all GSMaP version 08 datum types. The correlation of GSMaP version 08 data in IMC is difficult to compare with previous studies due to the limited number of studies that have evaluated the performance of hourly GSMaP data involving all major islands in IMC. Fatkhuroyan and Wati [45] used 152 RG data for one year (January–December 2016) for GSMaP_NRT version 06 data. Although they evaluated the accuracy of GSMaP daily data, this study only focused on the average daily accumulation data between GSMaP and RG. They did not compare daily data of all GSMaP products and RG. The study that looked at all daily data on GSMaP and RG observations in IMC was carried out in several studies for a very limited area [46,51]. Liu et al. [46] found a low correlation of GSMaP_MVK version 07 daily data for the Bali region (CC = 0.28). Furthermore, Priyambodoho et al. [51] found that the performance of daily data GSMaP_NRT and GSMaP_Gauge version 07 varies significantly for each flood event in Jakarta. Thus, our results represent new information for daily GSMaP data quantification in the IMC region.



The correlation of GSMaP version 08 data the entire IMC is better than that found on Bali island, even for the real-time type [46]. This indicates an increase in the quality of daily GSMaP data in the IMC area. On the other hand, this also indicates variations in the accuracy of GSMaP daily data for each region in the IMC, as also found by previous researchers [45]. Therefore, we evaluated the accuracy of GSMaP version 08 data for the entire observation grid. The distribution of statistical test values of the daily data is shown in a boxplot (Figure 8). From all tested GSMaP data grids, the percentage of stations showing good correlation (0.5 < CC ≤ 0.8) were 11.03% (GSMaP_Now), 12.71% (GSMaP_Now_G), 36.92% (GSMaP_NRT), 37.38% (GSMaP_NRT_G), 47.19 % (GSMaP_MVK), and 21.88% (GSMaP_Gauge). For GSMaP_MVK and GSMaP_Gauge data, 2.57% and 3.76% of the number grids showed an excellent correlation (CC ≥ 0.8). The correlation of GSMaP data obtained in the IMC is better than the daily IMERG data tested in the IMC [43]. This better GSMaP CC value than IMERG was also found in previous studies for the China region [3]. The averages of CC of GSMaP_Now vs. GSMaP_Now_G and GSMaP_NRT vs. GSMaP_NRT_G are statistically not different (p > 0.05), while for the other types, they are significantly different.



The good correlation value of GSMaP daily data is also accompanied by relatively low RMSE values with an average RMSE of in range 1.86 mm/day to 3.14 mm/day (Table 6). GSMaP daily data tends to overestimate daily rainfall where 60.15% (GSMaP_Now), 70.30% (GSMaP_Now_G), 79.51% (GSMaP_NRT), 88.34% (GSMaP_NRT_G), 70.01% (GSMaP_MVK), and 86.40% (GSMaP_Gauge) of the total grids show RB values > 0. The tendency of GSMaP to overestimate the rainfall is consistent with the overestimation of the hourly data of GSMaP, and this can also be seen from the example from the time series of daily data of GSMaP rainfall product and rain gauge data at the station with the ID of 150283 (101.55373E, 3.09592S) (Figure 3). This is also found in the daily IMERG data for the IMC region [43].



The GSMaP daily contingency matrix data test showed a significant performance improvement compared to the hourly GSMaP data (Figure 8d–f). The average daily GSMaP data POD values were in the range 0.71 to 0.81 (Table 6). This value is much higher than the hourly GSMaP data. The best values were observed for GSMaP_NRT_G, GSMaP_MVK, and GSMaP_Gauge, and the differences were not significant between the three (p-value > 0.05). On the other hand, the average daily GSMaP data FAR values are between 0.33 to 0.41 (Table 6). Compared with the increase in POD, the decrease in the daily data FAR value is not too remarkable compared to the hourly data. However, the increase in POD and the decrease in FAR of GSMaP data from an hourly to a daily scale impact the CSI value of GSMaP data. The average daily GSMaP data CSI values are in range 0.49 to 0.57 (Table 6) that is better than hourly data (Table 5). Daily CSI insignificant differences (p-value > 0.05) were found for GSMaP_Now vs. GSMaP_Now_G and GSMaP_NRT vs. GSMaP_NRT_G. The good value of the GSMaP daily contingency matrix data indicates that this data has the potential to be used to identify wet and dry days, which are the main basis for calculating the extreme rain index [68]. Overall, GSMaP_MVK’s accuracy is better than GSMaP_Gauge’s, as observed in the hourly data. The percentage of grid or rain gauge stations with better statistical parameter values of GSMaP_MVK than GSMaP_Gauge are CC (74.9%), RMSE (61.3%), RB (61.3%), POD (45.4%), FAR (72.0%), and CSI (67.7%).



The overall results of the daily GSMaP version 08 statistical test show not too satisfactory results in the IMC area. Although we achieved better results from previous studies, the accuracy of GSMaP version 08 in the IMC is still not good compared to other regions. The correlations obtained in this study ranged from moderate to good correlation, with the best correlation shown by GSMaP_MVK. This correlation value is still inferior to that obtained in all of China [3,87], which may be due to the density of the CPC data used as gauge calibration in the IMC being less than that of the area. In addition, the correlation of daily GSMaP data and RG points is also very dependent on the number of gauges in grids used in validation [2]. Several studies in China that compared GSMaP Grid data with RG points also found a moderate correlation [15,22,88,89]. In addition, moderate correlation values were also found in Vietnam [90] and Thailand [91]. Furthermore, the ability to detect daily rain events shows a reasonably reliable value with a CSI of ~0.54. All the GSMaP daily statistical tests show a significant increase from hourly GSMaP data, especially for GSMaP_Gauge data. Furthermore, all these tests found that the daily GSMaP version 08 data showed slightly better performance than the daily IMERG version 06 data in the IMC region [43].



To evaluate the capability of GSMaP data to observe extreme rain events, we used CDF and PDF charts (Figure 9). The frequency of occurrence of wet days (>1 mm/day) was observed quite a lot, namely 48.12% (Figure 8a). The relatively high number of wet days is due to the dominant data period in the rainy season. The lowest frequency of wet days is GSMaP_Now (54.50%), and the highest is GSMaP_Gauge (61.38%). The PDF value clearly shows that GSMaP overestimates the precipitation event. On the other hand, for the frequency of dry days (<1 mm/day), GSMaP underestimates its occurrence. This underestimation (overestimation) of the frequency of dry (wet) days of SPPs was also found in Singapore for IMERG data [70]. Although the PDF values of GSMaP and RG data are different, all GSMaP data show the same pattern as RG. For trace precipitation (<0.1 mm/day), all GSMaP data show a relatively large underestimation value, which contributes to the high FAR value for rainfall using a threshold of 0.1 mm/h (Figure 2e).



In general, the GSMaP has the tendency to either overestimate or underestimate the RG depending on the rainfall intensity. Both real-time GSMaP data show overestimated values for tiny precipitation (0.1–1 mm/day) and light precipitation (1–2 mm/day). GSMaP real-time data (GSMaP_Now and GSMaP_Now_G) tend to underestimate rainfall at very low rainfall (trace precipitation (<0.1 mm/day)). This increases the FAR value of real-time rainfall data with a threshold of 1 mm/day on daily timescales (Figure 8e). On the other hand, GSMaP real-time data show an underestimated value for rainfall of 10–50 mm/day. In contrast, all types of data show an overestimation for rainfall of 1–10 mm/day. The GSMaP_Gauge data shows an overestimated rainfall of 5–50 mm/day. This indicates that the GSMaP_Gauge data overestimates moderate rains, considering them as rain with higher intensity. Similar pattern can be seen in CDF plot (Figure 9b). The GSMaP_MVK data shows the best compatibility of CDF with RG data at the 80th percentile and above. On the other hand, GSMaP_NRT, GSMaP_NRT_G, and GSMaP_Gauge data show overestimated values, while GSMaP_Now and GSMaP_Now_G data show underestimated values. The CDF observation for this high percentile is important in determining extreme events in the IMC, where extreme rain events are expressed as those whose probability of occurrence is above the 90th percentile. Thus, the daily GSMaP_MVK data have advantages for observing extreme rain at IMC compared to other GSMaP datum types.



Evaluation of the capability of the GSMaP version 08 data in determining the extreme rain index is shown in Table 7. The statistical parameter values were obtained from 205 GSMaP grids with gauge data availability data of more than 90%. In general, frequency-based indices (R1mm, R10mm, R20mm, and R50mm) show a good correlation (0.5 < CC ≤ 0.8). A good correlation in estimating frequency-based indices tends to overestimate (RB > 0), except for GSMaP real-time data. The best CC values for frequency-based indices are shown at the R20mm and R50mm indexes. Good CC values on the R20mm and R50mm indexes were followed by relatively low RMSE, namely 0.11 to 8.96 and 1.22 to 4.59 (Table 7). The lowest RMSE values for the R20mm and R50mm indexes are observed in real-time GSMaP data with small RB (RB~0). This shows the potential of GSMaP nowcasting data in determining days with very heavy rain intensity (>20 mm/day). This real-time observation can potentially develop an early warning system for IMC hydrometeorological disasters such as floods and landslides. On the other hand, the lowest CC on frequency-based indices is shown by the frequency of wet days (R1mm) with a tendency to overestimate (RB > 0). This is related to underestimating GSMaP data for rain with an intensity of <1 mm/day (Figure 9). In addition, this can also be seen from the high FAR value in the daily data (Figure 8).



Low CC values (CC ≤ 0.3) from GSMaP data are shown in the determination of duration-based indices (CWD and CDD). This is consistent with IMERG’s evaluation of extreme rainfall at IMC [43,44]. The low ability of SPP data to estimate duration-based indices at IMC is related to the overestimation of rain with an intensity of 0.1–1 mm/day (Figure 9). This overestimation will cause a mistake in identifying dry days (<1 mm/day) as wet days. Therefore, the GSMaP data overestimate the CWD value (RB > 0) and underestimate the CDD value (RB < 0), as shown in Table 7. In addition, this also causes an overestimation of the R1mm index.



GSMaP data show a moderate correlation (0.3 < CC ≤ 0.5) in intensity-based indices estimates (RX1day). The CC value of the RX1day value indicates that the calibrated gauge GSMaP data (CC ≥ 0.4) has a better correlation than the calibrated non-gauge data (CC ≤ 0.4). The best correlation for the estimated RX1day index is shown in the GSMaP_NRT_G data. Furthermore, the RMSE value shows a relatively large value from all GSMaP data (32.24–71.42 mm/day) with a tendency to overestimate (RB > 0). Besides the relatively large RMSE value, the RB value in the RX1day estimation also shows a large bias (RB~1). The lowest RMSE and RB values were observed in the GSMaP_Gauge data (Table 7). This shows that the bias correction of the CPC data from GSMaP_Gauge is quite effective in rainy events with very high intensity.




3.3. Monthly Assessment


The scatterplot of monthly GSMaP data against RG is shown in Figure 10. Monthly data are an aggregate of daily data. In general, all GSMaP types showed compatibility with RG (CC > 0.7). The CC value of all GSMaP data is almost the same, with only a slight difference for GSMaP_NRT, which has a better CC value. The CC value obtained is better than that found in Bali [46]. However, the CC value obtained in this study is slightly lower than that found by Setiyoko et al. [47]. This is probably due to the limited data used in the study, not covering all months, dominant in the wet month only. Previous research at IMC showed that the accuracy of SPP data in the wet month (DJF-MAM) was lower than in the dry month (JJA-SON) [43]. On the other hand, the CC value of GSMaP monthly data shows a better value than the CC of IMERG V06 data at IMC compared to AWS [43]. However, the difference in the accuracy between the two data is not very significant. Thus, the GSMaP data shows its capability to input the forecasting model for monthly rainfall in IMC.



Although the correlation of monthly GSMaP data is quite good, the RMSE value is still relatively large. GSMaP monthly data RMSE values at IMC range from 140.45 mm/month to 184.06 mm/month. Although this value is still consistent with the results found in previous studies, this RMSE value is an error and increases the uncertainty of forecasting results [92,93,94]. GSMaP monthly data tend to be overestimated, as indicated by the positive value of RB (Figure 10). We found that the RB value from real-time data showed a lower value than near-real-time and post-real-time data. This smaller RB value is caused by the lower overestimated value of the real-time data for rain with an intensity greater than 5 mm/s (Figure 9a). On the other hand, GSMaP_Gauge data show the largest RB due to the highest overestimation for rain with an intensity greater than 5 mm/s (Figure 9a). The overestimation impacts the high value of the monthly RB data because heavy rainfall plays a crucial role in determining the accumulation of monthly rainfall. Thus, GSMaP real-time data with a smaller RB can be used as an input for monthly rainfall models.




3.4. Topography and Elevation Dependence


Table 8 shows the results of statistical tests for several islands in Indonesia. The best scores from each category are marked in bold. The best correlation value of all GSMaP data is found in Borneo (0.46), while the lowest correlation is found in Sulawesi (0.28). Rain gauge stations in Borneo are located in the lowlands (<300 ASL) (Figure 10). In contrast, in Sulawesi, they are located in plains with complex topography, reducing the SPP data’s correlation value. The best values of RMSE (0.82 mm/day) and RB (0.01) were found in Bali and Nusa Tenggara. This is likely due to the low annual rainfall in this area compared to other areas in the IMC [43]. Furthermore, the high value of POD is obtained for the Java (0.82) and Borneo (0.81) regions. Such high POD value in Java is related to the high density of BMKG stations on the island (Figure 1). However, Molucca and New Guinea found the best FAR values (0.29). The location of the rain gauge station in this area is dominated by lowlands (Figure 11). However, the density of GM stations in Molucca and New Guinea is lower than in Borneo, so the POD value in Molucca and New Guinea is lower than in Borneo. A high POD value and a reasonably low FAR in some areas cause a good CSI value. Three regions show the same average CSI value (0.57): Java, Borneo, Molucca, and New Guinea. The good CSI values in the region are consistent with the POD and FAR values.



To evaluate the effect of elevation on the accuracy of GSMaP data, we fit each statistical test parameter to altitude. Statistical parameters were averaged for every 50 m ASL elevation. The results of linear fitting of each statistical parameter can be seen in Figure 12. The largest correlation value was observed in real-time GSMaP data, with a negative value (Table 9). This indicates a more significant elevation dependence of real-time GSMaP data compared to near-real-time and post-real-time GSMaP types. A decrease in CC values with increasing altitude was also found for IMERG data at IMC [43].



Figure 12 shows the spatial distribution of the CC values of the daily GSMaP against gauge data for the entire IMC region. The spatial distribution of CC values confirms the low CC values in the Sulawesi region, especially at stations located around mountainous areas (Figure 1). The low CC values in the mountains of Sulawesi are observed in GSMaP real-time data (Figure 12a,d) and near-real-time GSMaP (Figure 12b,e). Good CC values were observed in the northwestern part of Kalimantan. This is probably because the location is a flat surface area (Figure 1). In addition, the area was also not at the peak of the rainy season in this study period [62], so the contribution of extreme rain to the validation process was not dominant. The spatial distribution of CC values also shows low GSMaP_Gauge values concentrated in areas with complex topography, such as Sumatra, Sulawesi, and Java. Thus, there may be an overcorrection process in the GSMaP_Gauge data for the mountain area.



Several studies related to GSMaP data also found altitude dependence on the CC value [16,17,31]. On the other hand, GSMaP_Gauge data shows a slightly increased CC with increasing altitude. However, the increase in CC value from GSMaP_Gauge was followed by the largest increase in RMSE compared to other datum types. For RB values, all GSMaP data show a positive gradient (Figure 13). This shows that the higher the altitude, the GSMaP data increasingly overestimate the daily rainfall. Thus, it is highly recommended to perform bias correction of the daily GSMaP data before use, especially for mountainous areas [95,96,97,98]. Furthermore, the contrast was also observed in the POD. GSMaP real-time data show a negative gradient with a reasonably significant correlation (Table 9). The decrease in POD of real-time GSMaP data likely causes a decrease in the CC value of GSMaP real-time data concerning altitude. However, the FAR values of all GSMaP datum types show a negative gradient (Figure 13). The decrease in the FAR value, which is more dominant than the decrease in POD, causes a positive gradient of CSI for all GSMaP datum types (Figure 13). The highest correlation value of GSMaP data to altitude is observed in GSMaP_Gauge, which indicates a more stringent correction of the algorithm for determining orographic rainfall.





4. Discussion


In December 2021, GSMaP version 08, the latest version of GSMaP data, was released due to the GSMaP algorithm update. As a follow-up to this latest data release, preliminary assessments of GSMaP data have been conducted in the Indonesian Maritime Continent (IMC) region. The data accuracy of GSMaP version 08 (near-real-time and post-real-time) is also compared to GSMaP real-time products. The assessment results between GSMaP version 08 data and rain gauge showed a significant increase in the accuracy of GSMaP data with an increase in the time resolution used. CC values showed low correlation (0.23 < CC < 0.29) on the hourly scale, moderate correlation (0.39 < CC < 0.45) on the daily scale, and good correlation (0.73 < CC < 0.75) on the monthly scale. Increased accuracy with an increased time resolution of satellite data is commonly found in previous studies on evaluating precipitation data from satellite products [21,46,77,81,99,100,101,102]. This is associated with more complete reference data and less variability at longer temporal resolutions. Although the accuracy of GSMaP data at hourly and daily resolutions still needs to be improved, the accuracy of GSMaP version 08 data in the IMC region has shown an increase in CC values compared to previous versions [46,47,48,49,50,51,103]. In addition, GSMaP version 08 data show a significant increase in CC compared to GSMaP real-time data.



The CC value from GSMaP version 08 shows a stable value concerning elevation changes, although it is still slightly affected by complex topography. The effect of elevation is observed to be more pronounced on the value of the contingency statistical matrices (POD, FAR, and CSI) than the continuous statistical matrices (CC, RMSE, and RB). The strongest correlation between elevation and FAR values was observed, which showed a negative correlation. This shows a decrease in rain detection errors with increasing altitude. This is consistent with previous studies, which show that satellite rainfall data have the highest detectability and lowest errors at an altitude of 1000–3000 m ASL [104]. The effect of the altitude tested follows the location of the gauge used, namely <2.5 km, causing the FAR value of the GSMaP data to decrease with elevation. The same thing is also found in Bali, which shows the best performance of GSMaP at an altitude of 800–1200 m ASL [46]. On the other hand, topography conditions also affect the performance of GSMaP data. Complex topography conditions will cause a decrease in the performance of GSMaP data due to the weakness of the microwave sensor in estimating surface rainfall in complex topography [105]. Thus, the use of GSMaP data in complex topographical areas in the IMC, such as in mountainous areas on the large islands of the IMC, must be evaluated prior to use.



A significant increase in CC values is observed, especially in the GSMaP post-real-time data for hourly resolution, where ~38.6% of the grid shows moderate correlation. In the daily resolution data, an increase in the CC value is observed in the near-real-time and post-real-time data, where ~35.84% shows a good correlation. The good correlation value of the GSMaP version 08 data is followed by a tendency to overestimate precipitation (RB > 0) for all datum types. Such overestimation is caused by overestimating GSMaP data for rainfall of 1–10 mm/day. The overestimation tends to increase the error magnitude of the GSMaP data, as indicated by the high RMSE value, especially on an hourly scale. The high RMSE value is also caused by the tendency of GSMaP to overestimate rain with extreme intensities and frequencies, namely for intensities > 50 mm/day and greater than the 90th percentile. This overestimation is due to satellite observations’ limitations in spatial and temporal coverage [106,107]. GSMaP data derived from PMW sensor observations from the GPM constellation satellite and IR sensors on geostationary satellites are limited to various spatial resolutions and quite long temporal resolution, around 2–4 h [108]. Thus, the interpolation method from more coarse observation data into GSMaP hourly data often has errors, especially for nonuniform rain. Thus, rainfall estimation errors are often found in satellite data on light rain with a short duration or extreme rain with narrow coverage. Interestingly, we found that GSMaP version 08 data that were gauge-calibrated had a higher tendency to be overestimated compared to non-gauge-calibrated. The high overestimation of GSMaP calibrated gauge data indicates the need to evaluate the gauge adjustment algorithm for data interpolating and merged PMW–IR from satellites with CPC daily data from NOAA. One factor that needs to be considered is merging rainfall data at high elevations, where the dependence of the correlation value between RB and RMSE on elevation is more dominant for calibrated GSMaP gauge data (Table 5).



The ability of GSMaP version 08 to detect rain precisely still needs to be improved, as seen from the contingency matrix test. In general, the POD value of the GSMaP version 08 data is relatively good, ranging from 0.44–0.48 for hourly data and 0.71–0.81 for daily data. The POD value increases with the increase in GSMaP data latency and is better on calibrated gauges (GSMaP_Gauge > GSMaP_MVK > GSMaP_NRT_G > GSMaP_NRT > GSMaP_Now_G > GSMaP_Now). Significant differences were observed in GSMaP near-real-time and post-real-time data compared to GSMaP real-time data (p-value > 0.05). In addition, the difference between types of GSMaP version 08 is more significant in hourly GSMaP data than daily GSMaP data. However, it should be noted that the FAR value of calibrated gauge data is very high compared to non-gauge-calibrated GSMaP. The high FAR value in the calibrated gauge data is probably caused by the overcorrection of GSMaP data using CPC daily data with a coarser resolution (0.5° × 0.5°) than GSMaP resolution (0.1° × 0.1°). This can also be observed by comparing the daily CC values of the GSMaP grid data with different numbers of rain gauge stations (Figure 14). A significant difference in daily CC values (p-value < 0.05) between the grid with one gauge and more than one gauge was only observed in the GSMaP_Gague data. The CC values for other types are not significantly different (p-value > 0.05). This causes GSMaP_MVK data to be the best choice with the highest CSI value due to the best POD and low FAR. In addition, the GSMaP_MVK data also shows relatively stable parameter values for areas with high elevations and complex topographical conditions.



The use of GSMaP daily data in analyzing extreme rain has been compared with gauge observations at IMC. Good accuracy is obtained from observing frequency-based indices, especially for the R20mm and R50mm indices (0.69 < CC < 0.73). The highest CC values, followed by the lowest RMSE and RB values, were observed in GSMaP real-time data. Therefore, GSMaP nowcasting data show great potential for the early warning of hydrometeorological disasters caused by high-intensity rains such as floods and landslides. On the other hand, GSMaP data still need to be improved in terms of observing duration-based indices (CWD and CDD), as shown by the low CC value (0.14 < CC < 0.31). GSMaP data tend to overestimate the CWD value (RB > 0) and underestimate the CDD value (RB < 0). The limitations of SPP data in observing duration-based indices were also found in IMERG data at IMC [43,44]. In addition, low CC values on CWD and CDD observations by SPPs were also observed globally [109]. The low ability of SPP data in CWD and CDD observations is due to the high satellite error in estimating low-intensity rainfall (0.1–1 mm/day). GSMaP data shows an overestimated tendency for rain with an intensity of 0.1–1 mm/day at IMC, as shown in the PDF graph. The same was also found in the GSMaP data validation for the Malaysian region [110]. This condition causes GSMaP data to often incorrectly identify dry days as wet days and has an impact on overestimating (underestimating) the CWD (CDD) value. Furthermore, the GSMaP data show a moderate correlation in observing the RX1day index (0.34 < CC < 0.47). The best intensity-based index (RX1day) value estimation (high CC; low RMSE and RB) was observed in gauge-calibrated GSMaP compared to non-gauge-calibrated. This shows that bias correction is needed from satellite data with surface gauges for rain observations with very extreme intensities (>99 percentile).



GSMaP version 08 data are GPM-era satellite precipitation product (SPP) data, similar to IMERG data. Testing the accuracy of these two data has been conducted in various regions to compare the performance of the two data. This comparison can only be made if the two data have the same reference instrument and validation method. For this reason, we compared the performance of GSMaP data on IMC with IMERG data in our previous studies using the same instrument and method [43,44,69,111,112]. We found that the GSMaP version 08 data showed slightly better statistical test results with RG than IMERG version 06 data for the IMC region. Better CC values were obtained for both near-real-time data and post-real-time data between GSMaP and IMERG. A clear difference can be observed for GSMaP daily data, which is better than IMERG. This is because the GSMaP data calibration uses daily data from NOAA’s CPC daily while IMERG data uses monthly data from the GPCC [15,18,20]. Although the CC values from the GSMaP data are better, the RB and RMSE values from the GSMaP data tend to be higher than the IMERG data. Therefore, a correction bias is needed to minimize the RB and RMSE values from the GSMaP version 08 data before the data are used in IMC. In addition, the ability to identify rain shows that the difference is insignificant between the two data with POD, FAR, and CSI values that are almost the same. Thus, GSMaP version 08 data can be relied upon in various applications in hydrology and meteorology with a shorter latency than IMERG.



The correlation and ability of GSMaP, which is reliable enough to identify GSMaP hourly data, has the potential to be utilized in diurnal cycle analysis in IMC. A comparison of the peak times of PA, PF, and PI from each BMKG station and the nearest GSMaP grid show satisfactory results. The number of GSMaP grids showing conformity of the peak time (0–3 h) for PA and PF reaches 80%, while for PI, it reaches 50%. The number of grids with a corresponding peak time (0–3 h) increases with increasing GSMaP data latency. A significant increase in the number of grids with corresponding peak times was observed from real-time to near-real-time GSMaP data. On the other hand, post-real-time data are only slightly better in observing the peak time of PA, PF, and PI than near-real-time GSMaP data. This is consistent with the continuous and contingency matrix values of hourly near-real-time and post-real-time GSMap data, which are not significantly different. Thus, GSMaP near-real-time data can be an option in observing diurnal cycles with shorter latency than post-real-time data.



In addition to diurnal cycle observations, GSMaP data have the potential to be used in a variety of hydrological, meteorological, and climatological applications. In general, the performance of GSMaP data increases with increasing latency (post-real-time > near-real-time > real-time), which is associated with more complete satellite observation data in interpolation and merging. In addition, GSMaP ancillary data are also more complete for longer data latency. Thus, the GSMaP data type selection must be adjusted to the intended use of the data. GSMaP real-time and near-real-time data can be useful in monitoring and nowcasting water-related disasters such as flash floods, hurricanes, and landslides [113,114,115,116]. The error and uncertainty values of GSMaP real-time data are still very high. They need to be updated with near-real-time GSMaP data, which have better accuracy and detection capabilities in monitoring and nowcasting. Furthermore, near-real-time daily data of GSMaP, which are quite powerful, can be utilized in monitoring, forecasting, and mitigating extreme weather that triggers water-related disasters. Identifying extreme rain indexes can be used for indicators of floods, river overflows, bad weather, drought monitoring, and landslide potential [117,118,119,120]. In addition to disaster, near-real-time data from GSMaP version 08 can also be used in agriculture forecasting [121]. These near-real-time data can be updated with GSMaP post-real-time data, which have a latency of 3 days, to obtain more accurate forecasting results. Furthermore, post-real-time GSMaP version data are highly recommended in climatology and hydrology modeling studies [12].




5. Conclusions


The results show that the accuracy of GSMaP version 08 is adequate, especially for daily and monthly scales. On a daily scale, GSMaP version 08 data show a moderate coefficient correlation (CC), while on a monthly scale, they show a good correlation when evaluated using RG data. The CC value is quite good, followed by a fair RMSE value. GSMaP version 08 overestimated rainfall, which is indicated by the dominant positive RB value. In addition, on a daily scale, GSMaP’s can detect rain events well, as suggested by a high POD. However, sometimes there are false rain detection events indicated by the FAR value, which still has to be considered. On the other hand, the accuracy and precision of rain event detection for the hourly scale still need to be improved. The CC and CSI values of GSMaP version 08 data for the hourly scale are still relatively low. However, hourly GSMaP version 08 data can observe the diurnal rain pattern in the IMC, which is indicated by matching the peak times of precipitation accumulation (PA) and precipitation frequency (PF) with RG. The accuracy of GSMaP version 08 depends on rainfall intensity, topography, and data latency. The high FAR value of GSMaP data is caused by the overestimation of light rainfall (R < 1 mm/day). This condition also decreases the CC value and increases the RB and RMSE values. This impacts overestimating the CWD and R1mm index values and underestimating the CDD index. The dry day indication error has caused GSMaP’s lack of ability to analyze the CWD and CDD indices. However, GSMaP can still capture the distribution pattern of rainfall intensity, which is indicated by the suitability of the PDF and CDF patterns up to the high percentile. The ability of the GSMaP data to indicate high-intensity rain is proven by the success of the GSMaP data in obtaining the R10mm, R20mm, and R50mm indices. Nonetheless, a considerable bias is still observed in the RX1day index. The lower RX1day bias observed in the GSMaP gauge adjustment indicates the importance of bias correction for very extreme rainfall events (>99 percentile). Of all GSMaP version 08 datum types, we found that GSMaP_MVK data outperform other data. In addition, data with faster latency, such as near-real-time GSMaP data (GSMaP_NRT and GSMaP_NRT), also show quite good performance. However, the performance of real-time GSMaP data (GSMaP_Now and GSMaP_Now_G) is less than others. Thus, GSMaP near-real-time data can be used to monitor and forecast short-term rain events, and GSMaP_MVK can analyze rain characteristics. We achieve remarkable results where the performance of GSMaP_Gauge is not better than GSMaP_MVK, GSMaP_NRT, and GSMaP_NRT_G, which is due to the high FAR value of GSMaP_Gauge. Therefore, the GSMaP_Gauge version 08 data algorithm for the IMC region needs to be improved. The evaluation of GSMaP products presented here, although not the first one in the IMC, is the first for the latest version. In addition, this research is the first to involve hundreds of rain gauges spread across almost all islands of the IMC, representing Indonesia’s diverse geographical conditions. This study can be used by other researchers and developers involved in the GSMaP algorithm to introduce improvements in future versions. In addition, the results of this research will provide critical information for users of GSMaP data as a substitute for rain gauge data, which are very sparse in Indonesia. However, these preliminary results are solely based on seven months of data; further studies are needed when long data records are available.
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Figure 1. Distribution of rain gauge used to evaluate the GSMaP data. The elevation map uses NOAA’s ETOPO1 data. 
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Figure 2. Boxplot of CC (a), RMSE (b), RB (c), POD (d), FAR (e), and CSI (f) for hourly GSMaP data for all RG’s stations. 
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Figure 3. Time series of hourly (top) and daily (below) data of GSMaP and RG data for ID station of 150283. The location of station is given in the plot title. 
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Figure 4. Peak time of PA (left column), PF (Center column), and PI (right column) for GSMaP_Now (a–c), GSMaP_Now_G (d–f), GSMaP_NRT (g–i), GSMaP_NRT_G (j–l), GSMaP_MVK (m–o), and GSMaP_Gauge (p–r). 
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Figure 5. An example of the difference in the observed rainfall peaks from the GSMaP product and the rain gauge for PA (a,b), PF (c,d), and PI (e,f) with two rain peaks, at two observation stations. 
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Figure 6. The percentage of stations for several categories of difference in peak time of PA (a), PF (b), and PI (c) from GSMaP and RG. 
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Figure 7. Scatterplot for daily data of GSMaP_Now (a), GSMaP_NRT (b), GSMaP_MVK (c), GSMaP_Now_G (d), GSMaP_NRT_G (e), and GSMaP_Gauge (f) against RG observations. 
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Figure 8. Boxplot of CC (a), RMSE (b), RB (c), POD (d), FAR (e), and CSI (f) for hourly GSMaP data for all RG’s stations. 
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Figure 9. CDF (a) and PDF (b) for daily data of GSMaP and RG. 
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Figure 10. Scatterplot for monthly data of GSMaP_Now (a), GSMaP_NRT (b), GSMaP_MVK (c), GSMaP_Now_G (d), GSMaP_NRT_G (e), and GSMaP_Gauge (f) against RG observations. 
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Figure 11. Percentage of grid numbers for the five altitude categories for each island. 
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Figure 12. Spatial distribution of CC values for GSMaP_Now (a), GSMaP_NRT (b), GSMaP_MVK (c), GSMaP_Now_G (d), GSMaP_NRT_G (e), and (f) GSMaP_Gauge daily data against gauge data over IMC. 
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Figure 13. Linear fitting of daily CC (a), RMSE (b), RB (c), POD (d), FAR (e), and CSI (f) with altitude. Statistical parameters created in data intervals per 50 ASL. 
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Figure 14. Boxplot of CC for daily data of grid with one (a) and more than one rain gauge (b) in the GSMaP grid. 
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Table 1. Summary of GSMaP type used in this study.
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	Name
	Abbrevation
	Latency
	Resolution





	GSMaP real-time version
	GSMaP_Now
	0 h
	0.1° hourly (updated every 30 min)



	GSMaP real-time version gauge-calibrated
	GSMaP_Now_G
	0 h
	0.1° hourly (updated every 30 min)



	GSMaP near-real time
	GSMaP_NRT
	4 h
	0.1° hourly



	GSMaP near-real time gauge-calibrated
	GSMaP_NRT_G
	4 h
	0.1° hourly



	GSMaP mapping of precipitation microwave–IR combined product
	GSMaP_MVK
	3-day
	0.1° hourly



	GSMaP mapping of precipitation microwave–IR combined product gauge-calibrated
	GSMaP_Gauge
	3-day
	0.1° hourly
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Table 2. The number of stations in the GSMaP grid.
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	Station per Grid
	Number of Grid





	1
	532



	2
	41



	3
	11



	4
	2



	Total
	586
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Table 3. Contingency table comparing precipitation detection by GSMaP data (Si) and gauge observation (Gi).
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	Gi ≥ Threshold
	Gi < Threshold





	Si ≥ threshold
	Hit (H)
	False (F)



	Si < threshold
	Misses (M)
	Correct negatives (Z)
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Table 4. List of the selected extreme indices from ETCCDI used in this study.
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	Index
	Definition
	Unit





	R1mm
	Number of days when precipitation ≥ 1 mm
	days



	R10mm
	Number of days when precipitation ≥ 10 mm
	days



	R20mm
	Number of days when precipitation ≥ 20 mm
	days



	R50mm
	Number of days when precipitation ≥ 50 mm
	days



	CWD
	Number of consecutive wet days (precipitation ≥ 1 mm)
	days



	CDD
	Number of consecutive dry days (precipitation ≤ 1 mm)
	days



	RX1day
	Maximum of daily rainfall
	mm/day
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Table 5. The mean of validation data matrix for hourly data for all stations.
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	GSMaP Type
	CC
	RMSE
	RB
	POD
	FAR
	CSI





	GSMaP_Now
	0.14
	0.08
	0.12
	0.44
	0.60
	0.21



	GSMaP_Now_G
	0.14
	0.08
	0.20
	0.49
	0.71
	0.19



	GSMaP_NRT
	0.23
	0.11
	0.38
	0.49
	0.62
	0.28



	GSMaP_NRT_G
	0.24
	0.14
	0.55
	0.52
	0.75
	0.28



	GSMaP_MVK
	0.29
	0.09
	0.26
	0.59
	0.60
	0.30



	GSMaP_Gauge
	0.26
	0.12
	0.49
	0.78
	0.81
	0.18
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Table 6. The mean of validation data matrix for daily data for all stations.
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	GSMaP Type
	CC
	RMSE
	RB
	POD
	FAR
	CSI





	GSMaP_Now
	0.34
	1.86
	0.14
	0.71
	0.38
	0.49



	GSMaP_Now_G
	0.34
	1.87
	0.20
	0.76
	0.41
	0.50



	GSMaP_NRT
	0.44
	2.42
	0.41
	0.78
	0.33
	0.56



	GSMaP_NRT_G
	0.45
	3.14
	0.57
	0.80
	0.35
	0.56



	GSMaP_MVK
	0.50
	1.87
	0.26
	0.81
	0.33
	0.57



	GSMaP_Gauge
	0.36
	3.12
	0.51
	0.81
	0.37
	0.54
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Table 7. The continuous statistical metrics for several extreme indices from GSMaP data.
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	R1mm
	R10mmm
	R20mm
	R50mm
	CWD
	CDD
	RX1day





	CC
	
	
	
	
	
	
	



	GSMaP_Now
	0.50
	0.64
	0.71
	0.73
	0.18
	0.16
	0.38



	GSMaP_Now_G
	0.54
	0.68
	0.72
	0.71
	0.19
	0.16
	0.41



	GSMaP_NRT
	0.54
	0.66
	0.72
	0.71
	0.31
	0.19
	0.37



	GSMaP_NRT_G
	0.54
	0.67
	0.73
	0.71
	0.31
	0.16
	0.47



	GSMaP_MVK
	0.55
	0.67
	0.72
	0.72
	0.29
	0.20
	0.34



	GSMaP_Gauge
	0.44
	0.64
	0.71
	0.69
	0.20
	0.14
	0.40



	RMSE
	
	
	
	
	
	
	



	GSMaP_Now
	12.60
	2.10
	1.49
	1.22
	0.65
	4.74
	65.37



	GSMaP_Now_G
	22.15
	0.41
	0.11
	1.35
	5.02
	5.38
	55.35



	GSMaP_NRT
	16.64
	7.10
	5.18
	3.22
	0.83
	4.97
	68.77



	GSMaP_NRT_G
	20.02
	11.96
	8.96
	4.59
	1.41
	5.41
	71.42



	GSMaP_MVK
	17.94
	3.38
	2.31
	2.43
	1.58
	5.06
	50.68



	GSMaP_Gauge
	24.76
	14.55
	8.74
	2.87
	3.21
	6.21
	32.24



	RB
	
	
	
	
	
	
	



	GSMaP_Now
	0.14
	−0.05
	−0.08
	0.45
	0.07
	−0.34
	1.03



	GSMaP_Now_G
	0.24
	0.01
	−0.01
	0.50
	0.51
	−0.39
	0.87



	GSMaP_NRT
	0.18
	0.18
	0.28
	1.20
	0.08
	−0.36
	1.08



	GSMaP_NRT_G
	0.22
	0.31
	0.48
	1.71
	0.14
	−0.39
	1.12



	GSMaP_MVK
	0.20
	0.09
	0.12
	0.91
	0.16
	−0.37
	0.80



	GSMaP_Gauge
	0.27
	0.38
	0.47
	1.07
	0.33
	−0.45
	0.51
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Table 8. Daily data statistical test for several Indonesian regions.






Table 8. Daily data statistical test for several Indonesian regions.
















	Location
	Parameter
	GSMaP_Now
	GSMaP_Now_G
	GSMaP_

NRT
	GSMaP_

NRT_G
	GSMaP_

MVK
	GSMaP_Gauge
	Average





	Sumatra
	CC
	0.29
	0.31
	0.43
	0.46
	0.47
	0.36
	0.39



	(159 grid)
	RMSE
	0.41
	0.69
	1.59
	2.37
	0.96
	2.39
	1.4



	
	RB
	0.08
	0.14
	0.32
	0.47
	0.19
	0.47
	0.28



	
	POD
	0.69
	0.72
	0.78
	0.79
	0.80
	0.76
	0.76



	
	FAR
	0.41
	0.43
	0.37
	0.38
	0.36
	0.39
	0.39



	
	CSI
	0.46
	0.47
	0.54
	0.53
	0.55
	0.51
	0.51



	Java
	CC
	0.31
	0.35
	0.41
	0.43
	0.47
	0.40
	0.39



	(191 grid)
	RMSE
	1.30
	1.21
	3.98
	4.51
	3.10
	3.29
	2.90



	
	RB
	0.18
	0.17
	0.54
	0.62
	0.42
	0.45
	0.40



	
	POD
	0.77
	0.80
	0.82
	0.83
	0.84
	0.84
	0.82



	
	FAR
	0.36
	0.37
	0.33
	0.33
	0.33
	0.38
	0.35



	
	CSI
	0.54
	0.54
	0.58
	0.58
	0.60
	0.55
	0.57



	Bali and
	CC
	0.28
	0.31
	0.35
	0.37
	0.42
	0.38
	0.35



	Nusa
	RMSE
	1.22
	0.12
	0.14
	0.77
	0.76
	1.90
	0.82



	Tenggara
	RB
	−0.25
	−0.02
	−0.03
	0.16
	−0.15
	0.38
	0.01



	(60 grid)
	POD
	0.59
	0.71
	0.67
	0.69
	0.68
	0.76
	0.68



	
	FAR
	0.37
	0.43
	0.34
	0.35
	0.33
	0.40
	0.37



	
	CSI
	0.44
	0.46
	0.50
	0.50
	0.51
	0.50
	0.49



	Borneo
	CC
	0.37
	0.40
	0.48
	0.50
	0.51
	0.48
	0.46



	(77 grid)
	RMSE
	0.63
	1.62
	1.72
	3.74
	0.65
	2.85
	1.87



	
	RB
	0.11
	0.28
	0.30
	0.65
	0.11
	0.50
	0.33



	
	POD
	0.74
	0.79
	0.81
	0.83
	0.83
	0.85
	0.81



	
	FAR
	0.38
	0.40
	0.32
	0.34
	0.31
	0.33
	0.35



	
	CSI
	0.51
	0.52
	0.59
	0.58
	0.60
	0.60
	0.57



	Sulawesi
	CC
	0.24
	0.24
	0.31
	0.32
	0.33
	0.27
	0.28



	(64 grid)
	RMSE
	0.06
	0.88
	1.30
	2.82
	1.04
	2.93
	1.51



	
	RB
	0.01
	0.16
	0.24
	0.51
	0.19
	0.53
	0.27



	
	POD
	0.68
	0.71
	0.74
	0.76
	0.76
	0.81
	0.74



	
	FAR
	0.42
	0.43
	0.38
	0.39
	0.37
	0.41
	0.40



	
	CSI
	0.45
	0.46
	0.51
	0.51
	0.53
	0.52
	0.50



	Molucca and
	CC
	0.30
	0.31
	0.42
	0.44
	0.48
	0.47
	0.40



	New Guinea
	RMSE
	2.3
	2.37
	3.85
	4.81
	2.89
	3.46
	3.28



	(18 grid)
	RB
	0.45
	0.46
	0.75
	0.93
	0.56
	0.67
	0.64



	
	POD
	0.70
	0.71
	0.74
	0.76
	0.76
	0.77
	0.74



	
	FAR
	0.30
	0.31
	0.27
	0.28
	0.27
	0.28
	0.29



	
	CSI
	0.54
	0.54
	0.58
	0.58
	0.60
	0.59
	0.57
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Table 9. Statistical parameter correlation value to altitude.






Table 9. Statistical parameter correlation value to altitude.





	Parameter
	GSMaP_Now
	GSMaP_Now_G
	GSMaP_NRT
	GSMaP_NRT_G
	GSMaP_MVK
	GSMaP_Gauge





	CC
	−0.20
	−0.20
	0.02
	−0.03
	−0.05
	0.14



	RMSE
	−0.06
	−0.02
	−0.19
	−0.21
	−0.05
	0.28



	RB
	0.18
	0.30
	0.09
	0.14
	0.13
	0.42



	POD
	−0.31
	−0.29
	0.08
	0.02
	−0.06
	0.14



	FAR
	−0.35
	−0.29
	−0.27
	−0.24
	−0.29
	−0.36



	CSI
	0.16
	0.15
	0.33
	0.26
	0.26
	0.39
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