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Abstract

:

Magnesium alloys are increasingly used due to the reduction of weight and pollutants that can be obtained, especially in the aeronautical, aerospace, and automotive sectors. In maintenance and repair tasks, it is common to carry out re-drilling processes, which must comply with the established quality requirements and be performed following the required safety and environmental standards. Currently, there is still a lack of knowledge of the machining of these alloys, especially with regards to drilling operations. The present article studies the influence of different cutting parameters on the surface quality obtained by drilling during repair and/or maintaining operations. For this propose, an experimental design was established that allows for the optimization of resources, using the average roughness (Ra) as the response variable, and it was analyzed through the analysis of variance (ANOVA). The results were within the margins of variation of the factors considered: the combination of factor levels that keep the Ra within the established margin, those that allow for the minimization of roughness, and those that allow for the reduction of machining time. In this sense, these operations were carried out in the most efficient way.
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1. Introduction


Recently, the need to reduce energy consumption as well as environmental pollution has been highlighted, especially in the transport sector, which includes industries such as the aeronautical, aerospace, and automotive industries. This need has led to a constant search for the reduction of the weight of components by using lighter materials, which allow for mass reduction and, therefore, lower consumption of fuel and polluting emissions. In this context, there has been increasing interest in extending the use of materials such as magnesium, which has excellent specific mechanical properties and whose full potential has not yet been reached, due in part to the insufficient knowledge about magnesium compared to other materials such steel and aluminum [1,2,3,4,5,6,7,8,9].



The main advantages of magnesium alloys are their low density, high availability, high recyclability, and good properties for foundry and machining, such as high specific strength and good weldability under a controlled atmosphere. Nevertheless, there are also a few disadvantages such as low creep resistance above 100 °C, low resistance to corrosion, hardness, and they are difficult to form at room temperature [10,11]. Magnesium’s high chemical reactivity is another drawback that is closely related to problems during machining [12].



Magnesium alloys are mainly formed by casting, of which about 70% is processed by casting in permanent molds, producing near net shape parts. After that, machining operations are necessary in most cases [13,14]. Magnesium is considered to have excellent machinability. This is due to its low specific cutting strength, low tool wear, excellent surface quality, short and brittle chips due to its hexagonal crystal structure, and high thermal conductivity, which maintains low temperature increases even using dry machining, allowing for high cutting speeds and feed rates [15,16]. As a result, all common machining operations such as turning, milling, drilling, threading, reaming, or grinding can be performed with these alloys without major problems. The fundamental difference between magnesium and other structural materials is the ability to use higher feed rates and depths of cuts for magnesium, to give low roughness and closed tolerances [17].



The published literature shows that research on magnesium alloy machining focuses on cutting speed, feed rates, depth of cut, precision, and quality of the machining surfaces, also on the formation of adhesions, mainly build-up edge (BUE) and build-up layer (BUL) [18]. In turning and milling processes, researchers pay attention mainly to cutting forces, surface roughness, tool materials, tool wear, lubricant-cooling systems, temperature, chip morphology, and hardness. The cutting conditions for turning used in previous experimental works were as follows: cutting speed from 75 to 2400 m/min; feed rate from 0.05 to 0.65 mm/rev; and depth of cut from 0.2 to 5 mm. For milling, the parameter values were the same order of magnitude [1,10,19,20,21,22].



In the aeronautical industry, the drilling process is key due to the high number of joints by riveting, threaded joints, and mechanical fasteners made in the whole vehicle. In fact, the operation that consumes the most time during the assembly of a plane is the pre-assembly operation in the fuselage. An important cause of problems in the structural integrity of the fuselage is the growth of cracks in the drilled holes. For this reason, effective hole drilling is fundamentally important. In the case of commercial aircraft, the number of drilled holes can reach up to 3 million. Twist drills are used for most metals, using High Speed Steels (HSS) for aluminum and magnesium alloys [5].



In most studies on the drilling of magnesium alloys, the cutting speeds were around 50 m/min and the feed rates ranged between 0.1 and 0.7 mm/rev. In these studies, the influence of machining conditions on variables such as surface quality, force, torque, and tool wear, among others, was studied. The majority of studies used average roughness (Ra) to evaluate the surface quality of the obtained surfaces [3,23,24,25,26,27].



Weinert et al. [28] carried out a study on magnesium drilling using wide cutting parameters, reaching cutting speeds up to 1100 m/min and extending feed rates to 1.2 mm/rev. In that study they found that the surface quality, quantified by the maximum height of the profile, Rz, remained approximately constant by varying the cutting speed between 100 and 1100 m/min, while keeping the feed rate constant at 0.2 mm/rev; increasing the feed increased the roughness. In addition, the mechanical load on the tool did not vary significantly in the range of cutting speeds from 100 to 700 m/min, being determined by feed rate.



Other studies focused on machining parameters that are not high performance, using average roughness (Ra) as a variable to quantify the surface quality [3,23,26]. There are potential risks in the machining of magnesium alloys; on the one hand, there is the danger of ignition when the chips reach temperatures of 450 °C, and on the other hand, with the use of water-based lubrication there is danger of a reaction between water and magnesium, which forms a hydrogen atmosphere that is flammable [20,29]. Considering these reasons, it was decided to carry out the present study using dry machining.



As discussed above, there are still gaps in our knowledge about magnesium alloys. There are not many scientific works that discuss the problems during solid drilling of these alloys, and we found only one work specifically about re-drilling or core drilling operations in magnesium alloys: Rubio et al. [30] studied this process, but for hybrid Mg-Ti-Mg components. This type of machining is used in the repair process of damaged holes, which is common in the aeronautical sector where the holes are machined to a larger diameter to insert oversized rivets. These repairs must be carried out with great care to avoid damage to the machined parts [30]. These types of operations can be framed as low performance operations since productivity is a secondary objective.



In machining plants, drilling operations have traditionally been carried out in two steps: first drilling and then enlarging the diameter of the holes. These operations are executed with a solid base of knowledge of the materials and operations. However, in maintenance and/or repair operations, this is not always the case, especially considering that occasionally a smaller increase in the diameter of the hole is sought in order to not weaken the pieces. In this aspect, there is a certain lack of understanding and, therefore, such drilling operations can be improved to increase the safety and quality of the holes.



The aim of this work is to analyze the feasibility of carrying out repair and maintenance operations on pre-drilled parts used in the aeronautical industry. To do this, a pre-drilled test piece was used to simulate the repair of housings in covers that are joined by elements such as rivets. This joint type is widely used in aeronautics and can be the origin of fatigue cracks, which can lead to catastrophic failures in the pieces if they are not repaired in time.



This paper presents the analysis of the surface roughness, in terms of Ra, obtained by drilling holes to a slightly larger diameter in magnesium alloys UNS M11917 (AZ91D) at low cutting parameters. In this way, the behavior of these alloys in maintenance and/or repair operations was studied. The use of twist drills in these operations has certain advantages compared to reamers, which have less availability in the machining sections, generally have a higher price, and have a smaller variety in terms of the machined final diameters. The final aim is to establish if it is feasible to carry out such operations under environmentally sustainable conditions, maintaining the surface roughness requirements within a range of values established for the aeronautical industry, that is, from 0.8 to 1.6 μm [31,32].



To achieve this goal, the experimental design was established taking into consideration the three most important factors, feed rate, cutting speed, and type of tool, at two and three levels according to the recommendations of the manufacturers and prior knowledge of drilling operations. In addition, the small variations of the diameters to be drilled and the depth of the holes where the roughness measurements were to be taken were considered factors in the experimental design. Blocks were considered for quantification, and if obtained surface roughness was constant along the machined surface, a replicate was performed in order to quantify the error. The statistical method used to study the results obtained was the analysis of variance (ANOVA).



The tests were carried out in two stages by machining a pre-drill and then re-drilling, maintaining a constant depth of 0.125 mm. The final diameters were drilled to 7 and 7.5 mm, in the first and second stages, respectively. The last stage served firstly to corroborate the data obtained initially and secondly to check if small differences in the diameter affected to the variables studied.




2. Materials and Methods


The UNS M11917 magnesium alloy is produced by the die casting method and was supplied as an ingot with a length of approximately 500 mm and a section of 118 × 60 mm. A rectangular parallel-piped block was milled using low machining parameters so as not to raise the temperature of the piece, until reaching the measurements of 110 × 62 × 50 mm, maintaining surface roughness below 2 µm. This alloy has a chemical composition of mass of 90% Mg, 8.30–9.70% Al, 0.35–1% Zn, ≥0.13% Mn, ≤0.1% Si, ≤0.03% Cu, ≤0.005% Fe, and ≤0.002% Ni and presents a microstructure formed by an α-phase matrix and an intermetallic β-phase whose composition is Mg17Al12 and is located at the boundaries of the grains [33]. The main mechanical properties of this alloy are shown in Table 1.



The block of magnesium was positioned in the hydraulic jaw of the machining center, aligning it so that the upper face was parallel to the plane of the machine table. To do this, a 3D tester (Haimer GmbH, Igenhausen, Hollenbach, Germany) was used. To avoid bias, pre-drills and drills were carried out without moving the specimen of the clamping jaw. The clamping of drills was done by a collet ER25 suitable for the drill diameter.



Two types of tool were used for the performance of the tests. They were both manufactured by Phantom (Van Ommen B.V., Beekbergen, Gelderland, Netherlands) in HSS, and are called 11.130 (type A), and 11.160 (type B), Figure 1.



These drills are suitable for drilling depths up to three times the diameter. They are manufactured according to DIN 1897 [34], with a straight shank and two flutes of 34 mm. They have a helix shape normal type N according to DIN 1836 [35], and both drill points are sharpened using split form C point in accordance with DIN 1412 [36].



Drilling tests were carried out using a computer numerical control (CNC) controlled vertical machining center Lagun L650 (Lagun Machinery S.L.L., Legutio, Álava, Spain) under dry conditions. The cutting parameters were selected based on solid drilling operations, taking into consideration the values given by the manufacturer for the group of non-ferrous materials and those used in the previous published studies. Keeping in mind that the present work was focused on repair and/or maintenance, we selected the following test values: cutting speed (S): 60 and 120 m/min; and feed rate (f): 0.2, 0.4, and 0.8 mm/rev; the cutting depth was kept constant at 0.125 mm. All blind holes were drilled to a depth of 20 mm from the top face of the specimen.



In the first stage, drilling tests were performed to enlarge holes from a diameter of 6.75 mm to a diameter of 7 mm, for all the combination of cutting conditions pointed out above, whereupon the machined surface roughness was measured. In a second stage, drilling tests were carried out under the same combination of cutting conditions, in this case from a diameter of 7.25 mm to a diameter 7.50 mm, in order to also evaluate the influence of the diameter of the drill on the surface roughness.



Between each drilling operation, the upper surface of the specimen and its surroundings were cleaned using a brush and pressurized air. Before carrying out the drilling, the periphery of the block was covered with paper, with the purpose of collecting samples of the fragile chips produced in the machining, as shown in the Figure 2. Once the process was finished, the hole and the used drill were marked with a number, and a photographic record of the obtained chips was taken using a Nikon Coolpix P510 digital camera (Nikon, Tokyo, Japan).



The arithmetical mean deviation of the assessed profile, Ra, was used as a response variable to quantify the surface roughness of the machined surface, which according to the standard ISO 4287:1997 [37] is defined as the “arithmetical mean of the absolute ordinate values Z(x) within a sampling length”. The range, that a priori would be expected to be the value of the measured Ra, should be between 0.1 and 2 µm according to ISO 4288:1996 [38], which also established the sampling length (lr) at 0.8 mm and the evaluation length (ln) at 4 mm. Subsequently, after the measurements of the roughness were made, these assumptions were confirmed.



In each of the drilled holes, the roughness was measured on eight different lines. That is, measurements of the Ra were taken along four lines equi-angularly separated by 90° in two cylindrical zones at different distances from the upper surface of the specimen. The first one, named the top plane (TP), was at a distance of 5.5 mm from top face and the second one, named the bottom plane (BP), was at a distance of 15 mm from top face, as can been seen in Figure 3. The measurement length along each one of the eight lines was of 4 mm.



Ra was measured using a contact roughness surface tester Zeiss Handysurf E-35A (Carl Zeiss AG, Oberkochen, Baden-Wurtemberg, Germany). This model has the possibility of exporting the measured data to a computer or displaying it directly on a display panel; it includes several types of parameters of roughness, among them the Ra. To carry out the measurements, the roughness meter and the test block were placed on a surface plate. The probe of the roughness tester is portable, so to perform the eight measurements in each hole, the probe was placed in a tool coupled to a height gauge, allowing for vertical positioning at the desired height, then rotation of the specimen four times to measure the equi-angularly located points, and then positioning of the probe tip at the two established depths. Figure 4 shows the surface tester, probe tip, and positioning system.



Based on all of this, the experimental design was determined, and its objective was to determine the influence of the factors considered in the response variable, that is, the surface roughness studied by the Ra. The experimental design selected was a full factorial design with three factors at two levels, one factor at three levels, and a block at two levels, which is the measurement depth from the upper face of the block, including the performance of a replica, which supposes a total of 96 experimental runs. The considered factors and their levels are included in Table 2.



Before carrying out the statistical analysis, the assumption of normality was checked; an Anderson–Darling and Kolmogorov-Smirnov tests data were carried out, which was not overcome, hence a Johnson transformation was carried out. Once the normal data was obtained, the next step was the statistical analysis in order to study the influential factors and interactions on the surface quality measured by Ra. This analysis was performed by the ANOVA.




3. Results and Analysis


3.1. Results


The experiment consisted of carrying out 96 experiments and, for each of them, measuring the roughness on four separate zones at 90° in two cylindrical sections located inside the holes as can be seen in the striped red zones in the Figure 3. To study the measured roughness, it was evaluated considering the average of the four values of Ra measured in each one of the two cylindrical sections located at the different distances from the top face of the specimen in each experimental run. Before carrying out the statistical analysis, the assumption of normality of the average Ra was checked. To do this, normality was assessed using the Anderson–Darling and Kolmogorov–Smirnov tests. The results obtained in both tests are shown in Table 3, and indicate the non-normality of the data and therefore the need to carry out its transformation prior to the statistical study.



Johnson transformation was used to convert the original non-normal data into a standard normal distribution. The best adjustment of the transformation was obtained using the equality function collected in Equation (1), where the transformed roughness values are designated by Rat, being the Ra of the average roughness initial values. The probability plot for the population before and after the transformation can be seen in Figure 5.


Rat= −1.05518+1.01828× sinh−1(Ra−0.5625530.128499)



(1)







Once the measured roughness data were normalized, it was possible to analyze them using the ANOVA statistical method. For this, the arithmetic mean of the four measured values of the Ra in each elementary run was made. The results obtained in the experimental design are those included in Table 4.




3.2. Analysis and Discussion


From the data obtained, it is clear that the obtained surface quality achieved improved results, independent of the parameters tested. All the roughness values were between 0.38 and 2.49 µm. Only five of the 96 Ra values were above the 1.6 µm that is set as the upper limit in the aeronautical sector. In consideration of the 16%-rule established in the ISO 4288:1996 standard [38], the surface is considered acceptable because only 5.2% exceeded the upper limit.



For the statistical analysis of the transformed Ra values, the Minitab 17 computer program was used. The model was reduced to include only the significant factors, for which a stepwise procedure was followed that eliminates or adds terms to the model using a significance level α = 0.05, starting with an empty model and then adding or removing a term for each step. Table 5 shows the influential factors and interactions, in other words, cutting speed, feed rate, type of tool, diameter, sum of squares, degrees of freedom (DF), mean square, F value, and p-value.



The analysis showed that among the main factors, only the cutting speed, S, and the type of tool, T, were statistically significant for Ra. Regarding the interactions of the factors, there were only two significant second-order interactions: the cutting speed with the diameter, S*D, and the feed rate with the diameter, f*D. The contribution of each effect to the variability is shown in Figure 6. The most important effect was the type of tool with a percentage of 45.25%, the second most important was the interaction of cutting speed with the diameter of the drill with 36.06%, the third was the interaction between feed rate and diameter with 10.18% and the last was the cutting speed with 6.98%.



In Figure 7, it can be seen that the use of a twist drill type B enhances the surface quality of the machined surfaces with respect to those gained from the use of type A. From the untransformed values obtained in the tests, tool A obtained a Ra of 0.97 µm, while type B was 0.67 µm, which represents a considerable improvement. An explanation of this behavior could be the appearance of radial stresses that would produce deformation of the drill and therefore affect the roughness, this would be caused by the small depth of cut of only 0.125 µm in conjunction with the use of a non-high rigidity drill and relatively high feed rates and cutting speed values. Regarding the cutting speed, it is the factor that has the least influence, producing a higher Ra with increasing speed. This result is concordant with those obtained by Weinert et al. for the case of solid drilling [13].



The second effect in terms of importance is the interaction between the cutting speed and the diameter of the drill, S*D, although the diameter itself is not a significant effect. Figure 8 shows that increasing the cutting speed in drills with a diameter of 7 mm causes a lower superficial roughness in contrast to drills with a 7.5 mm diameter.



The influence of the feed rate on the Ra was the opposite and this is explained by the third most important effect: the interaction between feed rate and the diameter of the drill, f*D, as can be seen in the Figure 9. This can be seen most clearly for feed rates of 0.4 and 0.8 mm/rev. Use of 7 mm tools at higher feed rates caused lower Ra values; in contrast, for 7.5 mm tools, the lower Ra values were obtained with lower feed rates.



The results regarding these two interactions of the cutting speed and the feed rate with the diameter of the drill on magnesium alloys are remarkable because the difference between the diameters tested was so small. Further studies should be carried out to clarify this point, considering greater values in the drill diameters studied.



A model of surface roughness was developed to predict the variability in the transformed data, Rat, through Equation (2). This equation uses the significant factors identified by the ANOVA, in other words, cutting speed, type of tool, feed rate, and diameter of the drill, where s, t, f, and d represent their effects, μ is the term to adjust the mean, and ε is the error. The estimation parameters of the equation are included in Table 6.


Raijklt= μ+si+tj+sdik+fdlk+ εijkl



(2)







The residuals of the model were obtained by the difference between measured and predicted values and were used for checking the model hypotheses. As can be seen in Figure 10, the residuals satisfy the normality and homoscedasticity hypothesis; also, no patterns were found in the model.



Once the validity of the model was verified, the inverse of the Johnson transformation used in Equation (1), of the fitted values according to Equation (2), was carried out to predict the surface quality by Ra in re-drilling operations of UNS M11917 magnesium alloys. For this, Equation (3) was used.


Raijkl= 0.562553+0.128499× sinh(μ+si+tj+sdik+fdlk+ εijkl+1.055181.01828)



(3)







From Equation (3) and considering both the significant factors identified in the ANOVA, as well as their levels, it was possible to calculate the predicted values of Ra for the different combinations. These values are shown in Table 7 along with the Ra obtained from the values measured in the tests, and the absolute error between the predicted and measured Ra.



The surface roughness values obtained by the model predicted values between 0.52 and 1.23 µm. The absolute error between the measured and predicted values was less than 0.28 µm in all cases except one, in which the error reached 0.88 µm. The minimum Ra value was obtained with the combination of a cutting speed of 60 m/min, type of tool B, feed rate of 0.4 mm/rev, and by using a drill with a 7.5 mm diameter.





4. Technological Discussion


For the framework in which the present study was set up, that of enlarging holes with a low depth of cut by drilling in magnesium alloy UNS M11917, it is important to highlight some technological aspects with implications to the practical application of these operations, mainly in the aerospace sector.



Considering all the tests carried out and according the 16%-rule established in the ISO 4288:1996 standard [38], it can be affirmed that within the margins of the levels and factors tested, the surface quality would be within the quality requirements established in this sector (0.8 µm < Ra < 1.6 µm) [31,32]. Of all the 96 measured Ra values, only five of them were above the upper limit, and those five were drilled using the type A drill. From this it follows, in addition to be the main significant factor, the importance of the type of drill in the performance of these operations.



It is of great importance to carry out these maintenance and/or repair operations in the shortest time possible, meeting the quality standards required for the parts, so it is important to optimize the rate of material removal (RMM). According to Astakhov [39], this rate is directly proportional to the product of the feed rate by the cutting speed, f*S. Therefore, a way of increasing productivity and improving process time is to select the highest feed rate and cutting speed values, that is, 0.8 mm/rev and 120 m/min, respectively. Using these operating parameters, the average Ra values of 0.6 µm for the type B tool and 0.9 µm for type A were obtained.



The type of tool is the most important factor in terms of its influence on the Ra. The Anderson–Darling test shows clearly that for the case of type B drills, the population follows a normal distribution. However, for the case of the type A drill, with a value of p < 0.005, the Anderson–Darling test confirms that it follows a non-normal distribution with a strong asymmetry and positive kurtosis, as seen in Figure 11 with its displacement to the right. An explanation of this phenomenon could be in the appearance of greater radial efforts that, due to the low rigidity of the drills, give rise to deformations that affect the surface quality. Subsequent studies must to be carried out to confirm this hypothesis.




5. Conclusions


This experimental study on the small-scale re-drilling operations in magnesium alloy UNS M11917 within the maintenance and/or repair processes of pieces in the aerospace sector, confirms that it is possible to perform such operations in a way that satisfies the requirements of the surface quality and safety and, at the same time, under environmentally friendly conditions, that is, using dry machining or without the use of lubricant coolants. The most important factor to consider is the type of tool used, obtaining the best results with type B drills, which have a point angle of 135°, compared to type A drills, which have a point angle of 118°. However, further studies have to corroborate if, besides the point angle, other variables of the drill, such as the type of coating, affect the surface quality. Using that type of drill and choosing the highest values in the cutting parameters, that is, a feed rate of 0.8 mm/rev and a cutting speed of 120 m/min, a surface roughness was obtained of approximately half of the maximum limit considered within this sector, in other words, 0.8 µm.



The depth from the upper surface of the specimens did not present a statistical influence on the roughness, so it can be considered constant throughout the depth of the drilling holes, which in this study was 20 mm. Contrary to what was initially assumed, feed rate did not have an influence on surface roughness. This result is consistent with some other work on solid drilling operations in similar magnesium alloys, however, there are other works that show contrary data. Feed rate does have a second-order influence in its interaction with the diameter of the drill, but its influence value is small in relation to the other significant factors.
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Figure 1. Twist drills for the tests; (a) Tool type A; (b) Tool type B. 
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Figure 2. Detail of the method for collecting chips. 
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Figure 3. Cylindrical sections inside the holes where the measurements of roughness were taken for the evaluation of average roughness (Ra) (striped in red) and, in each one of them, the specific zones to take the measurements are defined by the four points separated to 90° and marked as 1, 2, 3, and 4. 
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Figure 4. Zeiss Handysurf E-35A roughness tester, positioning system, and probe tip. 
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Figure 5. Probability plots of original non-normal data and Johnson transformed data of the Ra. 
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Figure 6. Percentage of contribution to the variability of the ANOVA model for each effect. 
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Figure 7. Effects on the transformed Ra of the significant factors. 
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Figure 8. Box and whiskers plot graph for interactions between cutting speed and diameter, S*D. 






Figure 8. Box and whiskers plot graph for interactions between cutting speed and diameter, S*D.



[image: Metals 09 00740 g008]







[image: Metals 09 00740 g009 550]





Figure 9. Interaction graph between feed rate and diameter, f*D. 
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Figure 10. (a) Probability plot and (b) residuals versus predicted values for the model. 
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Figure 11. Histogram of data with an overlaid normal curve of the original Ra for tool types A and B. 
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Table 1. Mechanical properties of die casting magnesium alloy UNS M11917.
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	Brinell Hardness
	63 HB





	Tensile strength
	230 MPa



	Yield strength
	173 MPa



	Elongation
	3%



	Modulus of elasticity
	44.8 GPa



	Charpy impact
	2.7 J
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Table 2. Factors and their levels.
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	Factor
	Levels Values





	Cutting speed, S, (m/min)
	60, 120



	Feed rate, f, (mm/rev)
	0.2, 0.4, 0.8



	Type of tool, T
	A, B



	Diameter, D, (mm)
	7, 7.5



	Measurement depth, MD, (mm)
	Top plane (TP), bottom plane (BP)
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Table 3. The p-values of tests for normality of Ra.
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	Factor
	Anderson–Darling
	Kolmogorov–Smirnov





	Original Data
	<0.005
	<0.010



	Transformed data
	0.736
	>0.150
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Table 4. Replicas of original and transformed data of Ra in µm, at different measurement depths.
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S [m/min]

	
f [mm/rev]

	
T

	
D [mm]

	
Ra

	
Rat




	
TP

	
BP

	
TP

	
BP






	
60

	
0.2

	
A

	
7.0

	
1.76

	
0.85

	
1.71

	
0.77

	
1.88

	
0.25

	
1.92

	
0.53




	
60

	
0.2

	
A

	
7.5

	
0.57

	
0.78

	
0.47

	
0.82

	
−1.70

	
0.42

	
−0.99

	
0.29




	
60

	
0.2

	
B

	
7.0

	
0.61

	
0.67

	
0.58

	
0.77

	
−0.89

	
0.22

	
−0.68

	
−0.26




	
60

	
0.2

	
B

	
7.5

	
0.38

	
0.80

	
0.74,

	
0.56

	
0.12

	
−1.03

	
−2.21

	
0.34




	
60

	
0.4

	
A

	
7.0

	
1.26

	
1.12

	
0.79

	
1.06

	
0.31

	
1.04

	
1.39

	
1.17




	
60

	
0.4

	
A

	
7.5

	
0.56

	
0.71

	
0.51

	
0.67

	
−1.40

	
−0.26

	
−1.01

	
−0.02




	
60

	
0.4

	
B

	
7.0

	
0.63

	
0.82

	
0.58

	
0.96

	
−0.91

	
0.84

	
-0.50

	
0.42




	
60

	
0.4

	
B

	
7.5

	
0.67

	
0.41

	
0.68

	
0.37

	
−0.20

	
−2.23

	
−0.26

	
−2.08




	
60

	
0.8

	
A

	
7.0

	
0.67

	
0.90

	
0.81

	
0.73

	
0.40

	
0.08

	
−0.23

	
0.66




	
60

	
0.8

	
A

	
7.5

	
0.66

	
1.15

	
0.69

	
1.24

	
−0.14

	
1.35

	
−0.34

	
1.21




	
60

	
0.8

	
B

	
7.0

	
0.56

	
0.71

	
0.74

	
0.74

	
0.11

	
0.12

	
−1.01

	
−0.02




	
60

	
0.8

	
B

	
7.5

	
0.61

	
0.49

	
0.54

	
0.48

	
−1.21

	
−1.65

	
−0.66

	
−1.58




	
120

	
0.2

	
A

	
7.0

	
0.87

	
1.07

	
0.61

	
0.78

	
−0.63

	
0.28

	
0.58

	
1.07




	
120

	
0.2

	
A

	
7.5

	
1.01

	
2.06

	
0.79

	
2.49

	
0.32

	
2.41

	
0.94

	
2.15




	
120

	
0.2

	
B

	
7.0

	
0.47

	
0.69

	
0.68

	
0.58

	
−0.19

	
−0.89

	
−1.72

	
−0.12




	
120

	
0.2

	
B

	
7.5

	
0.83

	
0.61

	
0.59

	
0.69

	
−0.78

	
−0.13

	
0.46

	
−0.68




	
120

	
0.4

	
A

	
7.0

	
0.66

	
1.70

	
0.64

	
1.20

	
−0.45

	
1.29

	
−0.31

	
1.88




	
120

	
0.4

	
A

	
7.5

	
1.00

	
0.68

	
0.88

	
0.75

	
0.62

	
0.13

	
0.92

	
−0.19




	
120

	
0.4

	
B

	
7.0

	
0.55

	
0.73

	
1.01

	
0.79

	
0.95

	
0.31

	
−1.11

	
0.08




	
120

	
0.4

	
B

	
7.5

	
0.95

	
0.54

	
0.51

	
0.73

	
−1.44

	
0.05

	
0.81

	
−1.21




	
120

	
0.8

	
A

	
7.0

	
0.65

	
0.46

	
0.71

	
0.60

	
−0.01

	
−0.70

	
−0.35

	
−1.75




	
120

	
0.8

	
A

	
7.5

	
1.14

	
1.44

	
1.11

	
1.58

	
1.15

	
1.76

	
1.20

	
1.61




	
120

	
0.8

	
B

	
7.0

	
0.47

	
0.74

	
0.62

	
0.80

	
−0.59

	
0.36

	
−1.68

	
0.10




	
120

	
0.8

	
B

	
7.5

	
0.71

	
0.81

	
0.77

	
0.99

	
0.23

	
0.90

	
−0.02

	
0.40








*S = cutting speed; f = feed rate; T = type of tool; D = diameter; Rat = transformed Ra.
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