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Abstract

:

Cooperative-Intelligent Transportation Systems (C-ITSs) aim to connect vehicles, both with one another and with road infrastructures, so as to increase traffic safety and efficiency. This paper focuses on the European framework for supporting the development of Cooperative, Connected, and Automated Mobility, and aims to shed light on the current state of testing and deployment activities in the field at the start of 2019. This may be considered particularly timely given that the year 2019 was identified as the starting date for the deployment of mature services, and the Community legislation is currently paying great attention to the matter. In order to present a concise (but comprehensive) picture, we consulted and analysed the most diverse sources comprising more than 2000 pages.
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1. Introduction


Cooperative-Intelligent Transportation Systems (C-ITSs) represent the set of technological and functional elements that allow specific communication tasks identified as V2X (i.e., vehicle to everything) communication services. The ‘X’ in V2X can identify another vehicle (i.e., V2V communication) or the infrastructure (i.e., V2I communication). In some approaches, ‘X’ is also used to identify the cloud. The primary goal of such technologies is to improve road safety by helping the driver make the right decision and adapt to traffic conditions, thereby avoiding potential harm. This clearly means abating road fatalities and injury severity. Under the perspective of a progressively growing level of driving automation, these technologies could be directly exploited by the vehicle without the intervention of the driver. Other potential benefits of the use of C-ITS include enhanced traffic efficiency and improved driving experience. Indeed, the use of V2X technologies is assumed to reduce congestion and make driving tasks less reliant on human action. Finally, they can ensure environment-friendly driving through in-vehicle technologies (e.g., eco-driving), and smarter transportation management at the network level. As stated above, communication and cooperation among vehicles and between vehicles and infrastructure are crucial for the safe integration and operation of automated vehicles in transport systems of the future.



Within this framework, both the vehicles and the infrastructures have to be smart agents, and a reliable communication channel between them needs to be built. Therefore, C-ITS development has two main levers: enrichment of in-vehicle technologies and infrastructural development. Other crucial elements concern regulations, service standardisation, and cyber security issues.



Community legislation is paying great attention to the matter. In March 2019, a delegated act supplementing Directive 2010/40/EU was released [1]. Specifically, this new regulation concerning Cooperative-Intelligent Transport Systems is planned to enter into force and be directly applicable in all Member States from 31 December 2019. In light of the above, this paper aims to provide a concise (but comprehensive) overview of the current state of C-ITS testing and development activities across the European Union (EU). The challenge is to collect, examine, and summarise the countless sources available in their most diverse forms. Indeed, not only have official documents describing standards and project reports been consulted, but press releases, online articles, and datasheets have also been examined, amounting to more than 2000 pages. The goal consists in identifying C-ITS definitions, implemented technologies, level of readiness of different kinds of services (i.e., some of them are ready to be deployed while others require additional research and experimental phases), operating consortia, infrastructural development and other relevant factors, and presenting them in a synoptic and straightforward way. Clearly, although our review pays particular attention to the European case, it is worth noting that similar phenomena are occurring in the USA, Australia, and in the Far East.



The remainder of the paper is organised as follows: Section 2 describes the key features of the C-ITS European framework; Section 3 illustrates the basic principles of cooperative services and technologies; Section 4 outlines the best practices across the EU; finally, Section 5 provides the concluding remarks, including lessons learned and future perspectives.




2. The European Framework


The European Commission (EC) is making significant efforts in the field of C-ITS services, based on V2X communication, in order to set up a reference framework for supporting Cooperative, Connected, and Automated Mobility (CCAM) policies [2]. The matter is quite complex since there are several implications to be considered. Figure 1 outlines the EU framework for supporting C-ITS service development. First, C-ITS strategy aims to develop a common vision throughout the EU so as to combine the efforts of the different stakeholders involved. For this purpose, in early 2014 the EC set up the C-ITS Platform, conceived as a cooperative framework to develop a shared vision for the interoperable deployment of C-ITS in the EU. Later, in 2016, Member States and the Commission launched the C-Roads Platform to link and coordinate C-ITS deployment across the Union. Finally, on completion of the picture, there are some issues to be addressed to ensure legal certainty for the parties as well as cyber security and data privacy matters.



Within the European initiative for the promotion of C-ITS, a key role is being played by the Car2Car Communication Consortium (C2C-CC) [3] and the Amsterdam Group (AG) [4].



C2C-CC it was founded in 2002 by a group of carmakers and today comprises 88 members among carmakers, Original Equipment Manufacturers (OEMs), first- and second-tier suppliers, technology suppliers, and research organisations. C2C-CC, in turn, is part of the Amsterdam Group (AG). In particular, AG is a strategic alliance formed in 2011 to support close cooperation among the stakeholders involved. Beyond C2C-CC, it comprises three other umbrella organisations: CEDR (European organisation for national road administrations), ASECAP (European association of toll road operators), and POLIS (European cities and regions network). More details about such consortia and the roadmaps they proposed for the development of cooperative driving can be found in [5].



However, it is worth pointing out that the Society of Automotive Engineers (SAE) has established a similar evolution pattern, based on different levels of increasing automation (from Level 1 to Level 5), specifically developed for autonomous driving [6]. Clearly, both for cooperative and autonomous driving, the final goal is to achieve a fully automated condition. Yet, specific correspondence between the evolution phases in the two cases has not been established, and the position of the Commission on this matter has been expressed as follows: ‘even though automated vehicles do not necessarily need to be connected and connected vehicles do not require automation, it is expected that, in the medium term, connectivity will be a major enabler for driverless vehicles’ [7].



To complete the picture, it is worth citing the extensive consultation process undertaken by the Commission through several working groups called upon to analyse the current situation and provide useful recommendations for the future. An appropriate instance of this is the establishment of the High Level Group (HLG) Gear 2030 in 2015. The outcome of such a consultation process is presented in [8] and provides some valuable suggestions to address the main challenges and opportunities offered by cooperative driving in the runup to 2030 and beyond.




3. Cooperative-Intelligent Transportation Systems (C-ITS) Services and Technologies Adopted in the European Commission (EC) Framework


C-ITS deployment activities have also focused on technological and functional aspects of the matter, which essentially concern the definition of a number of so-called C-ITS services and a set of reliable communication technologies.



A first macrocategory of cooperative tasks comprises hazardous location notifications (HLNs), which are intrinsically safety-critical services. In particular, they are aimed at providing an early warning to drivers about dangerous conditions ahead. Among them, we can find tasks for warning drivers of hard braking by vehicles ahead (i.e., emergency electronic brake light—EBL) as well as for providing an early warning of approaching emergency vehicles (i.e., emergency vehicle approaching—EVA) prior to the siren or light bar being audible or visible. Moreover, slow or stationary Vehicle (SSV) service is designed for warning approaching drivers about slow or stationary/broken down vehicles ahead, while traffic jam ahead warning (TJW) has the purpose of providing an alert to the driver on approaching the tail end of a traffic jam. This can be particularly useful when, for example, the tail end is hidden behind a hilltop or curve. Other typical HLN tasks are those concerning road works warning (RWW) and weather conditions (WTCs) services, which are aimed, respectively, at informing drivers about current road works and providing accurate and current local weather information. This is particularly useful in the case of dangerous weather conditions, which are difficult to perceive visually, such as black ice or strong gusts of wind. Additional cooperative services belonging to the HLN group are: cooperative collision risk warning (CCRW), whose purpose is minimising the risk of collision during overtaking or merging with traffic, and motorcycle approaching indication (MCA), which is finalised to warn drivers of motorcycles arriving. Finally, the wrong-way driving (WWD) service has been designed to provide an advance warning of wrong-way driving, thus alerting, on the one hand, drivers that they are driving in the wrong direction and, on the other, warning surrounding vehicles of the danger.



By moving towards the signage applications category we can find in-vehicle signage (VSGN), which is aimed at providing advance information about relevant road signs in the vehicle surroundings to increase driver awareness, and in-vehicle speed limits (VSPDs), whose function is to inform drivers about speed limits continuously or on a specific occurrence. Additionally, probe vehicle data (PVD) service is aimed at collecting vehicle data for a variety of purposes concerning circulation safety and efficiency, traffic management, and environmental issues. While, for reducing the occurrence of traffic shockwaves (i.e., transition zones between two traffic states that move through a traffic environment), thus making traffic flow smoother and reducing vehicle emissions, the shockwave damping (SWD) service has been developed. Moreover, green light optimal speed advisory (GLOSA) tasks are finalised to provide speed advice to drivers approaching traffic lights, thus reducing the number of sudden acceleration or braking incidents. In particular, for PVD, SWD, and GLOSA services, the field of application is an urban environment. Other two services belonging to signage applications are signal violation/intersection safety (SigV), which is a safety-critical task and aims at reducing the number and severity of collisions at signalised intersections, and traffic signal priority request by designated vehicles (TSP), which is aimed at allowing drivers of priority vehicles (e.g., emergency vehicles, public transport, and heavy goods vehicles (HGVs)) to be given priority at signalised junctions.



Other C-ITS services are those based on infotainment tasks whose purpose is providing different kinds of information to drivers, such as off-street and on-street parking availability, alternative routes, and location of charging stations. Further, typical services developed for urban applications are: loading zone management (LZM), which is conceived for supporting the management of urban parking zones specific to freight vehicles, with benefits for drivers, fleet managers and road operators; zone access control for urban areas (ZAC), which is targeted to provide information about access restrictions to specific urban areas, thus allowing drivers to better plan their trip; and vulnerable road user protection (VRU), which is a safety-critical service to the benefit of vulnerable road users, i.e., pedestrians and cyclists. Finally, it is worth citing connected and cooperative navigation (CCN), which represents an advanced C-ITS service for which no definitive descriptions have been released yet. However, it is based on a systemic framework in which tasks like the first and last mile, parking information, route advice, and coordinated traffic lights are fully synchronised and integrated.



A more detailed description of the features and applications of the above-mentioned C-ITS services can be found in [9,10,11,12,13,14,15,16].



Obviously, each of the services described needs to be supported by standardised messages and, as mentioned above, by suitable communication technologies. The European Telecommunications Standards Institute (ETSI) has defined two different kinds of messages, namely cooperative awareness messages (CAMs) [17] and decentralized environmental notification messages (DENMs) [18], with related packet formats and dissemination guidelines. Specifically, CAMs are a kind of heartbeat message periodically broadcast by each vehicle to its neighbours to provide information on presence, position, speed, temperature, and basic status. By contrast, DENMs are event-triggered messages broadcast to warn road users about a hazardous event. Both CAMs and DENMs are delivered to vehicles in a particular geographic region: in the immediate neighbourhood in the case of CAMs (single hop) and in the area affected by the event for DENMs (multihop) [19]. Two other kinds of standardised messages, generally disseminated by the infrastructure, are signal phase and timing (SPaT) and map data (MAP) [20,21,22]. The former concerns the status of traffic lights, prediction of duration and phases, data elements for prioritisation response, as well as permission linked to manoeuvres or to lanes; the latter provides information about road topology (such as topological definition of lanes for a road segment or within an intersection, links between the segments, and restrictions in lanes). To complete the picture, it is worth citing in-vehicle information (IVI) messages [23,24], which transmit to the vehicle static and dynamic data about infrastructure such as recommendations dictated by road signs and speed limit information.



Further, V2X data exchange can occur by means of different kinds of technologies. The most mature communication technology is described by the standard ETSI ITS G5 [25]. It is a European set of protocols and parameters for short-range communication between vehicles and traffic infrastructure, which operates in the 5.9 GHz frequency band; not coincidentally, it is also known as dedicated short-range communication (DSRC). It is based on the IEEE standard 802.11 [26] (used for Wi-Fi) and its amendment 802.11p on wireless access in vehicular environments [27], which introduces several modifications to adapt the physical (PHY) layer and medium access control (MAC) sublayer to the requirements of highly dynamic vehicular environments. More details on this technology can be found in [28].



Up and coming alternative technologies consist of cellular communications; however, this technology cannot ensure a direct link since it needs to rely on the presence of the cloud and, hence, is not suitable for use in the case of safety-critical applications [29]. Nevertheless, in this regard, clarification is due. Strictly speaking, this holds for 3G and 4G networks. Yet, with the advent of LTE (long term evolution) and fifth generation cellular communication 5G, cutting edge technologies, defined as C-V2X (cellular-V2X), have been developed. Such innovative technologies are known as LTE-V2X (or car-LTE) [30] and 5G NR-V2X (new radio-V2X) [31]. According to their advocates, they can operate equivalently to DSRC, in ITS bands and independent of cellular networks, thus ensuring a direct channel between the interlocutors involved with a very low latency [32,33]. An extensive description of LTE-V2X communication and its evolution towards fifth generation technologies can be found in [34,35,36]. Finally, [37,38,39] provide a comparative discussion about features and applications of the above communication systems together with the identification of the related optimal application ranges of distance and safety requirements.



The European Commission set in 2019 the start time of deployment of mature C-ITS services and identifies, in the C-ITS Platform Phase II Report [40], a list of services to be considered as overriding, given their high safety potential. On the basis of the priority required for their deployment, services are classified as Day-1 and Day-1.5; however, the report specifies that the above list should not be seen as the ‘official C-ITS service list’ but only as a first benchmark for making the various deployment activities interoperable across the EU.



Table 1 represents an excerpt from Annex 1 to the C-ITS Platform Report [40] and shows a cooperative services classification with reference to:




	
interlocutors involved (i.e., V2V and V2I)



	
kind of standardised messages implemented, (i.e., CAM, DENM, SPaT, MAP, and IVI)



	
communication technology adopted (i.e., ETSI G5 and traditional cellular networks)



	
application field (i.e., urban environment and motorway)



	
safety-related features (i.e., safety-critical (SC) and nonsafety-critical (nSC))



	
priority in deployment (i.e., Day-1 and Day-1.5)









4. Current State of the Art of C-ITS Systems


In this section, open-road and laboratory test activities for the development of cooperative driving expertise are outlined. Given the extensive nature of the topic addressed, what follows may not be considered exhaustive. Suffice it to think that connected driving accounts for around 5% of the total budget allocated for the societal challenge ‘Smart Green and Integrated Transport’ within the Horizon2020 research and innovation programme. As a result, there are several EU-funded projects that have been launched in the last years and many others will be initiated before the end of the seven year work programme. Instances of such projects are: AnaVANET [41], related to the development of a visualisation tool for vehicular networks; ENSEMBLE [42], related to track platooning services; MAVEN [43], related to intersection safety; 5GCar [44], related to fifth generation cellular communication; and AUTOPILOT [45], related to IoT V2X applications.



However, there are also several initiatives, such as testbeds developed by the academic community and research bodies, which, although not widely promoted or disclosed, turn out to be noteworthy and particularly relevant for taking a step forward in cooperative and automated driving tasks. First, in [46], the so-called IT-AV Automotive Environment, developed in Aveiro, is presented. It is a testbed comprising roadside units (RSUs), connected to the IT-AV datacentre through Ethernet links, and onboard units (OBUs), which are located in vehicles. They connect with each other via standard IEEE 802.11p/WAVE links and are connected to the RSUs and Internet through IEEE 802.11p/WAVE, IEEE 802.11g/Wi-Fi, or cellular links, thus enabling both V2V and V2I tasks. Therefore, on the one hand, OBUs can have access to vehicle information (such as position, heading, and speed), which are elaborated by the embedded in-car node processor to take local decisions and be notified to other vehicles. On the other hand, vehicles can also receive road information from the surroundings by means of embedded car video cameras and sensors. Such information will be transmitted to the OBUs using IEEE 802.11g/Wi-Fi. A virtualized network function (VNF) video transcoding camera-based car overtaking scenario was evaluated as a use case. However, other VNFs can also be tested such as car crash detection, emergency info dissemination, and collision avoidance.



As shown in [47], in February 2018, Telefonica and Huawei presented the 5G-V2X testbed, developed in their 5G Joint Innovation Lab in Madrid, which adopted the latest 3GPP new radio (NR) standard. In particular, a novel, self-contained frame structure for radio transmission, based on the so-called ultra-reliable and low-latency communication (URLLC) mode, was implemented for V2X applications and tested in the case of vehicle platooning applications. Additionally, to further reduce transmission latency, sparse coded multiple access (SCMA)-based grant free access technology was also investigated.



Moreover, a modular framework was adopted for the testbed described in [48], whose effectiveness was exemplarily shown by implementing a crossing assistant scenario aimed at avoiding collisions at intersections. The testbed was based on seven different modules and a three-layer plug-in software architecture. The main components were: model cars at a scale of 1:18; a specifically developed camera-based positioning system; a central control unit responsible for management, car configuration, and car control; and a visualization unit providing the status of simulation on a graphical user interface (GUI) and showing which cars are communicating as well as what information they are exchanging. In particular, the model cars are equipped with a single board computer as a processing unit, an electronic brushed motor, special hardware for attaching different sensors, and a Wi-Fi communication unit.



The main advantage of the above organisation, based on different building blocks, is that each element is easy to manage and maintain since it is independent and self-contained. Indeed, a modular approach has similarly been adopted for the development of testbeds proposed in [49] and [50]. The former is based on a software-defined radio (SDR) platform and aims to satisfy the most stringent link-level communication requirements for V2X applications, especially in the case of time-critical tasks such as emergency braking and cooperative emergency manoeuvres. The latter represents a communication-centric traffic light controller system based on the following major components: the RSU integrated with the smart traffic light manager (STLM) module, which is responsible for the creation and transmission of SPaT and MAP messages; the OBU with the human–machine interface (HMI) displaying information in a user-friendly way; the traffic light power manager (TLPM) module, which provides the required power for traffic lights and allows them to be controlled remotely; and the traffic management curve (TMC), which monitors and manages traffic flows, thus contributing to decreased traffic jams.



A testbed specifically developed for WTC applications was presented in [51]. It was devised by the Finnish Meteorological Institute (FMI)and Lapland UAS (Lapland University of Applied Sciences), and it was tailored for typical arctic winter conditions (i.e., snow and ice). In particular, the central element was represented by a combined road weather station (RWS)/RSU hotspot, which employed IEEE 802.11p communication as the primary channel. Therefore, vehicles exchanged data with the RSU during bypass, or whenever in communication range with it, and could further transmit such information to vehicles they met outside the catchment area of the RSU. However, if IEEE 802.11p communication was not available, vehicles could obtain information also by means of traditional Wi-Fi communication or, as a last resort, a 3G cellular link to obtain current data from the nearest RWS.



A testbed based on a system configuration specifically developed for vehicle platooning applications, instead, was described in [52]. It relied, exclusively, on V2V communication by means of 802.11p and 5G-V2X vehicular technologies without the use of sensor data. Although vehicle platooning applications generally envisage that both the leader and the followers send standardised messages, in this work the communication was considered unidirectional (i.e., it occurred only from the platoon leader to the follower). It was based on CAMs, which comprised header, payload, and platooning container, while the control algorithm adopted for calculation of desired acceleration and steering angle to follow the vehicle in front was based on a model predictive controller (MPC). Moreover, application of such a service in two urban scenarios, namely fast lane change and turning manoeuvres, was presented.



Additionally, [53] presented the WiSafeCar platform for testing accident and weather condition-related services. It was based on four main components (i.e., vehicles, the RSU, the linking point, and a mobile user) and relied on an intelligent hybrid wireless traffic safety network. IEEE 802.11p communication, together with a supporting 3G cellular network, was implemented. Moreover, the possibility of exploiting vehicle-based sensor information and observation data for providing real-time services was also investigated.



Finally, it is worth citing two works that provide considerable contribution to the development of vehicular networks. The first presented a real-world testbed called HarborNet [54], a vehicular mesh networking testbed that comprised OBUs installed in trucks, administration vehicles, tow boats, and patrol vessels; RSUs connected to the optic fibre backbone of the seaport; and cloud-based data and control systems. It allowed cloud-based code deployment, remote network control, and distributed data collection from moving vehicles, thus enabling a wide range of experiments and performance analyses. HarborNet operates at the Leixões seaport in Porto, Portugal; however, it can be easily tailored to support smart city services and cooperative driving applications. By contrast, the second work [55] presented a prototyping framework as guidance for the development of simulation environments aimed at testing cooperative advanced driver-assistance system (ADAS) applications, namely cooperative emergency lane change (CELC), cooperative adaptive cruise control (CACC), and parking autonomously in cooperative environments (PACE). The proposed approach was based on an iterative prototyping process of application refining and validation, which aimed at identifying a fair compromise between simulating multiple vehicles at the same time and accuracy in modelling their dynamics.



It is worth specifying that the above-mentioned testbeds are described mainly in functional terms, while relative technical specifications can be found in the references provided.



Obviously, also beyond Europe’s borders, considerable attention is paid to cooperative and autonomous driving by public authorities, road operators, equipment suppliers, and research organisations. Indeed, pilot sites and test activities are often found in the United States [56,57,58,59,60], China [61,62,63,64], Canada [65,66], Australia [67,68], Singapore [69,70], and Japan [71,72]. An interesting difference is that, in some of these cases, testing is more focused on the urban environment, with some emblematic cases in which the pilot zone is so extensive as to be considered a fake town. Such cases represent mock contexts where experiments may be conducted in a supervised space; the first of its kind was M-city [73], established in 2015, which covers a 130,000 m2 area at the University of Michigan North Campus (Ann Arbor). It is a controlled simulation environment, specifically created for testing connected and autonomous driving. M-city test facilities consist, amongst other things, of various road surfaces, up to four-lane roads, roundabouts and tunnels, fixed and variable street lighting, as well as fixed and moveable buildings. Subsequently, in 2017, Uber established Almono [74], a mock city in the Hazelwood neighbourhood of Pittsburgh. It occupies 170,000 m2 and comprises a giant roundabout, fake cars, as well as roaming mannequins and containers meant to simulate, respectively, pedestrians and buildings. However, in late 2017, the opening of an even larger pilot zone, called K-city [75], was announced by the South Korean Ministry of Land, Infrastructure, and Transport. At the moment, only motorways are operational; however, once finished, K-city will occupy 320,000 m2. There will be several different driving conditions, including toll gates, pedestrian and train-track crossings, and even potholes and construction sites. Finally, it is worth mentioning the joint initiative of Google and its sister project Waymo (both controlled by Alphabet), aimed at testing autonomous vehicles in a fake city in California, called Castle [76], planned to reach an area of nearly 370,000 m2.



By contrast, within Europe’s borders, to the best of the authors’ knowledge, two fake urban environments are currently operational, namely Zala Zone [77] in Hungary and CERMcity [78] in Germany. The former is a test environment launched in 2017 and manged by the Automotive Proving Ground Zala LTD. It is planned to cover a total area of 250 ha, where it is possible to test both classic vehicle dynamics and cooperative driving functions as well as conduct validation testing for electric vehicles. CERMcity was built by RWTH Aachen University with funding from the Federal Ministry of Education and Research. It comprises intersections, straights, parking areas, pedestrian walkways and crossings, as well as a multifunctional area and, in terms of communication technology, adopts the latest cellular standards and multiple Wi-Fi connections.



4.1. C-Roads Pilot Sites


On completion of the picture, it is worth dedicating a special mention to the C-Roads Programme. It is a large-scale deployment programme on real-life equipped infrastructures across the EU, aimed at making progress in C-ITS expertise by following a learning-by-doing approach. In December 2017, C-Roads released an overview concerning pilot sites across the EU [79]. A brief description of each national case is provided below.



4.1.1. Austria


The Austrian C-Roads-Pilot builds on the core elements of the EU C-ITS Corridor project in Austria (ECo-AT–European Corridor Austrian Testbed) [80] and extends them to a motorway-based network. The services investigated are basically Day-1 applications and particular attention is paid to the ITS-G5 communication standard. The leading competent body is the Austrian motorway operator ASFINAG, which will cover a total of 300 km of motorways and will start cross-site tests during 2019. Finally, it is worth noting that Austria is one of the Member States involved in the European project C-ITS Corridor [81], together with Germany and The Netherlands.




4.1.2. Germany


C-Roads Germany comprises two pilot sites located, respectively, in Lower Saxony and Hessen, whose test activities are harmonised by the Federal Highway Research Institute (BASt). Specifically, the companies NORDSYS and OECON P&S run the Lower Saxony pilot site, while the local public road operator Hessen Mobil is responsible for the second area. The tested services are the Day-1 type, and both ITS-G5 and cellular communications are under study. According to the planned timeline, by the end of 2019, the entire ITS system in Lower Saxony with three C-ITS services, namely SSV, VSGN, and PVD, will be operational. On the other hand, in Hessen, PVD services are already operational and will be followed by RWW, SSV, and EVA applications throughout 2019. Finally, SWD, TJM, and GLOSA services will be operational in 2020. As stated above, Germany is one of the Member States involved in the European project C-ITS Corridor.




4.1.3. The Netherlands


The Dutch pilot area is situated in the south of the Netherlands. The tested applications are Day-1 type: RWW, VSGN, and GLOSA services will be implemented in a hybrid framework combining both ITS-G5 and cellular network technologies. Moreover, infotainment tasks and different use cases of the logistic service multimodal cargo transport optimization (MCTO) are planned to be tested.



The project coordinator is the Dutch Ministry of Infrastructure and Water Management, which has set up a test site project management team (TPMT) for handling test activities. The Provinces of Noord-Brabant and Utrecht are involved. The rolling-out phase is planned to last for the whole of 2019. Moreover, road shows will be performed in 2020.



Finally, the Netherlands plays a key role in two other European projects, namely C-ITS Corridor and InterCor–Interoperable Corridors [82]. Within the InterCor framework (in which the other Member States involved are Belgium, France, and the UK), two relevant demonstration events held in the Netherlands should be mentioned. The first was a testfest, which took place in July 2017 and involved RWW, VSGN, and PVD services. It was followed by the GLOSA Pre-Testfest in June 2018, aimed at evaluating the interoperability level reached in implementing GLOSA services.




4.1.4. Belgium


The Belgium case presents two different contexts to be analysed: Flanders and Wallonia. The Flemish pilot site involves all the motorways that form part of the core network in Flanders. The area concerned is the Belgium site falling in the InterCor deployment framework. In the Flemish pilot, only Day-1 services are investigated, while the communication technology analysed concerns the implementation of cellular networks that are tested in combination with the HERE Location Cloud and the local Traffic Management Centre (TMC). The aim is to develop a cloud-based ‘virtual infrastructure’ connecting road users with the TMC while allowing the TMC to directly interact with end users. The implementing bodies are: the Flemish Department of Mobility and Public Works, Tractebel Engineering SA, ITS Belgium, and HERE Technologies. In accordance with the declared timeline, all preparatory phases (i.e., use case definition, system setup, fine-tuning, and driver acquisition) have been completed. The next phases consist in carrying out preliminary test drives and making the whole system operational, which will perform trial activities for the whole of 2019. Finally, the ex-post evaluation will be carried out in 2020.



As regards Wallonia test activities, the services and communication technologies tested as well as the planned timeline are essentially the same as the Flemish case, except for the fact that ITS-G5 is also investigated in Wallonia. The partners involved are: SOFICO (technically assisted by the Public Service of Wallonia/Directorate of Road Traffic Management), Tractebel Engineering SA, and ITS Belgium.




4.1.5. France


C-Roads France builds on the results of the European project SCOOP@F [83]. The goal is to test cooperative services within two types of end-user services: services in the urban environment and at the urban/interurban interface as well as traffic information services increasing comfort on transit stretches. Among Day-1 services, the majority of functions are investigated with the exception of some signage applications, namely VSPD, SWD, SigV, and TSP. Moreover, the development of a C-ITS smartphone application is planned, supporting early I2V (Infrastructure-to-Vehicle) services such as logistic services as well as parking and park and ride information. As regards the communication technology implemented, it is represented by a hybrid framework, enabling a seamless switch between ITS-G5 and cellular for non-safety-critical applications.



The partners involved are public road operators (DIRs EST, Centre-Est, Atlantique, and Ouest), road operator concessionaries (Autoroutes Paris-Rhin-Rhône–APRR, Société des Autoroutes du Nord et de l’Est de la France–SANEF, and VINCI Autoroutes), car manufacturers (Renault, PSA group), research institutes (CEREMA, IFSTTAR, Telecom Paris Tech, Université d’Auvergne Clermont-Ferrand, and Université de Reims Champagne-Ardennes), security experts (IDnomic), mobility labs (Car2road, Transpolis), and the major urban nodes authorities (Strasbourg Eurométropole, Bordeaux Métropole). According to the timeline stated, the rolling-out phase has just started. Finally, it is worth pointing out that France, in turn, is one of the Member States involved in the European project InterCor.




4.1.6. United Kingdom


C-Roads UK pilot builds on the core elements of the A2/M2 CVC–A2/M2 Connected Vehicle Corridor project [84], which, in turn, represents the UK part of the InterCor programme. The beneficiary is the UK Department for Transport (DfT) and the partners involved are Highways England (HE), Transport for London (TfL), and Kent County Council (KCC). In particular, HE and KCC intend to deliver their services through both ITS-G5 and cellular networks in a hybrid framework, whilst Transport for London intends to deliver the services via cellular technologies alone. According to the planned timeline, the four services GLOSA, IVS, RWW, and PVD are currently operational, and the demonstration will be held until May 2019. It is worth mentioning the demonstration event Hybrid Testfest, held in October 2018 in the UK, with the collaboration of other InterCor partners that aims at testing the implementation of the above Day-1 services within a hybrid G5/cellular framework.




4.1.7. Nordic Countries (Denmark, Sweden, Norway, and Finland)


Nordic countries are described in a unique, comprehensive framework since they are part of a joint initiative, namely the NordicWay project [85], and C-Roads pilot sites are essentially physically overlapping with those involved in the NordicWay programme. Strictly speaking, other countries are also involved in joint initiatives outlined in formally recognised European projects; however, in such cases, the European project and C-Roads tests differ, thus justifying the choice of describing the countries involved separately.



In light of the above, Denmark, Sweden, Norway, and Finland have a twofold aim: i) connecting their traffic management centres and their backbone road system with the common NordicWay architecture and ii) testing C-ITS applications in use-cases that are particularly relevant to their own national context.



In Denmark, C-Roads test activities, run by the Danish Road Directorate, are fully included in the NordicWay programme [86].



Also for Sweden, the limit between the NordicWay programme and C-Roads pilot sites is very vague; however, in this case, some Day-1.5 services (i.e., traffic information and smart routing; connected and cooperative navigation) are also being analysed. Finally, a large number of public and private organisations are involved in test activity under the leadership of the Swedish Transport Administration. Amongst others, we find: Telefonaktiebolaget LM Ericsson, Volvo Car Corporation, Chalmers University of Technology, KTH–Integrated Transport Research Lab (ITRL), Combitech AB, Triona AB, RISE Interactive Institute AB, Kapsch TrafficCom AB, Mindconnect AB, IBM Svenska AB, Swarco Sverige AB, Technolution AB, and Springworks AB.



In Norwegian pilot sites, two main goals are pursued under the leadership of Norwegian Public Roads Administration. The first is to test Day-1 and Day-1.5 services on peripheral networks, where rural routes have only poor cellular connectivity and no full access to main power. Moreover, connected and automated driving tasks on major freight routes are investigated. Finally, test activities within the Finnish pilot sites aim to investigate Day-1 and Day-1.5 services on the core network but also test automated driving in snowy and icy arctic conditions. In this case, under the leadership of the public authorities of the Finnish Transport Agency (FTA) and Finnish Transport Safety Agency (Trafi), studies are performed by three coalitions led by the Lapland University of Applied Sciences, Sensible 4 Ltd., and VTT Technical Research Centre of Finland.



Obviously, most of the deployment activities aim to achieve a high level of interoperability, among the Nordic countries themselves and with other European countries, by means of numerous cross-border tests. Indeed, as regards the communication technologies analysed, they are essentially cellular-based; however, for those services that can also be implemented with ITS-G5 standards, both technologies are tested in an interoperability perspective. Overall, the Nordic countries have covered all Day-1 applications, except for SWD services. Moreover, the Nordic case represents, among those presented, the first instance in which advanced C-ITS services (i.e., CCRW and CCN) are involved in testing activities. A specific description of C-ITS tasks investigated in every single country will be provided below. Finally, the above-mentioned pilot sites are planned to be operational for the whole of 2019.




4.1.8. Portugal


C-Roads Portugal involves the Atlantic Corridor in Portugal and covers major sections of the core and comprehensive networks, together with Lisbon and Porto urban nodes. In particular, the programme is developed through five pilot sites whose activities are specified below.




	
Pilot 1 for designing a National Single Point of Access (SPA) prototype able to cover information for around 3390 km (20%) of the network and developing an SPA mobile application (SPApp) covering Day-1 services



	
Pilot 2 for testing Day-1 and Day-1.5 on different kinds of roads (metropolitan areas, interurban roads, streets, and highways) using a hybrid G5/cellular communication system. Pilot activities cover over 460 km of the core and comprehensive network, including cross-border sections in Valença and Caia and roads giving access to urban nodes of Lisbon and Porto



	
Pilot 3 for providing connected and autonomous vehicles with automation on levels two and three of the Trans-European Networks-Transport (TEN-T) network, also using a hybrid G5/cellular communication framework



	
Pilot 4 consisting of the following subactivities focused on the Lisbon node: testing traffic monitoring and travel time prediction tasks by means of cellular technology; investigating infotainment services on parking availability with, in addition, the development of an in-vehicle app based on a hybrid communication framework; analysing bus corridor prioritisation services supported by cellular technologies; and evaluating potential benefits of the integration of private car usage with other transport modes in the last mile of interurban motorway corridors in a hybrid communication architecture



	
Pilot 5 for investigating applications on traffic prediction services, by means of cellular and Wi-fi technologies, and testing the incorporation in the Porto network of a smart bus covering a corridor of around 1.4 km, using the DATEXII communications protocol and cellular communication technologies








More than 30 partners are involved, including: Instituto da Mobilidade e dos Transportes, Universidade do Porto, Ascendi Grande Lisboa, Ascendi do Grande Porto, IP Telecom SA, Siemens SA, Vialivre SA, and GMVIS Skysoft SA. According to the planned timeline, by the end of 2020, C-ITS services will be implemented along 964 km, ensuring a continuity of service in urban nodes and the core network. In all, 212 RSUs will be installed with 180 OBUs and 162 vehicles in operation.




4.1.9. Spain


Similar to Portugal, C-Roads Spain develops through five pilot sites:




	
DGT 3.0—located along the overall road network in Spain, with an extension of approximately 12,270 km. It will be deployed by adopting cellular-based communication technologies (3G and 4G/LTE).



	
SISCOGA Extended—including the extension of an existing test site infrastructure in the city of Vigo and its metropolitan area, which is already prepared to test ITS-G5 communication technology. It will cover 150 km.



	
Madrid Calle 30—located along the road ‘Calle 30′ in Madrid, approximately 32 km long. C-ITS services will be deployed by using a hybrid G5/cellular approach.



	
Cantabrian pilot—deployed along approximately 75 km in northern Spain, by using hybrid communications.



	
Mediterranean pilot—deployed along approximately 125 km at selected road sections in Catalonia and Andalucia using hybrid technologies








Such areas present a high level of heterogeneity, thus allowing a wide spectrum of use-cases to be tested involving almost all Day-1 applications, except for TJW services, and various Day-1.5 functions, namely VRU, CCN, and infotainment tasks. Moreover, cross-border tests with Portugal are also planned within the SISCOGA Extended pilot site.



A large number of partners are involved, including public authorities (Dirección General de Tráfico, Dirección General de Carreteras, and Madrid Calle 30 SA), associations (ITS Spain, MLC ITS EUSKADI), private companies (Transport Simulation Systems SL, Indra Systemas SA, Ingartek Consulting SL, and SenseFields SL), Universities (Universidad Politécnica de Madrid, Universitat Politècnica de Catalunya, and Universitat de Valencia) and research centres (Asociación Centro Tecnológico Ceit-IK4, CTAG). According to the planned timeline, the programme will be rolled out during 2019 in two phases, while 2020 will be devoted to evaluation.




4.1.10. Czech Republic


Czech Republic activities, within the C-Roads programme, are outlined in six different pilot sites, from deployment and test (DT)1 to DT6. The services tested cover almost all Day-1 applications, excluding only shockwave damping and GLOSA tasks, and focus particularly on public transport safety. Both ITS-G5 and cellular-based technologies are being investigated with the aim of developing a hybrid framework. Several implementing bodies among transport operators, research organisations, and equipment supplier companies are involved, namely Road and Motorway Directorate (RSD), Brněnské komunikace company, Správa Železniční Dopravní Cesty (SŽDC) railway operator, public transport companies of Ostrava and Plzeň, INTENS Corporation, AŽD Praha, O2, T-Mobile, Škoda Auto, and Czech Technical University.



According to schedule, pilot sites from DT1 to DT5 were completed in 2018, while DT6 has just been activated. Therefore, all DT will be operational throughout 2019, and 2020 will be dedicated to ex-post evaluation.




4.1.11. Hungary


C-Roads Hungary project is focused on testing Day-1 services, while a hybrid DSRC/cellular technology is planned to be developed in the near future. The beneficiary is the Ministry of National Development (MND), while the implementing body is the Hungarian Public Road Nonprofit PLC. Other partners planned to be involved are: Budapest University of Technology and Economics (BUTE), Budapest Public Road PLC, Automotive Proving Ground Zala LTD (APZ), and ITS Hungary Association. According to the declared timeline, the test phase started in the second half of 2018 and is planned to last until the end of 2020, with an upgrade of equipment scheduled by the end of 2019. Finally, cross-border tests are also envisaged in 2020.




4.1.12. Italy


C-ROADS Italy project is focused on the following use-cases: anticipated disengagement of vehicle L3 highway pilot, truck platooning, passenger cars highway chauffeur, and combined scenarios of trucks and passenger cars.



The coordinator is the Italian Ministry of Infrastructure and Transport, which, at the beginning of 2018, set up a monitoring body exclusively dedicated to cooperative driving tasks. Among the implementing bodies there are different organisations, including: motorway operators (i.e., Brenner Motorway SPA, Autovie Venete Motorway SPA, and CAV–Concessioni Autostradali Venete Motorway SPA), carmakers (Iveco, PSA Group, Renault, Volvo, and Scania), research bodies (the Polytechnic University of Milan and FCA Research Centre), communication and logistic industries (North Italy Communications SRL, Telecom Italia SPA, Azcom Technology SRL, and Codognotto SNC). According to the planned timeline, by the end of 2019, 50 km of the Brenner Motorway, 10 km of the Autovie Venete Motorway, and 10 km of the CAV Motorway will be operational. Moreover, cross-border tests with Austria are planned for 2020. Specifically, ITS-G5 and cellular communication technologies will be tested.




4.1.13. Slovenia


C-Roads Slovenia pilot sites have been developed in two phases. The first, in which both ITS-G5 and cellular networks are tested, is planned along 100 km of the TEN-T core network. In the second phase, planned to start in 2020, roadside C-ITS-G5 infrastructure will be extended to the pilot length of 300 km, including critical points connected with the Central C-ITS-G5 Server real-time platform located at the Dragomelj Traffic Management Centre. The implementing bodies are the Ministry of Infrastructure and the Motorway Company of the Republic of Slovenia (DARS). The tested services are all Day-1 type, namely SSV, TJM, RWW, WTC, VSGN, VSPD, and GLOSA applications.




4.1.14. Summary


A synopsis of C-ITS services tested in each Member State within the C-Roads programme is shown in Table 2, giving a state-of-the-art overview of the Day-1 and Day-1.5 applications investigated.



In particular, as can be seen, Day-1 services are implemented in the majority of EU countries (16 over 28). Moreover, it is worth noting that, for VSGN, GLOSA, RWW, and other hazardous location notification applications, shared deployment principles and specifications are established for assuring interoperability across the Union [87]. Table 2 also shows that Day-1.5 services are less widely investigated since they are not undergoing tests at all in 9 out of 16 Member States, as highlighted by grey lines in the table; if infotainment tasks are excluded, the proportion drops to a quarter. Information in Table 2 could also be combined with those in Figure 2, which provides a synoptic view about where C-ITS service deployment activities are located across Europe and the magnitude of tests performed. In particular, black regions and lines have been adopted for indicating areas in which a greater number of C-ITS services is evaluated. Clearly, it represents only a drafted illustration, since the goal is to provide an at-a-glance view of the current situation. Moreover, it is worth specifying that only activities having an importance from a pan-European point of view have been considered, while initiatives of national importance (e.g., the Smart Roads project in Italy or the Human Drive initiative in UK) have been neglected. However, with all the previous in mind, it can be seen that the most intense test activity occurs on TEN-T corridors that, not surprisingly, have been included in formally recognised European projects such as C-ITS corridor and InterCor. In particular, the involvement in deployment activities (and possibly in the level of funding distribution) is very heterogeneous across different countries in the EC. Southern Europe and some parts of Eastern Europe are completely excluded, and some differences are very undeniable among involved states. For example, Portugal and Italy are in a totally different situation, with the former having all the most relevant infrastructures under development and the latter being involved in testing activities only for a small part of the country. Furthermore, within the NordicWay project, Sweden and Denmark are less proactive than other partners, and the latter is the only partner country in which exclusively Day-1 services are under test.



Regarding communication technologies, it is worth specifying that although ITS-G5 and cellular-based communications represent the most mature technologies, additional systems are being tested such as Wi-Fi and Bluetooth (in France, the Czech Republic, and Portugal), radio data (in Portugal), and digital audio broadcasting (in Germany).



Finally, analysing the types of stakeholders involved in the C-Roads programme [88], a considerable heterogeneity is observable across Member States. The number of entities involved is obviously consistent with the quantity of actions carried out, ranging from 1–2 (in the case of Austria and Slovenia) to over 30 (for Portugal and Sweden). The actual drivers of the development process in different countries are also quite heterogeneous. In fact, countries with a well-established tradition in the automotive sector (such as Germany, Sweden, and France) present considerable involvement of car-makers and equipment suppliers gravitating around the automobile industry. By contrast, countries like Austria, the Netherlands, the UK, and Denmark show a more centralised management behaviour, with public authorities being the main players. However, as can be seen, the most diverse organisations are involved, thus confirming the need to adopt a multidisciplinary approach for successful deployment of C-ITS applications.






5. Concluding Remarks


The above overview provides an insight into the current deployment activities in the European Union within the field of C-ITS and V2X communication. Best practices across the European Union were investigated, with the aim of outlining the state of play in early 2019, which was identified as the start time for deployment of mature services.



In sum, against a total budget of around EUR 300 million allocated for cooperative driving development by the EU’s framework programme Horizon 2020, a resulting picture emerges with the following highlights. Regarding infrastructural pilot sites, a common trend can be identified. Indeed, generally from 2016 to 2018, preparatory phases were performed such as use-case definition, specification, development, and validation. Thus, they will be ready to start rolling out in 2019 at the latest and will be devoted to evaluation in 2020. The most mature aspect is the technological one, where ITS-G5 and cellular-based communications have been shown to be ready for implementation, possibly in different contexts and use-cases. Hybrid frameworks have been tested as well, allowing implementation of C-ITS services to potentially benefit from the advantages offered by both communication systems. By contrast, with reference to C-ITS services viewed from an applicative perspective involving final users/drivers, a fairly heterogeneous development can be noted; RWW appears as the only service investigated in almost all the testbeds, followed by PVD, SSV, and VSGN. We identified three possible reasons for such a different state of play among the above-mentioned C-ITS applications.



First, vehicle-side technological and applicative issues could delay the deployment of some tasks. In this regard, it may be stated that the use of cameras, radar transmitters, sensors, laser scanners, and digital maps appears consolidated. Moreover, several ADASs, such as adaptive cruise control, emergency braking, backup cameras, and self-parking systems, have already been installed on commercial vehicles. However, in order to take a step forward and enable more complex tasks, as shown by [89], systematisation and harmonisation of issues related to perception, localisation, and the decision-making process in a fail-safe scenario are required. Perception issues concern the development of suitable algorithms able to read the surrounding environment with a high degree of reliability in all operational domains, distinguishing, for instance, a stationary motorcycle from a bicyclist riding at the roadside. Essentially, object analysis is made complex by the various randomnesses involved (e.g., movement, background, and weather conditions), which account for the failure of most test activities and at times also lead to fatal crashes (even not in C-ITS testbeds). As regards the question of localisation, it is related to the error range of the GPS signal. In this regard, the EU undertook further development of Galileo services and their accuracy for driverless mobility. Finally, the human decision-making process should be suitably modelled in a software environment, thus reproducing driver choice behaviour. This is undoubtedly the most complex aspect to be addressed.



The latter issue leads us to the second possible reason for the lack of development in certain C-ITS services, which is a methodological issue (i.e., the lack of a robust procedure for successfully finalising the task). This happens, for instance, in the case of advanced driving information tasks. Indeed, although the technology for acquiring and delivering information is mature, the extremely dynamic nature of such a task means that services concerning, for instance, traffic information and smart routing, even if increasingly popular, are not yet consolidated from the point of view of their ability to be predictive and pre-emptive. Indeed, after receiving certain information with traffic forecasting characteristics, users change their behaviour, thus altering the utility and reliability of the same information for the rest of the drivers [90]. There is no such complication, instead, when stationary objects are involved, such as the case of road works. Therefore, as shown by [91], the following research questions are still being debated: How do drivers change their behaviour because of warnings/information given by C-ITS services? Is safety affected by changes in driver behaviour because of C-ITS services?



The third reason is related to the spread of equipped C-ITS systems. Indeed, issues concerning the standardisation of information and procedures can be identified in the case of services involving a large number of vehicles or different traffic participants such as shockwave damping, vulnerable road user protection, and connected and cooperative navigation.



Our overview, albeit comprehensive, was not exhaustive: it mainly focused on roadside deployment activities. However, in the field of V2X communication, infrastructure equipment and implementation of in-vehicle technologies represent two sides of the same coin. They are complementary to one another, as demonstrated also by the C2C roadmap framework, and need to be deployed synergistically. Nevertheless, if roadside deployment can be handled in a strategic perspective, with standardisation and regulation principles dictated from a centralised authority, the carmakers side will present a more fragmentary framework affected by particular aspects of each company, such as the know-how possessed and in-house policies adopted. Another limitation of the presented work concerns the initiatives mentioned and related stakeholders. Indeed, given the extent of the phenomenon as well as its ever-changing nature, it is next to impossible to provide a complete list of the countless deployment activities and public/private organisations involved. Therefore, far from any claim to be exhaustive, our contribution aims to provide a valid synopsis of the current state of affairs so as to steer future efforts along the right lines.



Finally, as shown by the study described in [92], when autonomous vehicles become available, a sizable increase occurs in vehicle miles travelled and number of trips. This is hardly surprising: it would be as if each user had a personal chauffeur. Such an event could negatively affect benefits in terms of sustainability and congestion reduction, of which mention is generally made. Hence, the authors suggest including in the evaluation step a study focusing on the above point, thus providing a realistic and reliable representation of what the future with autonomous vehicles would look like.
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	A2/M2 CVC
	A2/M2 Connected Vehicle Corridor



	ADAS
	Advanced Driver Assistance Systems



	AG
	Amsterdam Group



	APZ
	Automotive Proving ground Zala



	BASt
	Federal Highway Research Institute



	BUTE
	Budapest University of Technology and Economics



	C2C-CC
	Car2Car Communication Consortium



	CACC
	Cooperative Adaptive Cruise Control



	CAM
	Cooperative Awareness Message



	CAV
	Concessioni Autostradali Venete



	CCAM
	Cooperative Connected and Automated Mobility



	CCN
	Connected and Cooperative Navigation



	CCRW
	Cooperative Collision Risk Warning



	CELC
	Cooperative Emergency Lane Change



	C-ITS
	Cooperative-Intelligent Transportation Systems



	CTAG
	Centro Tecnológico de Automoción de Galicia



	DENM
	Decentralized Environmental Notification Message



	DfT
	Department for Transport



	DSRC
	Dedicated Short-Range Communication



	DT
	Deployment and Tests



	EBL
	Emergency electronic Brake Light



	EC
	European Commission



	ECo-AT
	European Corridor Austrian Testbed



	ETSI
	European Committee for Standardisation



	EU
	European Union



	EVA
	Emergency Vehicle Approaching



	FMI
	Finnish Meteorological Institute



	FTA
	Finnish Transport Agency



	GLOSA
	Green Light Optimal Speed Advisory



	GUI
	Graphical User Interface



	HE
	Highways England



	HGV
	Heavy Goods Vehicle



	HLG
	High Level Group



	HLN
	Hazardous Location Notifications



	HMI
	Human Machine Interface



	I2V
	Infrastructure-to-Vehicle



	ITRL
	Integrated Transport Research Lab



	IVI
	In-Vehicle Information



	KCC
	Kent County Council



	LZM
	Loading Zone Management



	MAC
	Medium Access Control



	MAP
	Map Data



	MCA
	Motorcycle Approaching indication



	MCTO
	Multimodal Cargo Transport Optimization



	MND
	Ministry of National Development



	MPC
	Model Predictive Controller



	NR
	New Radio



	OBU
	On-Board Unit



	OEMs
	Original Equipment Manufacturers



	PACE
	Parking Autonomously in Cooperative Environments



	PHY
	Physical



	PVD
	Probe Vehicle Data



	RSD
	Road and Motorway Directorate



	RSU
	Road-Side Unit



	RWS
	Road Weather Station



	RWW
	Road Works Warning



	SAE
	Society of Automotive Engineers



	SCMA
	Sparse Coded Multiple Access



	SDR
	Software Defined Radio



	SigV
	Signal Violation/ Intersection safety



	SPA
	Single Point of Access



	SPApp
	Single Point of Access Application



	SPaT
	Signal Phase and Timing



	SSV
	Slow or Stationary Vehicle



	STLM
	Smart Traffic Light Manager



	SWD
	Shockwave Damping



	SŽDC
	Správa Železniční Dopravní Cesty



	TEN-T
	Trans-European Networks - Transport



	TfL
	Transport for London



	TJW
	Traffic Jam ahead Warning



	TLPM
	Traffic Light Power Manager



	TMC
	Traffic Management Centre



	TPMT
	Test site Project Management Team



	Trafi
	Finnish Transport Safety Agency



	TSP
	Traffic Signal Priority



	TTG
	Time to Green



	URLLC
	Ultra-Reliable and Low-Latency Communication



	V2I
	Vehicle-to-Infrastructure



	V2P
	Vehicle-to-Pedestrian



	V2V
	Vehicle-to-Vehicle



	V2X
	Vehicle-to-Everything



	VNF
	Virtualized Network Function



	VRU
	Vulnerable Road User



	VSGN
	in-Vehicle Signage



	VSPD
	in-Vehicle Speed limits



	WTC
	Weather Conditions



	WWD
	Wrong Way Driving



	ZAC
	Zone Access Control
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Figure 1. EU Cooperative-Intelligent Transportation Systems (C-ITS) framework. 
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Figure 2. Synoptic view of C-ITS deployment activities across the EU. 






Figure 2. Synoptic view of C-ITS deployment activities across the EU.



[image: Electronics 08 00616 g002]







[image: Table]





Table 1. Classification of C-ITS services (source: [40]).
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C-ITS Services

	
Interlocutors Involved

	
Standardised Messages

	
Communication Technologies

	
Application Field

	
Safety

	
Priority




	
V2I

	
V2V

	
CAM

	
DENM

	
SPaT

	
MAP

	
IVI

	
ETSI-G5

	
Cellular (3G/4G)

	
Urban

	
Motorway

	
SC

	
nSC






	
Hazardous Location Notifications

	
EBL

	

	
x

	

	
x

	

	

	

	
x

	

	
x

	
x

	
x

	

	
1




	
EVA

	

	
x

	
x

	
x

	

	

	

	
x

	

	
x

	
x

	
x

	

	
1




	
SSV

	

	
x

	
x

	
x

	

	

	

	
x

	

	
x

	
x

	
x

	

	
1




	
TJW

	

	
x

	

	
x

	

	

	

	

	
x

	

	
x

	
x

	

	
1




	
RWW

	
x

	

	

	
x

	

	

	

	

	
x

	
x

	
x

	
x

	

	
1




	
WTC

	
x

	
x

	

	
x

	

	

	

	

	
x

	
x

	
x

	
x

	

	
1




	
CCRW

	
x

	
x

	
x

	
x

	

	

	

	
x

	

	
x

	
x

	
x

	

	
1.5




	
MCA

	

	
x

	
x

	

	

	

	

	
x

	

	
x

	
x

	
x

	

	
1.5




	
WWD

	
x

	

	

	
x

	

	

	

	
x

	

	
x

	
x

	
x

	

	
1.5




	
Signage Applications

	
VSGN

	
x

	

	

	

	

	

	
x

	
x

	

	
x

	
x

	
x

	

	
1




	
VSPD

	
x

	

	
x

	

	

	

	
x

	
x

	

	
x

	
x

	
x

	

	
1




	
PVD

	
x

	

	
x

	

	

	

	

	
x

	

	
x

	
x

	

	
x

	
1




	
SWD

	
x

	

	

	

	

	

	
x

	
x

	

	

	
x

	

	
x

	
1




	
GLOSA

	
x

	

	
x

	

	
x

	
x

	

	
x

	

	
x

	

	

	
x

	
1




	
SigV

	
x

	

	

	

	
x

	
x

	

	
x

	

	
x

	

	
x

	

	
1




	
TSP

	
x

	

	

	

	
x

	
x

	

	
x

	

	
x

	

	

	
x

	
1




	
Others

	
Info 1

	
x

	

	
x

	

	

	

	

	

	
x

	
x

	
x

	

	
x

	
1.5




	
LZM

	
x

	

	
x

	

	

	

	

	
x

	
x

	
x

	

	

	
x

	
1.5




	
ZAC

	
x

	

	
x

	

	

	

	

	

	
x

	
x

	

	

	
x

	
1.5




	
VRU

	
V2P 2

	
x

	

	

	

	

	
x

	
x

	
x

	

	
x

	

	
1.5




	
CCN 3

	
x

	

	

	

	

	

	

	

	

	

	

	

	

	
1.5








1 Within infotainment tasks, the Traffic Information and Smart Routing service may also involve vehicle-to-vehicle (V2V) communication and decentralized environmental notification messages (DENMs