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Abstract

:

The mining industry has recently shown increased interest in drones for routine activities in underground and surface mines. Designing a drone for coal mines is extremely complicated since the Mine Safety and Health Administration (MSHA) has tight guidelines for any equipment that can be used in underground coal mines. Due to these criteria, designing a drone for underground coal mining is exceedingly difficult. This paper explores the challenges of creating an intrinsically safe drone propulsion system. To address the challenges of designing an intrinsically safe drone’s propulsion system for an underground coal mine, this work aims to investigate the potential approaches to enhance efficiency and mitigate the heat. The study begins with the drone’s sizing approach before moving on to the experimental setup that is utilized to test the drone’s propulsion system. Finally, answers to numerous issues arising during the inquiry are offered, and these solutions are empirically explored.
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1. Introduction


The use of drones for operations in underground and surface mines has recently increased [1,2,3]. In 2020, Shahmoradi et al. provided a broad review of the applications of drones in the mining industry. Their study presented configurations and specifications of available off-the-shelf drones for applications in the mining industry [1]. Zimroz et al. investigated the possibility of applying drones in search and rescue missions in a deep underground mine [4]. In their study, a drone searches for an injured or lost person who can call for help but cannot move or use any communication device [4]. Jones et al. discussed using Hovermap autonomous flight systems in GPS-denied underground spaces [5]. Drones can be incredibly adaptable when navigating challenging terrain and carrying various payloads. When LIDAR is used with simultaneous localization and mapping software (SLAM), the unit is a very affordable instrument for monitoring and decision-making [6].



Shahmoradi et al. explored potential concepts for creating a fully autonomous enclosed drone to monitor the inaccessible parts of underground mines [2]. Freire and Cota discussed image captures and the challenges of using drones in an underground mine inaccessible areas [7]. Ilieva-Obretenova presented the management of a ground station and a drone for the aerial surveillance of subsurface processes [8]. Mirzaeinia et al. explored algorithms to find the quickest and safest route for drone navigation systems in applications for underground mines [9]. Li et al. outlined a technique for utilizing an autonomous flying robot to investigate and create a 3D map of a tunnel environment [10]. Zimroz et al. described a method using drones to detect a specified acoustic pattern to assist rescue teams in determining the location of people inside an underground mine [11]. Furthermore, Wang et al. studied the use of a truck–drone to expand the benefits of this hybrid system in underground coal mines [12].



The Mine Safety and Health Administration (MSHA) has not set particular guidelines for flying vehicle testing and approval in underground mines. As a result, drones that will be used in underground mines should be designed and prototyped based on the general MSHA recommendations. These designs should satisfy the intrinsic safety-level requirements for hazardous-area classifications Class 1–Division 1 and Class 2–Division 1. It should be emphasized that creating intrinsically safe electrical components and an allowable power system must undergo a systematic feasibility analysis during the drone sizing process to ensure flyability.



Harsh conditions, such as reduced visibility, dust concentration, confined space, air velocity, and the lack of wireless communication systems, pose many obstacles for a flying drone in underground coal mines. Besides these challenges, due to the lack of an available intrinsically safe and permissible drone platform, MSHA prohibits using such a system. Moreover, coal dust and methane gas are other potential substances that can create fire hazards/explosion in underground coal mines. Therefore, it is required that the electrical components and battery must meet the MSHA’s permissibility/safety requirements defined in Title 30 of the Code of Federal Regulations and related criteria [13]. MSHA currently provides details of the requirements for the mechanical, electrical, and general safety of mining products; however, these requirements for a flying machine are not yet developed.



Generally, the amount of intrinsic safety to be achieved is determined by standard and regulatory requirements. A permissible or inherently safe drone should not generate a spark in a coal mine, even through static discharge. The drone structure must be explosive-proof and capable of keeping the blast while ensuring that no flame, spark, or hot gases are released into the environment. The ability of drones to fly, hover, and navigate in confined spaces is influenced mainly by their size and weight. Encapsulating an inherently safe drone that can satisfy the MSHA’s requirements would add significant weight to the drone due to the added weight to the electrical components, including motors, Electrical Speed Controllers (ESCs), and batteries. Fortunately, material improvements have resulted in robust and lightweight materials for selection.



An intrinsically safe drone will be substantially heavier than a non-permissible or safe drone. Generally, the efficiency of flying vehicles like drones is dramatically affected by their weight [14,15]. As a result, the two key issues in creating an inherently safe drone platform for use in confined spaces are (1) demonstrating the vehicle’s intrinsic safety and permissibility and (2) designing a propulsion system that can generate enough thrust force and provide reasonable endurance. To this end, designing and prototyping a drone platform with suitable size and flight characteristics is challenging.



Currently, there is no data regarding drone design for underground coal mines; therefore, this paper presents an effort and contribution to designing an intrinsically safe drone. As there has been no previous effort in this area, any output from this study would be novel. The unique problems that appeared in the research and their solution should be an addition to the body of knowledge.



The rest of the paper is organized as follows: in Section 2, the design strategy of an intrinsically safe multi-rotor drone and its propulsion system for underground mine applications are discussed. The experimental setup for propulsion system performance measurement and mechanical couplers are presented in Section 3 and Section 4, respectively. Section 5 shows the thermal effects of the motor’s enclosure. The motor’s enclosure flow blockage and spinner design are indicated in Section 6. The summary and conclusions are given in Section 7.




2. Design Strategy of an Intrinsically Safe Drone


Sizing is one of the critical steps in the design process of different types of aerial vehicles, which results in the optimum values of their size and weights, and it consists of five steps [16,17,18], including (1) mission definition, (2) flight modes, (3) configuration and shape, (4) weight estimation, and (5) propulsion system design [19]. In the mission definition, initially, the needs analyses are carried out. Considering the drone’s permissibility, safety, durability, functionality, and objectives, the kinematic requirements, flight time, cruise speed, etc., will be determined. After that, flight modes (hovering and forward flights) and the shape of the drone are determined based on application requirements. Then, analyses are conducted to extract the flight’s kinematic and dynamic equations, which result in the appropriate thrust loading of the drone. In parallel, different weight estimation methods can be employed. The outcome of the sizing process will be the geometry and dimensions of an intrinsically safe drone and the calculation of aerodynamic parameters. The optimum weight and dimensions of the drone and the components of the propulsion system, such as the battery, motors, propellers, and ESCs, will be specified during the sizing process [20]. In Figure 1, the proposed sizing process for the mono/multi-rotor drone with applications in underground coal mines is shown.



Designing a propulsion system is one of the most challenging steps in the overall design process of an intrinsically safe/permissible drone. A propulsion system of a drone is made up of motors, propellers, and ESCs. The drone’s propellers are defined by three primary parameters: pitch, diameter, and blade number. Increasing the values of these parameters would generate higher values of thrust, resulting in higher torque on the motors. Generally, two-bladed, long, slowly spinning propellers in multirotors, compared to multibladed, compact, fast-spinning ones, are more aerodynamically efficient. Propeller properties are mainly determined by incoming air speed and rotating speed.



Furthermore, the mass and materials of the propellers are crucial factors that need to be taken into consideration during propeller selection or design. The motors of multirotor drones are the propellers’ driving force and can change speeds quickly. A brushless DC electric motor’s principal limits are speed and current. Although speed controllers (ESCs) play an essential part in multirotor drones, they play a lesser function in the propulsion chain concept. ESCs deliver current from the battery to the motor while maintaining a steady voltage. When constructing a multirotor drone, speed controllers must still be defined based on the maximum current flowing to the motors. Figure 2 and Figure 3 depict a view of the multirotor propulsion chain diagram and the multirotor propulsion system sizing approach, respectively.



Flight time and range are also important aspects in determining the effectiveness of a flying system which are determined by the defined mission and the drone’s design specifications [21,22,23]. Analytical and empirical tests need to be carried out to specify the flight range and endurance and assess the propulsion system’s performance (i.e., battery, motors, propeller, and ESCs). The results of these analyses can be utilized to optimize and improve the system.
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Figure 2. Multirotor propulsion chain diagram [24]. 






Figure 2. Multirotor propulsion chain diagram [24].
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The propulsion system sizing methodology in Figure 3 shows the sizing of the motors depends on the speed controller, propeller, and battery specifications.
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Figure 3. Propulsion system design methodology. 






Figure 3. Propulsion system design methodology.
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The primary goal of this paper is to create an acceptable near-permissible (inherently safe) drone propulsion system that will allow the drone to fly in underground coal mines. The motors will be housed inside a composite-made casing with the same thickness as all drone sections in the basic design. The thickness is chosen to resist a 150 PSI explosive force. Consequently, this requirement will increase the drone’s overall weight, which, as mentioned above, is a critical parameter during the sizing process. Therefore, an alternative concept for lowering drone weight is being investigated. As shown in Figure 4, the proposed approach divides the drone’s assembly into two portions. The red areas (motor and battery casing) have a greater armor thickness to withstand a 150 PSI explosion, while the green sections (connecting rods between the motor and battery casings) have a lower danger probability and are designed to manage propulsion system stresses due to torque and thrust. This proposed design will decrease the overall drone’s weight. Figure 5 depicts the whole procedure, as well as the current state of the drone propulsion system design and performance data.



The current paper’s research began with the creation of a testing setup. A performance test rig for propulsion systems was built from scratch. The flow surrounding the drone propulsion system is visualized using a smoke generator and a laser generator. Furthermore, a thermal camera is utilized to visualize the thermal effect of the motor housing on the motor itself. After the trials are set up, the first research will look into the coupling effect on the propulsion system’s performance. After that, the thermal effects of the motor enclosure on the motor temperature and how this affects the motor’s temperature are investigated. In addition, a thermal problem solution is provided and evaluated. Finally, because the motor enclosure causes airflow obstruction, a motor spinner is created and tested experimentally.



A test rig to measure the propulsion system’s performance is designed and manufactured. With some additions to the test rig, it is possible to conduct flow visualization using a laser and smoke generator. Furthermore, applying a thermal camera makes it possible to capture the thermal images of the propulsion system. The measurement system was used to evaluate the coupling system of the propulsion system. Furthermore, the motor enclosure’s thermal and aerodynamic effect on the propulsion is investigated, which will be discussed in the following sections.




3. Propulsion System Performance Measurement Setup


As illustrated in Figure 6, a test rig is being created to allow the testing of the drone propulsion system. A load cell measures torque and thrust; an accelerometer measures vibrations; a thermocouple measures motor temperature, and a pressure sensor with a pitot tube measures the propulsion system slipstream air velocity. Tyto Robotics’ signal processing board is also used to handle sensor signals and connect them to a PC. The measuring system was added to the construction to support the vibrations of the motor and propeller. All sensors have been calibrated and certified. The test stand’s design specifications include a thrust of 10 kgf, a torque of 4 Nm, a voltage of 50 V, a current of 55 A, and an angler speed of 160k RPM.




4. Mechanical Coupler Design and Testing


Since the motor is placed inside a casing, the shaft of the motor should be coupled due to having the propeller outside of the casing. Therefore, a mechanical coupler with an extended shaft is needed, as shown in Figure 7. The experiments showed that the torque could successfully transmit through the added mechanical coupler. However, there is a clearness between the motor casing and shaft, which must be tested to ensure no gas leakage through the orifice.



The test rig is used to compare the coupled and uncoupled propulsion systems, as depicted in Figure 8. Because the motor is not covered by its housing in this setup, only the coupling effect is evaluated. There is essentially little change in torque and thrust, as demonstrated in Figure 8. As shown, the uncoupled system has roughly 3% higher efficiency in the 2000 to 4000 RPM range, and the coupled system has around 66% more vibration. As the propeller moves away from the motor’s base, this rise is to be expected. Solutions to decrease these vibrations will be researched.




5. Motor’s Enclosure Thermal Effects


5.1. Casing Thermal Effects on the Propulsion System Performance


One of the most important tests is to explore the thermal effects due to having a motor casing on its performance. The motor could be destroyed if it exceeds a certain temperature. Therefore, the motor performance is tested in two conditions, one for the motor without a casing and the other with a casing, as shown in Figure 9. In this experiment, in both scenarios, the motor is operated at 50% (left) and 75% (right) of the maximum RPM, and the motor temperature is limited to 120 °C (based on the manufacturer data). During the testing, the motor without a casing reached 60 °C in about 425 s, while the motor with a casing reached this temperature in about 75 s for 75% of the motor RPM. Furthermore, the motor without a casing has smooth transition heating with almost a constant temperature of around 60 °C. Continuing this experiment without limiting the motor’s temperature could cause failure in the motor. Besides the safety point regarding the motor failure, the motor performance changes as the temperature increases, as shown in Figure 9, which illustrates the thrust and torque changes with increasing temperature.



The motor casing will increase the temperature of the motors, which initially were cooled down by airflow generated by propellers. Typically, each electric motor has a maximum working temperature. As the temperature of the motor increases, its efficiency decreases.




5.2. Radial Heat Sink for Propulsion System Cooling


Based on the previous section, it is crucial to design a cooling system for the motor. It would be a good idea to make use of the accelerated air behind the propeller. Therefore, a redial heat sink shown in Figure 10 is proposed. The fins will be extended outside the motor casing to be cooled down by forced heat convection from the propeller slipstream air. Based on the results in Section 5.1, the amount of heat generated from the motor with enclosure can be calculated by Equation (1), where m is the motor mass, c is the specific heat coefficient, ∇T is the temperature difference, and t is the time. Based on this equation and the 75% throttle case, the heat generated is about 12 watts.


  Q =   m × c × ∇ T  t   



(1)







It is found that the heat sink shown in Figure 10 is available with multiple diameters; therefore, it is needed to calculate the required heat-sink geometry. The thermal resistance is calculated by Equation (2). Based on this equation and the data sheet of the heatsink, a heat sink with a 15 mm fin and 10 mm height is considered. It should be noted that the heat-sink core will cover the motor base. It is desired to calculate the heat-sink fin temperature distribution; Therefore, one fin is considered, as shown in Figure 10. To evaluate the fin length, a 30 mm fin is also assessed and compared with the basic fin. The boundary conditions, forced convection for fin faces, and wall temperature for the fin base are shown in Figure 10. It is assumed the fin base has a uniform temperature, which is 120 °C based on the previous motor temperature measurements.


  R =   ∇ T  Q   



(2)







The following equations are provided from [25], assuming dx = dy. The energy equation for points (1,2,6–8) can be presented by:


   T  m ,   n   =   2  T  m + 1 ,   n   +  T  m ,   n − 1   +  T  m ,   n + 1   +   2 h Δ y  k   T ∞    2  (    h Δ y  k  + 2  )     



(3)







The energy equation for points (4,5) can be presented by


   T  m ,   n   =    T  m − 1 ,   n   +  T  m + 1 ,   n   +  T  m ,   n − 1   +  T  m ,   n + 1    4   



(4)







The energy equation for points (3,9) can be presented by


   T  m ,   n   =    T  m − 1 ,   n   +  T  m ,   n − 1   +   2 h Δ x  k   T ∞    2  (    2 h Δ x  k  + 1  )     



(5)







Using the previous equations gives a set of equations that can be written in the form of:


  [ A ]  [ T ]  =  [ C ]   



(6)




where A is the coefficient matrix, T is the Temperature vector, and C is the constant vector. Solving this equation gives the temperature at each point on the fin.



The Reynolds number (Re) for the flow over the fin can be calculated by Equation (7) and is about 288.


  R e =   ρ × u × y  μ   



(7)




where ρ is the air density, u is the freestream velocity, μ is the dynamic viscosity, and y is the length characteristic.



The Nussle number (Nu) can be calculated by:


  N u = 0.664 R  e  0.5   p  r  1 / 3    



(8)




where pr is the Prandtl number.



Finally, the convection heat coefficient (h) can be determined by:


  h =   N u × k  y   



(9)




where k is the heat conduction transfer coefficient.



The results from the numerical analysis are shown in Figure 11 and Figure 12. The fin’s heat distribution for wall temperature Tw = 393.15 K and various Tinf are shown in Figure 11. Figure 13 shows the heat-sink fin temperature distribution for air temperature Tinf = 298.15 K and various wall temperatures, Tw. Fins of 15 mm and 30 mm are included in the results. Generally, changing the boundary condition changes the temperature distribution. The 15 mm fin is more efficient than the 30 mm, as the temperature is reduced smoothly until the tip of the fin. For the 30 mm fin, it can be seen that most of the fin is not doing any role in heat reduction, and also, it is more weight to be added with less efficiency. Therefore, the 15 mm fin will be installed on the motor, and its performance will be investigated.



The motor base is attached to the heat-sink surface, as shown in Figure 13, in order to experimentally investigate the performance of the heat sink with the motor. The performance is measured for the system without a heat sink (motor with casing), a system with a heat sink while the fins are in the propeller rotation direction (PD), and a system with a heat sink while the fins are counter to the propeller rotation direction (CPD). Also, as shown in the previous section, the motor is operated with two RPMs: 50% (left) and 75% (right). The results in Figure 14 show the effectiveness of the heat sink in cooling the motor and making use of the slipstream air. In both cases (PD and CPD), it could reduce the motor temperature. Placing the heat sink in the PD position significantly reduced the motor temperature. It is believed that putting the sink in this position makes the airflow take longer time as shown in Figure 15. The heat sink could improve the thrust, torque, and efficiency; however, it is not possible to observe the difference between the PD and CPD cases, as the difference is less than the measurement-system resolution.




5.3. Thermal Imaging of the Propulsion System


In addition to the propulsion-system measurement in the previous section, a thermal imaging experiment is also conducted. A time ratio of τ is introduced to compare the different test scenarios, as shown in Table 1. The time ratio is the ratio between steady-state or final temperature and instantaneous time. Four scenarios are investigated in the thermal imaging experiment, the motor without casing, the motor with a casing, the system with the heat sink PD, and the system with the heat-sink CPD. The motor tip is on the right, and the motor base is on the left. The red color in the thermal contours was set as the maximum limit of the motor temperature. For the motor without a casing, the temperature of the motor base increases a little bit with the 50% RPM, and it is higher for the 75% RPM case. It also can be seen that the propeller is cooling the motor tip, which includes the coals and makes it cooler than the motor base. For the motor with a case, the motor tip is hotter. The heat sink could give the motor tip and base a similar temperature. Furthermore, it can be seen that the motor with PD heat sink had a lower temperature than the motor with CPD.





6. Motor Enclosure Flow Blockage and Spinner Design


A smoke-visualization setup that applies a fog generator and laser is made to visualize the flow around the propulsion system, as shown in Figure 16. As can be seen, the flow is bent around the motor enclosure corner (the yellow circle), and that could reduce the system’s efficacy. To solve this problem, nine motor spinners, shown in Figure 17, are designed and prototyped. The spinners are tested using the performance test rig, and the performance of each one of them is evaluated. The spinner weight should be taken into consideration; however, for the current research, only the aerodynamic effects are considered. The spinner geometry is shown in Figure 18, and Equation (10) is used to design the spinner. In Table 2, the summary of different spinner equations, which all have the same diameter with different lengths and curve equations, are shown. Figure 19 compares the different spinners, and Figure 20 shows the 3d-printed spinners.


  y = R    (  2 ∗  x L   )  − K ∗    (   x L   )   2     (  2 − K  )     



(10)







A balancing system shown in Figure 21 is used to balance the spinners before testing and reduce the operation vibration. Increasing the vibration could lead to breaking the motor’s shaft. Figure 22 presents the difference in airflow between the casing without a spinner and the casing with a spinner case.



Each spinner is installed on the propeller, and the thrust from each of them is shown in Figure 22. From the thrust perspective, the K3L2 is the best choice. For the torque case in Figure 23, the difference is much smaller and will not considered in the selection. The slipstream velocity for K3L2 is the highest, as shown in Figure 24. Furthermore, from a propeller-efficiency point of view, K3L2, as indicated in Figure 25, has the highest efficiency. For the overall system efficiency, K3L1 is the highest, and K3L2 is in second place. Overall system efficiency for the different spinners is shown in Figure 26. The vibration results in Figure 27 indicate the success in balancing the spinners, but the spinners K2L1 need to be rebalanced if it will be used further, as it shows a higher level of vibration compared with the other spinners. Based on the previous analysis, K3L2 is selected.



The smoke-visualization experiment for the case with and without a spinner is shown in Figure 28. As shown, the flow field with yellow is different in the two cases, especially the region with a yellow circle. Further measurements should be considered to evaluate the effect of these spinners on the thrust and torque. Moreover, the added weight should be taken into consideration.




7. Conclusions


Experimental research was done to determine a permissible drone propulsion mechanism. The motor shaft needs to be connected because the propeller will be outside the casing due to the motor being enclosed in a housing. A mechanical coupler with an extended shaft was designed. The torque might be successfully transmitted by this mechanical coupler. The performance of the propulsion system was tested under two different circumstances, one for the motor without a casing and the other for the motor with a casing. In contrast to the usual situation, when the propellers cool the motors down, the motor housing heats the motors. As a result, an experimental investigation and heat-sink calculation was carried out. The performance of the propulsion system was tested under two different circumstances, one for the motor without a casing and the other for the motor with a casing. The most important advantage of the heat sink is that it reduces motor temperature, which can boost thrust, torque, and efficiency. Based on the numerical calculations, the heat sink has a fin with a length of 15 mm.



During the experimental investigation, the motor was operated with two RPMs: 50% and 75%. With the help of the heat sink, the motor temperature could be reduced from 70 °C to 40 °C in the case of 50% RPM. In comparison, The motor’s temperature could be reduced from 120 °C to 70 °C in the case of 75% RPM. This improvement in cooling the motor could increase the thrust by about 5%. The most crucial benefit of the heat sink is the reduction in motor’s temperature, which can also increase thrust, torque, and efficiency. To visualize the flow surrounding the propulsion system, a smoke-visualization experiment was conducted. It was shown through this experiment that the flow is bent around the corner of the motor enclosure, and spinners were prototyped and experimentally tested to study this effect. Based on the experiment results, a spinner with a height-to-diameter ratio (L/D) equal to 3/2 should be used. The spinner could increase the thrust by 2.6%. The work described in this paper may lead to the development of a drone propulsion system suitable for use in underground coal mines. However, since numerous pieces were added to the system, additional optimization is required to decrease the increased weight of the drone and increase its durability.
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Figure 1. Sizing procedure of an intrinsically safe/permissible drone for underground mines. 
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Figure 4. The permissible drone design and its propulsion system. 
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Figure 5. Drone propulsion system design and performance measurements flowchart. 
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Figure 6. Drone propulsion system performance test rig. 
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Figure 7. Mechanical coupler installation. 






Figure 7. Mechanical coupler installation.
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Figure 8. Performance measurements for the system with and without the mechanical coupler. 
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Figure 9. Performance measurements for the system with and without motor casings. 
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Figure 10. Heat-sink coordinates. 
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Figure 11. Heat-sink fin temperature distribution for Tw = 393.15 K and various Tinf, 15 mm fin (left) and 30 mm fin (right). 
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Figure 12. Heat-sink fin temperature distribution for Tinf = 298.15 K and various Tw, 15 mm fin (left) and 30 mm fin (right). 
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Figure 13. Heat-sink installation. 
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Figure 14. Performance measurements for the system with and without a heat sink. 
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Figure 15. Heat-sink cooling air direction. 
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Figure 16. Smoke-visualization setup. 
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Figure 17. Spinner added to the propulsion system. 
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Figure 18. Spinner geometry. 
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Figure 19. View of spinners’ different geometry. 
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Figure 20. Views of 3d-printed spinners. 
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Figure 21. View of balancing system. 
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Figure 22. Thrust for the different spinners. 
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Figure 23. Torque for the different spinners. 
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Figure 24. Slipstream airspeed for the different spinners. 
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Figure 25. Propeller efficiency for the different spinners. 
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Figure 26. System efficiency for the different spinners. 
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Figure 27. System vibration for the different spinners. 
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Figure 28. View of flow visualization for the system with spinner and without a spinner. 
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Table 1. Thermal images of a motor without and with casings.
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	τ
	0.13
	0.27
	0.42
	0.57
	0.72
	0.82





	Motor without casing

50% RPM
	 [image: Drones 07 00044 i001]
	 [image: Drones 07 00044 i002]
	 [image: Drones 07 00044 i003]
	 [image: Drones 07 00044 i004]
	 [image: Drones 07 00044 i005]
	 [image: Drones 07 00044 i006]



	Motor without casing

75% RPM
	 [image: Drones 07 00044 i007]
	 [image: Drones 07 00044 i008]
	 [image: Drones 07 00044 i009]
	 [image: Drones 07 00044 i010]
	 [image: Drones 07 00044 i011]
	 [image: Drones 07 00044 i012]



	Motor with casing

50% RPM
	 [image: Drones 07 00044 i013]
	 [image: Drones 07 00044 i014]
	 [image: Drones 07 00044 i015]
	 [image: Drones 07 00044 i016]
	 [image: Drones 07 00044 i017]
	 [image: Drones 07 00044 i018]



	Motor with casing

75% RPM
	 [image: Drones 07 00044 i019]
	 [image: Drones 07 00044 i020]
	 [image: Drones 07 00044 i021]
	 [image: Drones 07 00044 i022]
	 [image: Drones 07 00044 i023]
	 [image: Drones 07 00044 i024]



	Motor with casing and heat sink CPD

50% RPM
	 [image: Drones 07 00044 i025]
	 [image: Drones 07 00044 i026]
	 [image: Drones 07 00044 i027]
	 [image: Drones 07 00044 i028]
	 [image: Drones 07 00044 i029]
	 [image: Drones 07 00044 i030]



	Motor with casing and heat sink CPD

75% RPM
	 [image: Drones 07 00044 i031]
	 [image: Drones 07 00044 i032]
	 [image: Drones 07 00044 i033]
	 [image: Drones 07 00044 i034]
	 [image: Drones 07 00044 i035]
	 [image: Drones 07 00044 i036]



	Motor with casing and heat sink PD

50% RPM
	 [image: Drones 07 00044 i037]
	 [image: Drones 07 00044 i038]
	 [image: Drones 07 00044 i039]
	 [image: Drones 07 00044 i040]
	 [image: Drones 07 00044 i041]
	 [image: Drones 07 00044 i042]



	Motor with casing and heat sink PD

75% RPM
	 [image: Drones 07 00044 i043]
	 [image: Drones 07 00044 i044]
	 [image: Drones 07 00044 i045]
	 [image: Drones 07 00044 i046]
	 [image: Drones 07 00044 i047]
	 [image: Drones 07 00044 i048]
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Table 2. Different spinners’ equations.






Table 2. Different spinners’ equations.











	
	L1 (55 mm)
	L2 (36.6 mm)
	L3 (27.5 mm)





	K1 (1)
	   −    x 2    110   + x     
	     3 × x   2     −   9 ×  x 2    440       
	   2 × x −   2 ×  x 2    55     



	K2 (0.8)
	   −    x 2    165   +   5 × x  6    
	     5 × x  4  −   3 ×  x 2    220     
	     5 × x  3  −   4 ×  x 2    165     



	K3 (0.6)
	     5 × x  7  −   3 ×  x 2    770     
	     15 × x   14   −   27 ×  x 2    3080     
	     10 × x  7  −   6 ×  x 2    385     
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